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PART I

INTRODUCTION

1-01. Location and Description of Project. This project,"The San Antonio
River and San Pedro Creek Tunnels, Phase II-Tunnels and Shafts,” is part of
the broader San Antonio Channel Improvement Project. The latter is a flood
control project for the upper San Antonio River and four tributaries--
Martinez, Alazan, Apache, and San Pedro Creeks. The subject of this report is
a tunnel constructed on San Pedro Creek.

San Pedro Creek Tunnel is the shorter of the two inverted siphon tunnels which
have been designed to prevent flooding in downtown ‘San Antonio, Texas. Both
tunnels are of the same design and same general dimensions, and have been
excavated by the same tunnel boring machine (TBM). Each tunnel will divert
flood waters from its respective drainage into an inlet shaft located upstream
from the city, and transfer ‘the water beneath the city to an outlet shaft
downstream. San Pedro Creek Tunnel extends 5,985 feet from the center of the
inlet shaft to the center of the outlet shaft. The longer San Antonio River
Tunnel, the subject of a later report, extends 16,225 feet between the centers
of its inlet and outlet shafts.

The subject tunnel follows the course of San Pedro Creek in an easterly arc
between Interstate Highway 35 on the north and Guadalupe Street oa the south.
The tunnel slopes downstream at a gradient of .002 from an invert depth of 117
feet (elev. 506) at the inlet to 145 feet (elev. 494) at the outlet. The
lining is 12-inch thick precast concrete which gives an inside tunnel diameter
of 24 feet 4 inches.

There are seven shafts along San Pedro Creek Tunnel. The inlet shaft is
located just south of the intersection of Interstate Highways 35 and 10, and
lies between Santa Rosa Street on the west and Camaron Street on the east. It
has a cast-in-place concrete liner with-a 1.D. of 24 feet 4 inches. An
18-foot I.D. cast-in-place concrete maintenance shaft is located approximately
100 feet south of the Travis Street Bridge and just west of Cameron Street.
Two 4-foot I.D.steel pipe ventilation shafts are located respectively about
100 feet south of Salinas Street and about 100 feet north of Durango Street.
Two 12-inch I.D. steel pipe shafts are located respectively within
approximately 150 feet of the inlet shaft and the outlet shaft; these shafts
facilitate hydraulic instrumentation measurements once the tunnel is in
operation. The outlet shaft is located about 130 feet north of Guadalupe
Street just west of San Pedro Creek; it is lined with cast-in-place concrete
to an I.D, of 35 feet,

1-02. Construction Authority. Construction of the San Antonio Channel
Improvement Project was authorized in the Flood Control Act of 1954 which was
approved on September 3, 1954 (Public Law 780, 83rd Congress, 2nd Session).




1-03. Purpose of Report, The objective of this report is to describe the
foundation conditions encountered during the construction of the subject
tunnel and shafts. It is also intended to be a consolidated record of the
foundation related construction operations and an information source for
future reference. The report is to be a part of the permanent project
engineering and construction record, and will provide background knowledge fer
evaluation of any future structural problems or further foundation studies.

1-04. Contractor and Contract Supervisjon, Ohbayashi Corporation of Tokyo,
Japan and San Francisco, California was awarded construction of the "“San
Antonio River and San Pedro Creek Tunnels, Phase II -Tunnels and Shafts" under
Contract No. DACW63-87-C-0109 on September 23, 1987. The contract amount was
$47,750,000.40. The Notice to Proceed was issued on October 30, 1987, and the
contractor acknowledged receipt on November 3, 1987.

Subcontractors to Ohbayashi on the San Pedro Creek Tunnel included Boretec
Inc. of Solon, Ohio who selected and re-manufactured a used TBM for the job;
Sehulster Company Inc., of Milwaukee, Wisconsin, who manufactured the precast
concrete liner segments at a plant established in San Antonio; Woodward-Clyde
Consultants of Houston, Texas who were responsible for the specified
geotechnical instrumentation program; Cato Electric and Drilling of San
Antonio who constructed the concrete soldier piers for the maintenance shaft,
Beck Foundation Company of San Antonio who drilled the maintenance, vent, and
hydraulic instrumentation shafts, and J-Mar Construction who contracted the
muck hauling.

Quality control was provided by the principal contractor, Ohbayashi
Corporation. The contractor was required to establish and maintain an
effective quality control system consisting of plans, procedures, and
organization to insure the contract requirements in materials, equipament,
workmanship, fabrication, and construction operations. A quality control
system manager (Mr. Lindy White) from within the contractor's organization was
required to be at the worksite with responsibility for regulating all quality
control matters. A fully qualified staff was required under the systen
manager with necessary experience and technical training to perform all
quality control activities. Records and tests of the contractor’s quality
control throughout the construction operations were furnished to the
Government, as directed by the Contracting Officer. The entire work was
subject to inspection and testing by the Government as quality assurance prior
to acceptance.

Ohbayashi Corporation’s contract supervision was provided by Mr. Kaname
Tonoda, General Manager in the San Francisco Office, Mr Carl Linden, on-site
Project Sponsor, and Mr. Paul Zick, on-site Project Manager.

The Government's contract administration and quality assurance was provided
under Col. William D Brown, the Contracting Officer. Mr Keith M. Allen was
the Resident Engineer and Authorized Representative of the Contracting
Officer.

1-05 Disputes Review Board. The Disnutes Review Board was an advisory body
created by mutual agreement between thLc Government and Ohbayashi Corporation
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to assist in the resolution of disputes or claims arising out of the project.
The process was a voluntary, expedited and non-judicial, non-binding mediation
procedure, whereby an independent three-party Board was presented with
Government-Contractor disputes for expert evaluation, recommendations, and
possible resolution.

The Board consisted of one member selected by the Government, Mr. Ronald E.
Heuer, one member selected by Ohbayashi, Mr. P.E. Sperry, and the final
member, Mr. Robert J. Smith, who was selected by the first two members.

The Government and the Contractor were required to mutually agree to submit a
dispute to the Disputes Review Board, and the Board’s resulting recom-
mendations were non-binding to either party. If the dispute remained
unresolved after 30 days following the receipt of the Board’s recommendations,
the Contractor could submit a request for a Contracting Officer's Decision
under the "Disputes” clause of the contract.

This report was prepared by the Resident Geologist, Mr. Roy Crutchfield,
during construction of the subject tunnel. The Resident Engineer was Mr.
Keith Allen who succeeded Mr. Bob Wortham in November 1988. The Chief of
Construction Division was Mr. Shigeru Fujiwara. The Fort Worth District
Engineer was Colonel John Schaufelberger succeeded by Colonel William Brown in
September 1989.

Consultation and support in preparation of the report was provided by the Fort
Worth District Geotechnical Branch, Engineering Division. Mr. Mel Green was
Chief of Geotechnical Branch, Mr. Bob Behm was Chief of Engineering Geology
Section, and Mr. Harlan Karbs was Chief of the Soils Design Section.

1-06. References.

a. Design Summary Report with Appendices A and B, San Antonio River
and San Pedro Creek Tunnels, Phase II -Tunnels and Shafts, Solicitation No.
DACW63-87-B-0085, dated May 1987.

b. Design Memorandum No. 5, Part III, Supplement I, Construction Unit
7-3-1, dated November 1985.

¢. Geologic Atlas of Texas, San Antonio Sheet, Project Director Virgil
E. Barnes, Univ of Texas at Austin, Bureau of Economic Geology, 1983 revised
edition.

d. A Revision of Taylor Nomenclature, Upper Cretaceous, Central Texas
by Keith Young, Bureau of Economic Geology, Geological Circular 65-3, dated
May 1965

e. Ground-Water Geology of Bexar County, Texas by Ted Arnow,
Geological Survey Water-Supply Paper 1588, dated 1963.

f. Geologic Map of Bexar County, Texas by A N. Sayre, dated 1932-33
(wath modifications by Lang, Brown, Mitchell, and Arnow dated 1959).




g.

The Geology of Texas, Volume I, Stratigraphy by Sellards, Adkins,

and Plummer. The University of Texas Bulletin No. 3232, dated August 1932.




PART II

FOUNDATION EXPLORATIONS

2-01. Investigation Prior to Copstruction. Subsurface investigations prior
to tunneling consisted of 25 borings drilled in five phases as the channel
improvement plan for this reach of San Pedro Creek developed. The borings
ranged from 23-foot deep auger holes to 180-foot deep core holes,

and provided 3,085.9 linear feet of drilling exploration. Overburden was
usually drilled with 6 to 8-inch augers except when undisturbed samples were
taken with 6-inch Denison Barrel or 4-inch Shelby Tube. The primary fornation
was drilled with fishtail bits or 4 to 6-inch core berrels. All of the
berings were drilled under supervision of the Corps of Engineers’ Fort Wortn
District Office with either a Corps drill rig and crew or by contract driller
with a Corps geologist. All on-site material evaluation, logging, and
photographing was performed by a Corps geologist. Electric logs including
resistivity, gamma, and caliper were obtained on the deeper borings, however,
due to malfunctions of the resistivity equipment, the gamma logs proved most
reliable and consistent for strata correlations.

The first five borings were drilled along the tunnel alignment in June 1975
and May 1981 as shallow investigations for flood capacity improvements planned
for the San Pedro Creek chanmel. This plan was replaced by the tunnel
project, but the borings provided relevant near-surface information. These
first five borings were 84-223, 6DC-235, 6DC-236, 6DC-237, and 6DC-238 which
extended to respective depths of 23.0, 55 3, 52.0, 48.0, and 51.5 feet

In March and May of 1984, the first tunnel alignment, which was a straight
course between the present inlet and a planned outlet near Durango Street, was
explored with six borings. Boring 6DC-279 at the inlet and Boring 6DC-287 at
the outlet obtained undisturbed samples through the overburden with a 6-

inch Denison Barrel and took 6-inch continuous core samples through the
primary formation. The remaining four borings, 6A4C-280, 6A4C-281, 6A4C-282,
and 6A4C-285, were core sampled only below elevation 540, generally from 20
feet above the tunnel crown to 20 feet below the invert. The material above
elevation 540 was drilled with rockbits in primary strata and predominantly
with augers in overburden. The only exception to this procedure was that
Boring 6A4C-285 was drilled with a fishtail bit in the bottom 10 feet

The 1nitial straight alignment was abandoned in mid 1984 in favor of a shorter
version of the curreat alignment which underlies the curved meander of San
Pedro Creek The maximum separation of the two alignments was only about 750
feet; thererore, it was decided that the new alignment could be evaluated
through electric log correlations between fishtail borings rather than
obtaining additional core samples. Consequently, Borings 3F-283, 3F-284,
3F-295, AND 3F-296 were drilled with 8 and 10-inch augers to a depth of about
40 feet followed by 5 7/8-inch fishtail bits to total depths of 180

feet, approximately 20-feet below invert elevation. One additional core
boring, 6a4C-286, was drilled about midway along the new alignment. It was
augured to a depth of 51.5 feet and then cored with a 5 1/2-inch core barrel




to a depth of 180 feet. All five of these borings were drilled in
August and September 1984.

In 1985, the tunnel alignment was extended 1,718 feet downstream to obtain an
outlet site which could provide a larger staging area for comstruction. This
was the present outlet site which is just north of Guadalupe Street and
adjacent to San Pedro Creek. Therefore, the final aligrment was established,
and four borings were added in 1985 and 1986 to complete design investigations
for the tumnel and shafts. Boring 6DC-302 was drilled st the final outlet
shaft location. Overburden for 6DC-302 was augured in the upper 4.5 feet,
drilled with 6-inch Denison Barrel from 4.5 feet to 22.5 feet. and augured
again from 22.5 feet to just within weathered primary material at the 31.5
depth. The primary formation was then cored sith a 6-inch barrel to a depth
of 18C feet. Boring 6A4C-303, located midvay on the alignment extension, was
augured to 23.0 feet and cored with a 4-inch barrel to 180 feet. Boring
6A4C-304, at Nueva Street, was augured to 40.5 feet, fishtailed from 40.5 to
100.0 feet and cored with 5 1/2-inch barrel to the total depth of 165.0 feet.
Boring 6A4C-305, at Martin Street, was augured to 40.8 feet, followed by
rockbit to a depth of 100 feet, and then 4-inch cored to 165.0 feet.

Finally, five additional borings were drilled at the inlet and outlet sites in
April 1986. These were shallow investigations primarily for design of the
inlet and outlet ssurface structures. The borings were 6D4C-306, 6D4C-307,
6D4C-308, 4S4C-314, and 4S4C-315 which had respective depths of 31.0, 28.0,
33.0, 54.5, and 49.0 feet. (Note: Letter designations in boring nuzbers
represent method of drilling and sampling as follows: A = auger, C = core
barrel, D - Denison Barrel, F = fishtail bit, S = Shelby Tube. Numbers
preceding these letters indicate the diameter of boring. Logs of design
borings are in Appendix F.)

2-02. Investigations During Construction, There was no exploratory drilling
during construction, although some additional core sampling was required as
part of the geotechnical instrumentation program.

Core samples were taken in Borings X-1 and X-2. These borings wece drilled
for the installation of vertical 6-position extensometers above the tunnel! at
Stations 143+75 and 158+47 respectively. Core from both borings confirmed
that the primary formation at those stations was massive, unfractured,
calcareous clay shale. Boring X-1 was augured 12 feet into unweathered shale
to a depth of 48 feet, and then NX size (2.155 inches dia ) core was taken to
the total depth (logs in Appendix G) NX core samples were also taken in 7
borescope cbservation holes drilled in the tunnel walls at each of the
following stations: 143463, 143471, 143+79, 143+87, 143+95, 158+39, 158+47,
and 158+55. This was a total of 56 borings drilled to an approximate depth of
8 feet. Each group of 7 borings had a 45 degree spacing around the tunnel
circumference, starting at 45 degrees from the invert centerline; no boring
was drilled in the invert. The material was massive, calcareous clay shale
with occasional fracturing, due primarily to stress relief around the tunnel
excavation.
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PARY III

3-0i. Regional Geology.

a. Physjography, The San Pedro Creek Tumnel is located where the
northeast trending Balcones fault zone forms the boundary between two
physiographic provinces, the Edwards Plateau to the northwest and the Gulf
Coastal Plain to the southeast. The Edwards Plateau is located on the
upthrown side of the fault zone with an altitude ranging from about 1,100 to
2,300 feet. 1t is a rugged and hilly upland dissected Ly the headwaters of
numerous stresms. Limestone, which dips slightly to the southeast, has
provided the resistant erosional surface of the plateau and caps the remnant
hills. Between elevations 1,100 and 600 feet, the Balcones fault zone forms
an abrupt transition froe the hill country in the northwest to the rolling
plains in the southeast. The zone is marked by fault escarpments in places,
but lacks topographic expression where formations on both sides of the faults
are equally resistant to erosion, such as along the tunnel alignment. The
fault blocks are composed predominantly of limestone and shale beds which dip
gently southeastward. The Gulf Coastal Plain lies below elevation 600 on the
downthrown side of the fault zone. It is a rolling prairie underlain largely
by beds of clay and poorly consolidated sand. The regional dip is greater in
this province, continuing southeastward toward the Gulf of Mexico.

b. Stratigraphy, The regional stratigraphy consists of Recent to
Pliocene aged alluvial deposits underlain by sedimentary formations of the
Tertiary to Cretaceous Periods. The alluvial deposits consist of various
combinations of gravel, sand, silt, and clay with occasjional cobbles and
boulders in places. They are predominantly €luviatile floodplain and terrace
deposits of which the oldest two have been formally named, the lLeona Formation
(lower Pleistocene) and the Uvalde Gravel (Pliocene). The underlying Tertiary
formations are of the Eocene and Paleocene time epochs. These consist of
clay, lignite, sand, and sandstone of the Claiborne, Wilcox, and Midway
Groups. Cretaceous formations are contained in the Navarro and Taylor Groups
of the Gulf Series and consist mostly of shale, clay shale or claystone,
limestone, and sandstone. The Taylor is discussed more fully in succeeding
paragraphs as it relates to the project geology.

c. Structure, The regional structure may be divided into three
distinctive areas: The nearly flat and relatively undisturbed beds of the
Edwards Plateau; the gently dipping but faulted and folded beds of the
Balcones-Luling fault zones; and the southeast dipping monocline of the Gulf
Coastal Plain. The rock formations strike east-northeast and dip
south-southeast throughout the region. The average formation dip in the
Edwards Plateau ranges from 10 to 15 feet per mile, but it increases to 150
feet per mile in the coastal monocline. Between these two areas, the
formations dip gently, but are faulted downward about 3,000 feet in a distance
of about 22 miles.




Regionally, there are two major fault zones, the Balcenes fault zone and the
Luling fault zope. The Balcones system contains all of the faults within and
north of San Antonio, and is separated by a large graben from the Luling
systex about 25 miles to the east-southeast. (The Mexia fault zone forms the
east side of a similar graben to the northk in central Texas.) Both fault
zones were apparently part of the same tectonic system which was active during
the mid to late Tertiary Period. Normal or gravity faults are predominant in
both zones, but the Balcones faults are usually downthrown to the east or
southeast and the Luling faults are usually downthrown to the west or
northwest. Major faults of both zones trend east-northeastward, roughly
parallel to the formation strikes. The almost straight traces of these faults
suggest nearly vertical fault planes. Shatter zones are common with numerous
small step faults occurring within a narrow area. However, large faults also
occur and sevzral are known to have displ s in of 100 feet. The
Balcones faults have the greatest displacements; a fault northwest of San
Antonio, near Helotes, has the largest known throw of about 600 feet, and
another fault in south San Antonio has a throw of more than 550 feet.

Although faulting is the more prominent structural feature of the region, the
faults generally have decreasing displacements toward the ends of their trace,
and in places diminish into folds, especially in the softer strata. A major
asymmetrical fold, the Culebra Anticline, plunges southwestward several miles
west of the tunne] project. It has a core of Austin Chalk and is flanked by
mostly Taylor znd Navarro formations. Both flanks of the anticline are
terminated by faults of the Balcones system.

3-02. Geology of the Tunnel Alignment,

a. Qverburden, Overburden along the tunnel alignment consists of
fluviatile low terrace deposits, residual clay, and occasional man-made
backfill or comstruction surfacing. The fluviatile deposits are for the most
part clay, clayey gravel, and gravelly clay with lesser amounts of silt and
sand. Lower gravel beds are largely composed of calcareous concretions formed
around chert or limestone pebbles; these are rounded to subrounded, whitish
concretions usually ranging from 1 to 2 inches in diameter, although sometimes
as large as 3 inches. A water bearing gravelly clay to clayey gravel is often
the basal stratum of the overburden, except where the primary formation is
directly overlain by residual clay. The residual clay is tan to buff with
gray streaking and mottling, soft, and of medium to high plasticity. It is
similar to the underlying weathered clay shale except that it lacks distinct
bedding structure and induration. In places, isolated pebbles within the clay
suggest possible re-working with the overlying alluvium. Being within a city,
the natural overburden is frequently overlain by man-made deposits such as
concrete, asphalt, and random soil fill, including minor amounts of
construction rubble and other refuse

The overburden blanket, or regolith, along the tunnel alignment varies
typically in thickness and character Overall thickness increases downstream
along the tunnel alignment from 1 O foot at the inlet shaft to 27 feet at the
outlet shaft. Individual strata range in thickness from about 1 to 10 feet
Although the fluviatile deposits are relatively well sorted from the finer
grained deposits near the surface to the coarser gravel deposits at depth, the
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gravel beds generaully display a good gradation in the engineering sense that
various grain sizes are distributed throughout. Cobbles are present Ziplaces.
but never numerous. Clayey gravel often grades into gravelly clay. The clay
may be either fluviatile or residual. Both types of clay may range from lean
to fat in plasticity and are variably calcareous. The fluvjatile clay may
contain gravel, particularly toward the base of the stratum.

b. Primary Formation. The Taylor Formation/Group is the primary and
only rock formation encountered throughout the San Pedro Creek Tunnel
excavations. Geologic literature often refers to the Taylor as a
stratigraphic group containing several formations. Although the formations
vary from place to place in composition and name, the Taylor may be generally
divided into three stratigraphic units: the Upper Taylor Marl (also called the
Marlbrook Marl or Bergstrom Formation), the Pecan Gap Formation, and the Lower
Taylor Marl (also called the Sprinkle Formation). Keith Young, May 1965, in
referring to these three formations classifies the lithic sequence as:
claystone, chalk or marly limestone, and claystone,” thereby substituting
claystone for the oid marl terminology used by Sellards, et al., August 1932,
Since "marl” is an old and loosely applied term for unconsolidated or little
indurated materials containing 35 to 65% clay and 35 to 65% carbonate
(American Geological Institute’s Glossary of Geology, 1974), it can apply to
the Taylor in composition only. As a geologically consolidated mass of
predominantly clay and carbonate minerals, the Taylor is more aptly classified
as a calcareous clay shale where fissile, a calcareous claystone where lacking
fine lamination, and possibly a marlstone where highly calcareous. Although
the Taylor Formation encountered in the tunnel excavations consists of
variations and subtle transitions through all three of these similar rock
types, we have for simplicity chosen calcareous clay shale as the general
project classification of the Taylor rock.

Locally, the Taylor is treated as a formation rather than a group, since only
the upper stratigraphic unit is present. However, the formation contains
interbedded calcareous or limy layers which may be used as stratigraphic
marker beds in electric log correlations. These marker beds have been
designated M-1 through M-5, from youngest to oldest. The fifth marker bed,
M-5, represents all of the formation below a distinctive 2% foot thick
greensand or glauconitic zone. Due to the formation dip to the southeast and
the vertical displacement of faulting, the tunnel crosses through four
stratigraphic marker beds from the M-1 at the outlet to the M-4 at the inlet,
thereby progressing upstream from younger to older beds. This was significant
to the tunnel and shaft excavations. Upstream, the formation becomes more
limy as it forms a gradational transition toward the underlying Anacacho
Limestone and Austin Chalk. X-ray diffraction tests reveal that the
stratigraphically lower and older beds tend to be two to three times more
limy. The ratio of clay to calcium carbonate is inversely proportional in
this material. Thus, the M-1 and M-2 materials are more clayey and
lithologically weaker, the M-3 through M-5 materials are typically more limy,
better cemented, and more geologically consolidated to give a denser and
stronger rock

Although there is only one rock formation encountered by the tunnel
construction, its material characteristics are both variable and distinctive.
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A rudimentary visual observation can roughly ascertain the variable clay and
carbonate (lime) lithology. The darker gray, unctuous, soft to moderately
soft material is higher in clay content; the lighter gray, earthy, moderately
soft to hard material is higher in calcium carbonate. More exactly, X-ray
diffraction indicates that the rock consists of 30 to 45% clay, 15 to 50%
carbonates, 10 to 303 quartz, and a trace to 15% of feldspar. The more
prevalent of the clay minerals is the expansive montmorillonite with lesser
amounts of non-expansive illite and kaolinite, although this is not everywhere
the case. Pyrite crystals occur in places, as does calcite and gypsum; the
latter two usually form healing minerals along occasional fractures. Marine
fossils appear scattered throughout, though more abundant in certain zones.
The flat, spirally twisted pelecypod (oyster) "Exogyra® is common. Black
carbonaceous specks are found occasionally, and a 0.1-foot thick lense of
lignite was encountered at the 99-foot depth during an extensometer
installation at Station 158+47. Other than the typical shaly odor, the
material often emits a petroleum odor suggesting the possible presence of
hydrocarbons and odorless gases. However, the tunnel excavation was
continually monitored for explosive hydrocarbon gases and none were detected.

c. Geologic Structure, The Taylor Formation along San Pedro Creek
Tunnel consists of about 230 feet of massive and generally undisturbed strata.
Boring investigations had nearly 100% core recovery with RQD also approaching
100%. Construction mapping denoted occasional widely scattered fractures and
low angle joints, bur these are random breaks that hardly disrupt the massive
character of the formation. The apparent dips of the joints and fractures is
often 1 degree or less with a maximum of 10 degrees; their direction of dip
ranges from southeast to northeast. The stratigraphic inclination varies
along the alignment from 0 to 2 degrees, with the predominant dip to the
southeast. Some stress relief fracturing occurred around the excavation
openings, and occasional block fallouts were noted during the construction of
the outlet shaft transition and the downstream tunnel section However, the
massive character of the formation undoubtedly limited the stress relief
effect.

Though the tunnel was excavated in massive rock, the formation is not without
structural attributes of the Balcones fault zone. Features of the fault zone
are evident in mid-alignment where a high angle fault crosses the apparent
flank of a fold dipping to the south-southeast. With respect to the tunnel
alignment alone, the fold appears as a faulted monocline. However, with a
broader view of the local structure, it could well be that drag flexures were
developed on each side of the fault. The strata is essentially horizontal in
the upstream third of the tunnel; the mid-tunnel strata dip at 1 to 2 degrees
south-southeast; and the beds in the downstream third level out before turning
upward to a northerly dip of 7 feet per mile at the outlet It is this slight
reversal in the direction of dip that suggests adjoining flexures resultant
fror local fault block movements. These flexures may be viewed as upward drag
on the downthrown fault block and downward drag on the upthrown fault block.

Extensive geologic investigations for both tunnel alignments on this project
have updated and enhanced the depiction of the stratigraphic and structural
geology of central San Antonio, Rather than the one fault which was formerly
mapped through the downtown area, this project has revealed four faults
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trending east-northeast across the central city between Brackenridge Park to
the north and Roosevelt Park to the south. Rather than a fault contact
between the Taylor and Navarro Formations (Groups) being near the Paseo del
Rio, it is actually just r ~th of Brackenridge School by about 500 feet. This
more complete view of the cal geology lends reason to the development of
drag flexures along the tunnel alignment rather than monoclinal folding.

The complete relation of the local structure to the San Pedro Creek Tunnel is
mads more apparent by projecting westward the faults which cross the San
Antonio River Tunnel. If these faults are projected westward, a
down-to-the-south fault crosses the tunnel in mid-alignment, and another
down-to-the-north fault passes south of the outlet. This broader view ot the
tunnel geology reveals a horst and graben structure with the northern
alignment in an upthrown horst block and the southern alignment in a
downthrown graben block. Therefore, the upward turning of the strata at the
outlet could indicate a slight synclinal flexure in the downstream graben with
an adjoining anticlinal flexure in the upstream horst. The slight dip in the
otherwise horizontal beds would indicate drag relative to the movement of
these fault blocks.

The geologic structure displayed along the tunnel alignment, though
characteristic of the Balcones fault zome, does little to disrupt the massive
character of the yock foxrmation. The folding is but minor warping of
essentially horizontal strata. The mid-alignment fault at Station 171450 has
32 feet of displacement, but has caused little disturbance to the surrounding
rock. In fact, the only evidence that the fault was crossed by the TBM was
that the muck changed from soft, dark gray, clayey, M-1 and M-2 material to
the harder, light gray, limy muck of the M-3 strata. However, though the
faulting and folding along the alignment is relatively unimposing, they are
both significant in that they place four of the five identified stratigraphic
marker beds within the limits of the tunnel excavation.

d. Formation Weathering, The predominantly tan coloring of weathered
Taylor Formation contrasts sharply with the darker, gray unweathered clay
shale. The tan coloration is mottled and streaked with gray generally
throughout the wzathered zone, and rusty stains of oxidized iron occur along
some joints and fractures. Though the unweathered formation is massive with
few structural breaks, joints and fractures are not uncommon in the weathered
zone. It is noteworthy that since there is little water migration through the
fractured areas, the top of the weathered zone may be considered the contact
between the Taylor aquiclude and the overlying alluvial aquifer. The
weathering usually extends through the upper 15 to 20 feet of the formation
with an average thickness along the tunnel alignment of 18.5 feet The
contact with unweathered formation is generally at 30 to 40 feet below ground
surface or at an average depth of 34.5 feet. The weathered material 1is soft,
has medium to often high plasticity, is damp in places, and contains scattered
fossils. It is distinguishable from the occasional residual clay deposits by
slight induration and distinct bedding structure. Due to this induration and
bedding structure the material tends to break in blocky chunks when excavated

e. Ground Water., The Taylor Formation is an impermeable clay-based
rock which forms an aquiclude prohibiting the migration of ground water from
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both above and below the formation. Ground water in the overlying alluvium is
prevented from moving downward, and ground water in the underlying limestones
is confined under artesian pressure. The Taylor is a massive tight aquiclude,
although there are occasional structural breaks. Where breakage does occur it
is usually tight, closed by intrinsic expansive clays, or healed by mineral
precipitation. Thus, the impermeable character of the rock is not
significantly altered by fractures, joints, or faults. The tunnel excavation
was entirely in dry rock with no seepage along structural breaks.

The shaft excavations were also in dry materjal for the most part. The San
Pedro Creek Inlet Shaft was started in unweathered Taylor Formation after the
approach channel construction of a previous contract had removed the alluvial
overburden and weathered rock; therefore, the inlet shaft was excavated in
entirely dry rock. Concrete soldier piers or steel casing was used to seal
off any ground water in the alluvial overburden at each of the drilled shafts.
The excavation of the San Pedro Creek Outrlect Shaft encountered ground water
inflow at 200 gpm at the 19-foot depth. Ground water inflow began at the top
of a sand stratum that underlay a gravelly clay. The inflow continued at
about 200 gpm through 2 to 2.5 feet of the sand and 5 feet of underlying sandy
to clayey gravel to the top of the weathered Taylor Formation. This water was
removed with sump pumps, and the rest of the excavation was dry.

The main ground-water concern for the tunnel was that the TBM might excavate
through an abandoned and unplugged artesian well. The major water source for
the region is the Edwards Aquifer, from which the city has a multitude of
wells. Occasionally, unknown abandoned wells are found, and there are no
assurances that these old well were plugged as required by current
regulations. The Edwards lies confined with an arte.ian pressure beneath the
Taylor and other impermeable strata at a depth of about 690 feet, or 550 feet
below the tunnel. 1t has been estimated that an unplugged well from within
this aquifer could release as much v 5000 gpm of water into the tunnel at a
pressure of 70 psi. As it turped out, an abandoned well was indeed
intersected by the tunnel excavaticn, but it proved to be more of a nuisance
than a major problem.

The abandoned well was encountered by the TBM at about 2400 hours on May 16,
1989 at Station 178+49, the location of liner ring number 898. The well had
apparently been plugged to some extent when abandoned, but it was producing
water at a steady 2 gpm, which proved difficult for the contractor to stop.
Probing of the inner casing was obstructed at the 24-foot depth by what was
probably a remnant of the old plug. The well consisted of a 4-inch diameter
inner casing, a 6-inch diameter outer casing, and an 8-inch diameter borehole
located 2 feet east of the tunnel center line. The contractor’s well plugging
events were as follows:

May 17, 1989 -- A professional well driller from T C. Johnson Drilling
Company (Weil Digger Licenne No. 857) was hired by the contractor to
plug the well. First a steel cap with a grouting pipe was welded on top
of the inner casing, and then grouting began under the direction of the
well driller. After pumping 3 cubic feet of 1.1 grout water/cement by
volume) through the steel cap, grout began flowing between the inner and
outer casings. After 6 more cubic feet of 1:1 grout was pumped, grout
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leakage developed through cracks in the rock within a 2.5-foot radius of
the well. The well driller declared the well plugged after a total of
12 cubic feet of 1:1 grout had been pumped at pressures reaching as high
as 150 psi. However, clear water continued to flow out of cracks in the
surrounding rock. The contractor allowed the grout to set-up for a
couple of hours and then resumed tunneling.

May 18, 1989 -- The well was obviously not plugged since about 2 gpm of
water was still flowing into the heading invert from beneath the liner
segments. Two holes were drilled through liner ring number 898 to reach
the well.

The contractor attempted to plug the well in a fashion similar to the
previous asttempt. The grouting was stopped after 13.5 cubic feet of 1.1
mix was pumped. It was noted that grout was being forced out between
the liner segments.

May 19, 1989 -- Water continued to flow into the heading invert.
However, the well was by this time beyond reach or observation since it
was beneath the TBM trailing gear.

May to September, 1989 -- The holes through liner ring number 898 were
backfilled with pea gravel and left open for observation of the well
flow., The flow rate continued through this period at about 2 gpm.

September 28 to October 16, 1989 -- A 5.5-foot long by 3-foot wide by
3-foot deep rectangular hole was excavated around the well The water
flow continued at about 2 gpm from the annular space between the outer
casing and the borehole

October 16, 1989 -- Once again the contractor attempted to plug the

well No water was actually flowing out of the well casing which could
only be probed to a depth of 15 feet; this was 9 feet higher than the
original probe on May 17, and indicated that previous groutings had
sealed off the well casings. Since the water was only flowing out of
the outer annular space, the upper well casings were backfilled with 11
grout. A grout pipe and a flow pressure relief hose were fixed into the
annular space; the grout pipe extended 6 feet below the top of the
casing, and the pressure relief hose went about 2 feet into the annular
space. An unknown amount of 8:1 to 1.1 grout was pumped into the
annular space at 10 psi for about 2.5 hours. Grout leaks persisted in
cracks in the surrounding rock, even though saw dust was used as lost
circulation material and plugs were driven into leak holes It was
finally decided to let the grout set-up overnight.

October 17, 1989 -- The well’s outer annular space continued to leak at
1 to 2 gpm. Grouting was reinmitiated in the annular grout pipe, .t was
shortly stopped in favor of pouring a heavy grout cap over the well. The
5.5-foot by 3-foot hole surrounding the well was filled with heavy grout
with grout pipes placed at previous leak locations for future grouting
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October 18, 1989 -- The grout cap had set-up overnight, but had water
leaks in a few places. OGrouting resumed through the pipes installed in.
the grout cap. There was a total of 42 cubic feet of 1:1 mix pumped at
93 psi. Some water was noted at joints in the upstream liner segments.

October to December, 1989 -- The grout cap over the well was observed
for renewed seepage during this period. The cap became completely dry,
and the well was considered plugged.

November 30 and December 1, 1989 -- The upper foot of the grout cap was
saw cut and removed. This hole was then backfilled with €000 psi
concrete.

£. Seismicity, The San Antonio area, as most of southern Texas, is in
a Seismic Probability Zone 0. This zero zone extends north-south from Dallas
to Brownsville and east-west from Beaumont to Del Rio. No earthquake damage
has ever been experienced within this zone, nor should any be anticipated in
the future. There are no distant threats from earthquakes beyond this zone.
Therefore, the tunnel project has no seismic risks.

g. Engipeering Characteristjcs of Overburden, The predominant
component of the overburden is medium to high plasticity clay though silt,
sand, and gravel also occur. The gravel deposits are often clayey to a
variable extent ranging from clayey gravel to gravelly clay. Silt and sand
layers are also slightly clayey in places. Though the overburden consists of
various gradations from fine to coarse materials, it was possible through
thorough investigations to develop one set of overburden design parameters for
all of the shaft and surface structures. These parameters are as follows:

1 Moist Unit Weight (ym) = 125 pcf
2. Saturated Unit Weight (ysat) = 130 pcf
3. Shear Strength Assumptions:
a. Cohesion (¢’') « 0.1 tsf
b. Angle of Inner Friction (e') = 20°
Allowable Bearing Capacity (qall) = 2.0 tsf
Earth Pressure Coefficients:
a. Ka (active) = 0.5
b. Ko (at rest) = 0.7
c. Kp (passive) =~ 2.0
6. Modulus of Subgrade Reaction
or Spring Constant (Ks) = 75 peci

v

h. Epgineering Characteristics of Primary Formation, The
characterictic of the primary formation which caused the greatest design
concern was its capability of exerting relatively large swell pressures on
tunnel and shaft linings due to its montmorillinite content. Although the
swelling pressure is very low in some of the material and is usually less than
5 tsf, it is known to be as high as 15 tsf in places. Therefore, geotechnical
consultants were engaged as advisors during the tunnel and shaft design The
swell pressure characteristics and the recommendations of the consultants are
discussed in Part IV, Speciral Design Considerations, Paragraph 4-02
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Other engineering characteristics were determined for selected undisturbed
samples along the tunnel alignment. In Atterberg tests, the average liquid
limit was 50 with a high of 75 and a low of 34; the average plastic limit was
17 with a high of 19 and a low of 14;.the plasticity index averaged 33 with a
high of 56 and a low of 20. The moisture content ranged from 6% tc 15.8% with
an average of 10.5%. Specific gravity was about 2.70. Dry density ranged
from 116 pcf to 140 pcf with an average of 129 pcf. Unconfined compressive
strengths near the tunnel depth varied from 25.6 tsf to 132.8 tsf, averaging
71.4 tsf. The soil modulus néar tunnel depth ranged from 2.2 X 10* psi to
19.8 X 10* psi, with an average of 9.1 X 104 psi.

A set of design parameters were developed for both the weathered and

unweathered primary formation, noting cheracteristic changes with depth.
These parameters are as follows:

Weathered Shale (undisturbed)

1. Moist Unit Weight (ym) = 125 pcf
2. Saturated Unit Weight (ysat) = 130 pcf
3. Shear Strength Assumptions:

a. GCohesion (c¢') = 0.1 tsf

b. Angle of Inner Friccion (e') = 25°
4. Allowable Bearing Capacity (gall) = 3.0 tsf
5. Earth Pressure Coefficients:

a. Ka (active) = 0.4
b. Ko (at rest) = 0.9
c. Kp (passive) =~ 2.5
6. Modulus of Subgrade Reaction or Spring Constant (Ks) = Z50 pci

Unweathered Shale (undisturbed)

Moist Unit Weight (ym) = 135 pcf
Saturated Unit Weight (ysat) = 140 pcf
Shear Strength Assumptions:
a. Cohesion (c') = 0.1 tsf to 0.5 tsf @ tunnel depth
b. Angle of Inner Friction (e’) = 35° to 45° @ tunnel depth
4, Allowable Bearing Capacity (qall) = 6.0 tsf

W N =

(Note: The allowable bearing capacity for the unweathered
shale actually exceeds 6.0 tsf at tunnel depth, but
with no effect on structural design.)
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PART IV

SPECIAL DESIGN CONSIDERATIONS

4-01. Constructjon Method, The tunnel concept for flood diversion beneath
the city was adopted rather than surface channel modifications to avoid
construction impacts to the downtown area. Significant costs and liabilities
would ensue from surface construction along the drainage channel due to
limited access, potential damage to structures, bridge replacements, traffic
congestion, business restrictions, and other city related problems. However,
though convenient from a construction standpoint, the tunnel method along San
Pedro Creek was necessarily incorporated with the flood control tunnel planned
for the downtown reaches of the San Antonio River. Because of the high cost
of a tunnel boring machine (TBM) and initial mobilization expenses, the cost
per foot of tunnel is substantially decreased as the length of tumneling
increases. The 5,985-foot long San Pedro Creek Tunnel would hardly have been
cost effective without the additional 16,200-foot length of the San Antonio
River Tunnel. Therefore, without the added length of the San Antonio River
Tunnel, the San Pedro Creek project would have been restricted to surface
channel improvements, or less expedient but lower cost conventional methods of
tunneling.

A fully shielded, mechanical tunnel excavating machine was specified for the
contract which included both the San Pedro Creek Tunnel and the San Antonio
River Tunnel. The contractor was given the choice of using a full-face tunnel
boring machine (which was chosen), a boom header machine, or a roadheader
machine; the latter two would have been allowed only if fully shielded and
equipped with an excavation guide ring.

The contractor was also given the option of foliowing the excavating machine
with cast-in-place concrete liner or precast concrete segmental liner,
previded that the installation of either left no ground unsupported behind the
shield. The precast segmental liner was the selected method, providing both
initial and final support. The contractor was also given the flexibility to
design the liner erection and support method, although the contract plans
presented a method using longitudinal ncedle beams and steel ribs. The method
of liner erection was specified to provide "positive structural support" to
prevent deviation from circularity of the segmental rings and to prevent
settlement of the rings into the invert void as the segments left the back of
the tail shield. The contractor’'s designed method was to set invert segments
on a bed of pea gravel, use interlocking dowels between segment rings, support
segments at springline with wood blocking, and finally blow pea gravel around
the entire ring to provide positive structural support. The lower portion of
the tail shield behind the grippers was removed to facilitate this operation.

The specified shaft excavations also allowed the contractor flexibility in
selecting a preferred method of construction. The inlet, outlet, and
maintenance shafts could be excavated by mechanical ripping, controlled
blasting, or a combination of these techniques. Actually, the maintenance
shaft was excavated by rotary drilling, and no blasting was used on any
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portion of the San Pedro Creek project. The small diameter shafts for
ventilation and hydraulic instrumentation were specified for drilling with the
option of proceeding downward from the surface or upward from the tunnel
(raise drilling). These were drilled downward from the ground surface.

4-02. Swell Pressures, The swelling potential of the primary formation was a
majoxr design consideration, especially in the determination of strength
requirements for the tunnel and shaft liners. Laboratory testing during
design investigations indicated that the material was capable of exerting
expansion pressures considerably larger than the overburden pressure. Swell
pressures of as much as 12.8 tsf were recorded with a maximum overburden
pressure of 8.8 tsf at a depth of 135.3 feet. However, it was questionable as
to whether the tunnel and shaft liners would actually have to withstand field
Pressures as great as those indicated by the laboratory constrained testing.
In support of this questioning was previous swell testing by Dr. Tor Brekke on
Taylor material from the Austin Crosstown Wastewater Interceptor. Dr.
Brekke's tests had shown that permitting the material to experience a volume
increase of 2 % reduced the swelling pressures by roughly 50%8. On the other
hand, the montmorillonite content of the Taylor in Austin varied somewhat from
that of the Taylor in San Antonio tunnels. Therefore Dr. Ralph Peck was
engaged by the government as a consultant in resolving these questions and
other geotechnical issues throughout the tunnels project.

)
At the recommendation of Dr. Peck, Dr. G. Mesri of the University of Illinois
was enlisted to do further testing and evaluation of the Taylor swell
properties from samples taken along the tunnel alignments. Based on the
previous design tests, field observations, and Dr. Me.ri's tests, both
consultants recommended that the tunnel and shaft liners should be designed to
withstand swell pressures of 5 tsf.

The reasoning of the consultants was that the potentially high expansion
pressures indicated by laboratory testing would be largely dissipated as the
swelling material expanded into space provided by stress relief fissures that
inevitably develop around underground excavations. In Dr. Peck’s words,
"...the stress rciease associated with excavating the tumnel of 20-feet (26.9
feet) diameter would undoubtedly be sufficient to cause the opening of
fissures around the tunnel to an extent that the ultimate swelling pressures
would be reduced to the design value (5 tsf). These fissures would be
developed by the time the tailpiece of the shield would expose the shale.”
Likewise, Dr. Mesri concluded that laboratory pressures would not develop in
reality against the tunnel liner because the magnitude of shale rebound after
excavation would open fissures around the tunnel periphery. He also expected
swell pressure dissipation due to expansion into the tunnel's annular space
about the lLining, due to flexibility of the lining itself, and due to partial
swelling of the material before the lining could be installed Dr. Mesri's
tests produced swelling pressures ranging from 0.2 tsf to as high as 15 tsf,
although more than 2/3 of the results were less than 5 tsf. (This broad range
is indicative of the variable montmorillonite content throughout the
formation.) However, similar to Dr. Brekke's findings, he found that to allow
additional swelling in a laboratory specimen above the initial void ratio,
corresponding to 0.35% axial strain, reduced the swelling pressure from 8 tsf
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to 4.5 tsf. Therefore, it was concluded that the inherent field conditions in
tunneling would reduce the actual swell pressures on the lining.

Although Dr. Mesri estimates from calculations of the time-rate of swelling
that the total design piressure will require decades to develop, experience
within the San Antonio area suggests that a substantial amount of the swelling
can be expected within 5 years. Based on local experience, it is anticipated
that most of the 5 tsf may be realized upon the tunnel and shaft liners within
5 to 10 years after construction. Expansion is usually negligible beyond 12
to 15 years after the moisture environment is changed.

4-03. Heave Potential, Another design consideration was vertical uplift or
heave due to differential expansion of the material surrounding the shafts.
Since the percentage of expansive montmorillonite varies within the primary
formation, the amount of swelling can vary throughout the shafts. Also,
moisture variations can affect the rate of swelling from place to place.
Particularly, the upper weathered formation is likely to swell more rapidly
than the unweathered material at lower depths Therefore, to deal with
possible vertical displacements or tensile forces developed by these
conditions, the designers recommended that the shafts be constructed with
expansion joints, tensile steel, and/or a bond breaker between the permanent
and temporary liners.

A shaft bond breaker was specified for the Phase II tunnel contract. (An
expansion joint was included in the surface structure design to be constructed
under a later Phase III contract.) The specified bond breaker was a
geotextile material which was to be installed over the initial support.
However, a contract modification provided a substitute for the geotextile
which consisted of an asphalt fiber board, Sealtight Dummy Joint, produced by
W.R. Meadows, Inc of Fort Worth, Texas.
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PART V

EXCAVATIOE AND SUFPORT PROCEDURES

5-01. Geperal, The contract required that the San Pedro Creek Tunnel and
Shafts be completed first, although the San Antonio River Tunnel and Shafts
could be started concurrently. There was no differentiation for payment in
types of material excavated such as rock or comson excavation; payment for
shaft excavation was lump sum for each shaft, and payment for tunnel
excavation and lining was by the linear foot. San Pedro Creek Tummel and
Shafts involved payment for 5,842.86 linear feet of tunnel excavation, a like
amount of precast segmental liner, and lump sum for each of 7 shafts.

Most of the tunnel and shaft excavations closely followed the lines and grades
indicated in the plans and specifications. The specified tolerances for the
tunmnel excavation allowed an aligrnment departure of *12 inches, a grade
departure of £3 inches, and a rate of return to aligmment or grade not greater
than 3 inches per 100 feet. The contract required that the vertical and
horizontal tunnel alignment be controlled by laser beam instrument. Although
nuzerous line and grade adjustments were required in control.ing the TBM,
particularly in negotiating the curve sections, the overall results were quite
accurate; the tummel hole-through at the inlet shaft was litrle more than an
inch northeast of the alignment. No variations were allowed in the thickness
of the tunnel lining. The precast segmental liner was allowed a variation of
0.5¢ from the inside dimension, an out of roundness of #3/4-inch in diameter,
and abrupt irregularities at segment joints not in excess of 1/4-inch. The
shaft excavations were allowed 0.5% of the depth in out-of-plumbness or 10% of
the finished inside diameter for circular shafts, whichever would be less.
Variation from the excavated diameter of circular shafts could not exceed O to
plus 6 inches. Shaft linings were allowed a variation in thickness of minus
2.5% or 1/4 inch, whichever was greater. The inside dimensions of shaft
linings were given a tolerance of 0.5%.

In addition to establishing the lines, grades, and dimensions for che tunnel
and shafts, the plans and specifications provided a guideline for implementing
the construction. However, the Contractor had the option of submitting for
approval his own design propesals for excavation and support. When approved
by the Contracting Officer, the Contractor’s design and procedures became the
de facto specifications in their applicable areas of construction. Each area
of construction and the procedures used will be described in the following
paragraphs.

5-02. Excavation Equipment,
a. Shaft Excavation Equipment, Two types of equipment were used for

the shaft excavations. Hechanical ripping equipment was used in the inlet and
outlet shafts, drilling equipment was used in the maintenance, vent, and
hydraulic instrumentation shafts. In the inlet and outlet shafts the downward
vertical excavation was accomplished by backhoe, but a roadheader was used for
outward extensions of the shaft walls and for undercutting the horizontal
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transition toward the tunmel. The harder limy-layers in the inlet shaft were
broken through by using a hydraulic ram attached to a backhoe. The other five
shafts were rotary drilled with a 45 ton Northwest 5045 crane rig. The

following is a list of the actual equipment used during the shaft excavations:

Excavation and Mucking

JD 490 Backhoe TB-45 Excavator
Cat 235 Backhoe Mitsui Road Header
Cat 205 Backhoe Cat Loaders 988, 966,
Yamashi Backhoe 950, 931, 920
Mitsubishi Backhoe JD 455 Loader
Yutani Backhoe Case Bobcat Loader
Takeuchi TB-45 Cat IT-28
(with hydraulic ram) 630 Rocker (mine mucker)
Cranes

Manitowoc 4600

Northwest 5045

Mani.towoc 3900

American 165 ton

Linkbelt 100 ton

P&H 90 ton

Grove 35 ton

Linkbelt 20 ton

Gallion 18 ton

Clark 15 ton

Drott Deck Crane

b. ZTunnel Boring Machine (TBM) The entire tunnel was excavated with
a modified Robbins Model 243-217 tunnel boring machine. The machine had been
originally designed for hard rock tunneling, and had been previously used to
excavate the Kercknoff 2 Tunnel in the Sierra Nevadas near Fresno, California.
Ohbayashi engaged Boretec, Inc. of Solon, Ohio to renovate and modify the
machine for the soft rock tunneling in San Antonio.

The TBM was converted from an open-faced hard rock machine to a fully closed
soft rock machine with articulating shield. A new main beam was installed to
shorten the machine and to help moderate the machine weight. The front
support shoe was tripled in length to better distribute the machine weight
which increased from 380 tons in the original machine to 550 tons with the
Boretec modifications. The cutterhead was en)arged from a diameter of 24
feet-1 inch to 26 feet-11 inches, this gave a tunnel annular space behind the
liner of 2.5 inches. The main bearing was replaced providing an increase in
cutterhead thrust capacity from 1,166 tons to 1,547 tons The side-gripper
shoes were enlarged to 56 inches by 138 inches for a better dispersing of
forces exerted on the tunnel sides. As an auxiliary propulsion system,

12 thrust cylinders were added with thruster shoes for pushing off of the
liner segments; these thrusters could also be used to hold the precast
segments during the liner erection. A ring-type segmental liner erector was
added within the back of the tail shield. The back 57 inches of the lower
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120° section of the tail shield was cut away to allow the placement of the
invert segment on a bed of pea gravel.

Although a complete description of the TBM would be too voluminous for this
report, there are several additional features which should be noted. When
fully operational in the San Pedro Creek Tummel, the TBM and it’s trailing
gear was 274 feet long; the length from cutterhead to end of tail shield was
38 feet. The cutterhead contained 57 disc cutters of 15.5-inch diameter. The
outermost 7 discs were the gauge cutters which determined the final sizing of
the turnmel bore. The outer perimeter of the cutterhead contained 12 bucket
scoops which collected the muck and dropped it into the conveyor system within
the cutterhead support. The drive torque for the cutterhead assembly was
provided by 10 single-speed, 3-phase, AC electric motors producing 200 HP (149
KW)each. These motors rotated the cutterhead clockwise, in an upstream view,
at 5.75 RPM. The four main propulsion cylinders, hydraulic jacks, generated
horizontal thrusts at 7.5 degrees outward from the tunnel’s longitudinal axis
resulting in a forward machine thrust and a side thrust on the gripper pads.
This system could generate a total thrust force of 2.64 X 10° 1bs.

Two methods of TBM propulsion were provided since it was anticipated that some
of the ground would be too soft, or weak, to withstand the thrust and shear
forces exerted through the side grippers. In the stronger, stable ground the
four main propulsion cylinders could propel the machine by pushing the side
grippers against the tumnel wall. This method does not interfere with
preparations for segmental liner erection in the invert area at the back of
the tail shield. In ground too weak to withstand propulsion through the side
grippers, the machine could be propelled by 12 auxiliary jacks shoving against
the segmental liner. However, the shove jacks in this method obstruct the
working area at the back of the tail shield.

5-03. Precast Tunne]l Liner, The tunnel liner, which also provided the
initial support, consisted of precast concrete segments installed within the
protective covering of the TBM tail shield. There were 6 segments in each
complete ring of liner, forming an inside diameter of 24 feet-4 inches. Each
segment was 4 feet wide by 1 foot thick, weighed 8800 pounds, and extended
13.78 feet along a 60 degree arc on the outside of the liner. The bottom 3
segments were id¢ ical in shape. The top 3 segments were skewed 7 degrees
off longitudinal uac the two upper joints to accommodate a trapezoidal "key"”
segment in the crown. The segments were cast of 6000 psi reinforced concrete,
and contained two 2-inch diameter grout holes positioned 4.0-feet lengthwise
to each side of the center These grout holes were also used for erector
handling and for injecting pea gravel into the annular space.

Two types of joints were formed by the segment rings. Circumferential joints
divided the rings at 4-foot intervals along the tunnel alignment.

Longitudinal or radial joints were formed where the segments )oined at each
60° arc of the ring. These longitudinal joints were a tongue and groove type
designed by the contractor rather than the specified knuckle type. All of the
joints contained a 3/4-inch deep by 1/4-inch wide groove on the inside liner
surface for sealant application The sealant used by the contractor was
Sikaflex-1A rather than the specified Hornseal.
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The segment rings were aligned and locked together at the circumferential
joints with "fast-lock dowels" patented by the segment manufacturer, Sehulster
Company, Inc.. These dowels were intended to prevent joint spreading and to
make the segment rings free-standing. Each circumferential joint contained 18
equally spaced dowels, 3 per segment.

The segmental liner was installed with a circular erector arm at the back of
the tail shield. The erector picked each segment up at the invert and rotated
it to its proper position within the ring. As the TBM excavated forward,
exposing 4 feet of invert rock in the cut away section of the tail shield, a
3-inch thick piece of flexible styrofoam was set on the invert about 3 feet-9
inches in front of the previous ring. Normally, a bed of pea gravel was
placed and graded behind the styrofoam barrier in preparation for the invert
segment. At times, however, when the tunnel bore was too high, the invert
rock was excavated to grade-cut with pneumatic spades, and no pea gravel was
required. The invert segment would then be placed with the erector and pushed
onto the dowels of the previous ring by the auxiliary propel jacks. This was
followed by the placement of each of the two lower rib segments , which were
backed by the styrofoam barrier and supported by wood blocking at springline.
The upper two rib segments would then by placed, followed by the installation
of the key segment in the crown. No styrofoam barrier was placed above
springline. After the full ring was erected, pea gravel was blown over and
around the back of the segments or through the grout holes. The pea gravel
was intended to provide the primary positive structural support. However,
final stabilization of the liper was provided with backpack grouting after the
trailing gear had cleared the segments. Complete grouting of the full annular
space was generally achieved at about 200 to 250 feet behind the trailing gear
(500 feet from heading), although this fluctuated considerably.

5-04. Foundatjon Preparation, The contract requirements for foundation
preparation were specified for the most part under technical provisions for
placing cast-in-place structural concrete. Of course this did not apply in
the tunnel because precast concrete segments were installed immediately behind
the TBM tail shield, rather than lining the tunnel with cast-in-place
concrete. Neither did it specifically apply to the large diameter shafts
(outlet, inlet, and maintenance shafts) because the rock was initially
supported with shotcrete long before the structural concrete was placed.
Nevertheless, the specifications state that, "Shale or clay shale surfaces
upon which corcrete is to be placed shall be clean, free from oil, standing or
running water, ice, mud, drummy rock, coatings, debris, and loose
semi-detached or unsound fragments."

Actually, these conditions were generally met before shotcrete applications,
largely due to practical workmanship The excavation and support procedures
in the large diameter shafts consisted of shotcrete applications after every 5
to 8 feet of vertical excavation This procedure prevented long term exposure
and corresponding deterioration of the rock. The rock was massive and
excavated very smoothly, especially with the roadheader, therefore, there were
normally no loose blocks or drummy areas in the foundation. Occasional loose
fragments were scaled away from the shaft walls before shotcreting. Since it
was imperative to provide full contact between the initial support snd the
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surrounding rock, all over-excavations were fully backfilled with shotcrete as
required by the specifications.

The specifications also required that the excavated surfaces of the shafts be
protected immediately upon exposure with a polyvinyl acetate emulsion resin
containing at least 60(%1)% total solids by weight. Some effort was necessary
in enforcing this requirement as well as assuring beneficial applications.
Aerospray 70 (or an approved equal product) produced by American Cyanamid
Company was specified, but no water dilution mixture was stipulated. The only
application requirements were given under the specification section on
preparation for cast-in-place concrete placements. An "expert" with the
supplier reportedly recommended a sealer to water ratio of 1:20 with an
application rate of 1/4 gallon per square yard. However, this mixture
appeared too watery with inadequate results, and the contractor eventually
incceased the ration to 1:10. Where the material was more limy and less
susceptible to air slaking the contractor was allowed to omit the resin
application if shotcreting was conducted expeditiously.

5-05. Outlet Shaft Excavation, The outlet shaft was excavated and supported
according to the contractor’s approved design submittals. The 150-foot deep
shaft is boot-shaped consisting of an initial vertical section, an
intermediate upstream undercut, and finally a tapering 60-foot lateral
transition to the tunnel. The entire shaft was excavated by backhoe and
roadheader with no blasting required, although the specifications provided for
that option. The backhoe was generally used in the vertical excavations
whereas the roadheader was used for undercutting or lateral excavations. The
initial support was designed by the contractor for a specified rock pressure
of 5 kips.

The excavation began with the construction of a collar in the upper 12 feet of
the shaft. This upper portion was excavated to a 51-foot surface diameter
tapering downward to a 48-foot diameter at the lZ-foot depth. As this initial
hole was dug, the collar structure consisting of four W12 X 58 steel rings and
wood lagging was preassembled on the ground surface. The rings were held 3
feet apart by the vertically placed lagging to form a 12-foot high, open-ended
wooden barrel with a 43-foot inside diameter. The collar structure was then
placed within the completed hole, and the annular space was

backfilled with concrete.

The next 57 feet of shaft, from the bottom of the collar at elevation 569.56,
was excavated to a diameter of 42 feet 4 inches, and was variously supported
with steel rings, wood lagging, shotcrete, and wire mesh. W8 X 48 steel rings
were installed on 4-foot centers through the overburden and weathered clay
shale to the 40-foot depth  Generally, a 5-inch thickness of 3500 psi
shotcrete was applied between the steel rings except where a groundwater
inflow of 200 gpm was encountered in the alluvial aquifer lying between
elevations 620 and 612 Wood lagging was 1installed between the rings

located at elevations 619, 615, 611, and 607; grouting was then conducted
behind the lagging to seal off the ground water Below the 40-foot depth no
steel rings were used, but the shotcrete increased to a thickness of 8-inches
with the reinforcement of two layers of 6 X 6 - W6 X W6 welded wire

fabric.
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A single W8x48 steel ring was installed at elevation 569.56 just before the
shaft excavation began to widen and undercut upstrear toward the tunnel
portal. As the shaft was progressively widened with depth, its cross section
in plan view became increasingly egg shaped. In plan view, the downstream
half of the shaft remained circular whereas the upstream portion elongated to
form an elliptical curve. In longitudinal cross sections, this intermediate
undercutting between the vertical shaft and the horizontal transition had the
shape of an elbow flexurzs, and thus was called the shaft elbow. The elbow
curvature continued to the crown elevation of the transition, 532.59, or a
depth of 107 feet. Below this depth the shaft was excavated vertically to
invert with a continuous longitudinal diameter of 70 feet 11 inches and a
continuous transverse diameter of 49 feet 6 inches.

The initial support below elevation 569.56 consisted of a 12-inch thickness of
3500 psi shotcrete reinforced with two layers of 4 X 4 - W4.7 X Ws.7 welded
wire fabric. Also, 18 to 21-foot long rock anchcrs were installed generally
on 4 to 5-foot centers and predominantly in the upstream elongated portion of
the shaft. These anchors were 1.25-inch diameter, No. 10 Dywidag threadbars
cement grouted into 5-inch diameter holes. They were the primary support
where the radius of curvature exceeded 30 feet, or where the excavation had no
curvature.

The lateral transition excavation extended 60 feet upstream from the verticsal
shaft at Station 141+98.14 to the tunnel portal at Station 142+58.14. The
transition crown and invert elevations at Station 141+98.14 were 532.59 and
490.34, respectively. The transition crown and invert elevations at Station
142+458.14 were 522.05 and 490.46, respectively. Thus, the diameter of the
transition tapered from approximately 42 feet at the shaft to about 32 feet at
the tunnel portal.

The transitfon was excavated in four benches in conjunction with the lower 42
feet of vertical shaft excavation. Each of the approximately 10 to 8-foot
high benches were cut when the vertical shaft had been excavated to the bottom
of that respective level. After the full 60-foot length of the transition was
excavated and supported for a particular bench, the vertical shaft was taken
down another 10 feet to the bottom of the next bench, and so on to invert.

The transition excavation was supported with W10 X 49 steel ribs and 12 inches
of 3500 psi shotcrete. Wood blocking was used only in places to insure that
the ribs were making full contact with the surrounding ground; all other gaps
between the ribs and the ground were filled with shotcrete. There were 16 of
the steel ribs labelled A through P with Rib A set in the first 1 5 feet of
the transition, Ribs B and C set on 3-foot centers, and the remaining ribs set
on 4-foot centers.

The shaft collar was set between elevation 638.8 and 626 8 on January 29,
1988. Thereafter, the excavation proceeded in 3 to 8-foot vertical tiers, and
reached the bottom elevation of 488.0 on August 8, 1988. The lateral
transition excavation was completed 4 days later on August 12, 1988.

5-06 Inlet Shaft Excavation, The inlet shaft excavation followed lines and
grades similar to those presented in the contract drawings except that
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adjustments were made to allow for a 4-inch enlargement of the final inside
diameter. The inside diameter of both the inlet shaft and the tunnel were
changed from 24 feet to 24 feet 4 inches. The shaft was excavated by backhoe
in 4 to 9-foot deep tiers. A hydraulic ram was attached to the backhoe when
necessary to break through layers of harder limy clay shale. The primary
support was according to the contractor’s approved design which allowed for a
specified rock pressure of 5 kips.

The first work required at the inlet shaft site was to dewater the approach
channel. The inlet shaft was the only large shaft constructed within the
actual channel of San Pedro Creek. A concrete approach channel had already
been constructed under a previous contract, and was filled with water to a
depth of about 15 feet. To dewater the work site, the water was pumped out of
the approach channel; a back-flow dike was built downstream from the site; an
upstream dam was constructed of steel beams placed across the piers of the
Quincy Street Bridge; and water was bypassed from the Quincy Street dam to the
back-flow dike through a 30-inch diameter steel culvert. Also, a sump and
large trash pump were installed within the dewatered approach channel to
remove water from leaks or overflows.

The previous approach channel construction had removed the overburden and
weathered clay shale at the site. Therefore, the contractor had only to
remove the rip rap, channel concrete, and a few inches of material to begin
the shaft excavation in massive unweathered clay shale.

The upper portion of the shaft excavation was in the shape of an equilateral
rhombus, but was nearly square with a width of 31 feet 2 inches. It extended
to a depth of 21 feet from elevation 623 to 602. The initial support was 3
inches of shotcrete designed mostly to prevent desiccation and air-slaking of
the clay shale. Additional support was provided by 24 rock anchors imstalled
on 5-foot centers at each of two elevations, 617 and 612. These anchors were
8-feet long, 3/4-inch diameter, and fully resin grouted.

After the upper shaft was excavated to elevation 602, a 24-foot high by
52-foot diameter circular water protection cell was constructed around the
work area The cell was erected to prevent flooding until a temporary
concrete surface structure could be built over the shaft. The cell resembled
a large, open-ended, wooden barrel similar to the structure constructed for
the collar at the outlet shaft. However, this barrel structure was set on the
ground surface around the excavation. The cell was constructed of 5 steel
rings held apart by 6-foot long wooden lagging placed lengthwise between the
rings The steel rings were W12 X 58, and the wooden lagging was actually
6-inch by 8-inch railroad ties. The outside of the cell was overlain with a
layer of visqueen to help make it water tight. The base was anchored into the
ground by No 11 rebar dowels driven through 24 selectively spaced holes in
the bottom steel ring. The base was then shotcreted or both sides. The cell
leaked during approach channel flooding, but not profusely

The upper 21 feet of excavation provided the foundation for the temporary
concrete surface structure. The structure began within the shaft at elevation
603,43, and had the same rhombus shape as the excavation. The entire
structure was constructed of reinforced concrete, which included a 3 0-foot
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wide by 3.5-foot deep collar at the ground surface. The struacture extended 33
feet above the creek channel to elevation 656, slightly above the 100-year
flood level of 655.2.

The shaft excavation gradually changed from the rhombus shape at elevation
603.43 to circular at elevation 578.0. Thus, the radius of curvature at the
corners changed from zero at elevation 603.43 to 12 feet 2 inches at elevation
578.0. This portion of the excavation was also supported with shotcrete and
rock anchors. The shotcrete design was a 5-inch thickness of 3500 psi
shotcrete reinforced with 6 X 6-W2.9 X W2.9 welded wire fabric. The rock
anchors were designed as additional support for the straight or uncurved sides
of the shaft; this gave progressively fewer rock anchors with depth as the
shaft became more circular. The anchors were installed across straight wall
sections on 5-foot centers and in 5-foot tiers with depth. The number of rock
anchors installed at each respective elevation were 20 at 601, 16 at 596, 12
at 591, 8 at 586, and 4 at 581. These anchors were 18-foot long, 1.25-inch
diameter, No. 10 Dywidag threadbars cement grouted into 5-inch diameter holes.

The excavation between elevation 578.0 and the shaft elbow at elevation 553.9
was a vertical circular section supportcd by 5 inches of 3500 psi shotcrete
reinforced with one layer of 6 X 6-W2.9 X %2.9 welded wire fabric. No rock
anchors were required in this section.

Below elevation 553.9 the elbow curvature of the shaft began to undercut
toward the tunnel portal. Unlike the outlet shaft, this shaft was che same
diameter as the tummel, and required no transitional tapering between the
elbow section and the tunnel portal. The excavation below elevation 553.9 was
initially planned to stop at elevation 517, about a foot below tunnel
springline, and thereby allow the TBM to excavate the remainder to invert when
it holed-through into the shaft. However, the shaft excavation continued to
elevation 508, which left only 3.6 feet for the TBM to excavate to invert
elevation 504.4.

The elbow excavation was supported with shotcrete and rock anchors. The
shotcrete was 8 inches thick and reinforced with one layer of 4 X 4-W4.7 X
W4 7 welded wire fabric. In the downstream section of the shaft, where the
radius of curvature exceeded 15 feet, rock anchors were used for added
support. These were 15-foot long, 1.25-inch diameter, No 10 Dywidag
threadbars cement grouted into 5-inch diameter holes. The anchors were
generally spaced on 4 to 5-foot centers and perpendicular to the shotcreted
wall However, in the crown, or "brow," of the elbow curvature they were
inelined upward at 37°.

Excavation of the San Pedro Creek Inlet Shaft began at elevation 623 in the
creek channel on October 10, 1988. The rhombus shaped upper portion of the
excavation was completed to elevation 602 on October 18, 1988. The temporary
concrete surface structure was then constructed after which the shaft
excavation resumed on January 6, 1989. The next section, which was a
transition from rhombus to circular shape, was completed at elevation 578 on
February 2, 1989 The shaft excavation was finished at elevation 508, 3.6
feet above the invert, on June 19, 1983. The TBM hole-through was on July
13, 1989.
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5-07. Maintenance Shaft Excavation. The maintenance shaft excavation was
performed according to- the contractor’s approved submittal, which generally
provided the specified shaft dimensions. The excavation was accomplished
primarily by two drilling subcontractors between May 9 and August 11, 1988.

Cato Electric and Drilling began the work by drilling a ring of 27 concrete
soldier piers around the shaft circumference. These 36-inch diameter piers
were intended to provide initial support through the alluvial overburden into
the underlying weathered, but impervious, clay shale. At Ohbayashi’s field
discretion, however, the piers were extended through the weathered clay shale
into the underlying unweathered formation at depths of 36 to 42 feet. The
procedure was to auger every other pier, and backfill it with 3000 psi
concrete. The intermediate piers were then augered with a minimum of 1l-inch
overlap on the adjacent piers, and likewise backfilled with 3000 psi concrete.
This overlapping established an 8-inch bearing surface from pier to pier, and
provided a ground water barrier through the alluvium.

The 21.5-foot wide interior of the soldier pier ring was then excavated by
Ohbayashi with a backhoe. To prevent any possible inward movement of the
piers, W8 X 35 steel rings were installed at ground surface, at about the
15-foot depth, and at about the 30-foot depth. The backhoe excavation
continued below the piers to the 50-foot depth, enlarging the diameter to 22
feet. Below the piers, the excavation was supported with a 6-inch nominal
thickness of shotcrete.

Beck Foundation Company drilled the remainder of the shaft with a Northwest
5045 crane-type rotary drilling rig. A 3-foot diameter pilot boring was first
drilled to the 122-foot total depth. Then progressively larger bores of &4
feet, 6 feet, and 8 feet were drilled to various depths. After reaching an
8-foot diameter the shaft was enlarged by progressively reaming to diameters
of 11 feet, 16 feet, 19 feet, and finally to 22 feet 4 inches. The 6 nominal
inches of shotcrete support was generally applied when a 7-foot deep tier had
been reamed to the final diameter. The pilot bore served as a catchment for
the drill cuttings, and was cleaned out periodically with an auger.

The shaft was excavated 122.0 feet from the ground surface elevation of 642.5
to a bottom elevation of 520.5. This placed the shaft 7.5 feet below the
crown elevation of the unexcavated tunnel. The shaft was then backfilled with
sand to elevation 530. This allowed the final concrete liner to be placed
upward from that elevation to an inside diameter of 18.0 feet.

The intersection of the maintenance shaft with the tunnel was excavated to
tunnel springline for approximately 16 feet to each side of the shaft
centerline. The excavation was done by roadheader, backhoe, and pneumatic
spaders in advance of the TBM tunneling, and extended from Station 181+58 to
Station 181+90. It was supported with W8 X 48 steel ribs set on 4-foot
centers, shotcrete as needed, and wooden lagging. The lower half of the
tunnel was supported by the precast concrete liner as the TBM completed the
excavation below springline. Finally, the upper half of the tunnel and the
shaft intersection were formed and cast with 4000 psi reinforced concrete.
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5-08. Vent Shaft Excavations, The vent shafts were excavated and supported

according to the contractor’s approved submittal. Two 6-foot diameter drilled.

vent shafts were specified for San Pedro Creek Tunnel, and were to be lined
with a 4-foot inside diameter precast concrete pipe. However, to connect the
tongue and groove pipe joints with O-ring gaskets would have been somewhat
difficult, as would the inspection in these deep, narrow shafts. Therefore,
the Government approved the contractor’s proposal to install a 4-foot inside
diameter, 3/8-inch thick, steel casing from the ground surface. The general
shaft dimensions were not changed.

In May 1988, Beck Foundation Company augered both vent shafts using a
Northwest 5045 crane-type rotary drill rig. The first vent shaft was located
just north of Durango Street at tunnel Station 158+14.13, and was drilled to
the 121,0-foot depth. The shaft was then backfilled with drill cuttings to
the 117.7-foot depth, to which depth the permanent steel casing was seated.
The second vent shaft was located near the intersection of Camaron and Salinas
Streets at tunnel Station 185+73.90, and was drilled to the 117.0-foot depth
This shaft was also backfilled with drill cuttings to provide a seat for the
permanent steel casing at the 114.0-foot depth.

The general construction procedure for each shaft was to auger an oversized
bore through the alluvial overburden and set a temporary surface casing into
the impermeable clay shale. The remainder of the shaft was then augered to a
minimal 6-foot diameter, and backfilled with drill cuttings to the permanent
casing depth, about 5 inches above the projected tunnel bore. The 4.0-foot
inside diameter steel casing was installed with the 1.0-foot wide annular
space backfilled with 3000 psi concrete. The temporary casing was removed as
the concrete backfill approached the ground surface.

No further excavation was required for the intersection of the vent shaft and
the tunnel, other than minor spading for a concrete ring beam at the junction.
The TBM excavated through the bottom of the shafts removing the backfill
cuttings through the mucking system. As the precast segmental liner wes
erected through the shaft area, the crown key segments were omitted and
replaced by W6 X 20 steel sets and wood lagging. At the Durango Street shaft
five key segments were omitted between Stations 158+10 and 158+30. However,
at the Salinas Street shaft only one key segment at Station 185+74 was
omitted. The intersections were later formed and cast with 4000 psi
reinforced concrete.

5-09. drau nstrumentatio aft_Excavations. The two hydraulic
instrumentation shafts for San Pedro Creek Tunnel were constructed according
to the contractor's apprcved submittal. The submittal provided for a 12-inch
inside diameter, Schedule 40 steel cased shaft as specified.

However, there were a few changes proposed in the prccedures. One change was
to drill a 24-inch diameter boring rather than the specified 16-inch boring.
Also, since the upstrear shaft was actually located within San Pedro Creek, a
54-inch diameter surface casing was used as a work caisson through the water,
and a 24-inch diameter corrugated metal pipe, C.M.P., was installed as a
permanent stick-up above the creek surface.
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Both of these shafts were drilled in April 1988 by Beck Foundation Company
using a Northwest 5045 crane-type rotary drill rig. One shaft was located
near the outlet shaft at tunnel Station 143+00. It was drilled to the
119.2-foot depth, and was backfilled with 2 feet of drill cuttings to provide
the permanent casing seating at the 117.2-foot depth. The other shaft was
located in the creek channel near the inlet shaft at Station 199+81. 1Its
drilled depth was 107.0 feet with permanent casing set 2 feet higher on
backfilled drill cuttings.

The general construction procedure was first to drill an oversized hole
through the overburden and set temporary casing into the impervious clay
shale. The remainder of the shaft was then augured at a 24-inch diameter to
the total depth. The lower 2 feet of the hole was backfilled with drill
cuttings to provide a casing seating about 5 inches above the projected tunnel
bore. This was followed by the installation of the 12-inch diameter, Schedule
40 steel, permanent casing. The annular space was backfilled with sand-cement
grout, and the temporary casing was removed as the grout approached the ground
surface.

The upstream shaft, being in the creek channel, had a couple of additional
features. To prevent the stream flow from entering the shaft, a temporary
54-inch diameter steel casing was installed to a depth of 3 feet below the
channel, and was removed when the construction was completed. Also, a
permanent outer casing was installed at the surface to provide a stick-up of
about 2 feet above the water level. When the cement backfill had been poured
around the 12-inch diameter permanent casing up to the stream channel, a
24-inch diameter, 16 gauge C.M.P. was pressed into the cement to form an nuter
casing through the water. The annular space between the C.M.P. and the
Schedule 40 casing was also backfilled with the cement

No further excavation was required for the intersection of the shaft and
tunnel. The TBM cut through the lower portion of the shaft and removed the
backfill cuttings. A 12-inch diameter hole was cut through the precast tunnel
liner to access the bottom of the shaft. A sona-tube form was secured between
the tunnel liner and the shaft casing. The annular space behind the tunnel
liner was then filled with pea gravel, and finally grouted around the
sona-tube.

5-10. Tunnel Excavation, As discussed in preceding paragraphs, the tunnel
was excavated by a modified Robins TBM and supported with a precast concrete
segmental liner. The TBM excavated the 5,843-foot long tunnel to a diameter
of 26 feet 11 inches. The precast liner, consisting of 6 segments per ring,
was insta’led within the TBM tail shield by a circular erector arm located
about 38 reet behind the heading The liner segments were 4 feet wide and 1
foot thick giving the tunnel an inside diameter of 24 feet 4 inches with an
outside annular space of 3.5 inches The liner was primarily supported with
pea gravel blown into the annular space and later grouted with 1:1 cement
grout (water-cement ratio by volume) about 500 feet or more behind the
heading The specified lines and grades of the excavation were controlled by
laser beam instrumentation,
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Although the tunnel excavation encountered no major problems, the rate of
advance averaged only half of the anticipated 60 feet per day. The work
schedule consisted of two 10-hour shifts per day which usually included
Saturdays. The largest advance in a day was 106 feet on July 9, 1989, but the
average was 30 feet. The average rate was lowered considerably by the 107
workdays required to complete the first 700 feet of tunnel. This slow start
was attributed to an initial learning curve for the workers, mechanical
problems, the Christmas holiday season, and the typical difficulties of
starting tunnel construction on a curve section; the first 600 feet of the
tunnel were in a curve. After the first 700 feet, the tunneling progress
improved with only occasional delays. These minor delays were generally only
a few days in duration, and often due to the contractor's difficulty in
keeping the pea gravel and grouting operations in pace with the excavation
rate.

This lag in the pea gravel and grout backpacking became a major concern to the
Government, since it was the contractor’s proposed primary means of providing
positive structural support for the precast segmental liner It was essential
for safety and the operational longevity of the tunnel to provide a stable
circular liner and to secure that liner with a solid, uniformly grouted
contact with the surrounding rock. The circularity of the liner had to be
preserved to prevent differential pressures developing around the tunnel. The
annuiar void behind the liner had to be completely filled to prevent
deterioration of the surrounding clay shale and to create a uniformly
structural contact. Therefore, a timely and thorough placement of pea gravel
and grout were crucial not only as initial liner support, but also as final
liner stabilization. When the contractor became lax in properly executing
these essential operations, the Government was obliged to stop the tunnel
excavation until the liner erection procedure was brought into full compliance
«with the approved plan. When pea gravel support was lacking behind the iiner
and/or when grouting lagged too far behind the excavation, the Government
directed the contractor to cease tunnel excavation until these operations were
caught up. These cease work orders were issued five times on the following
dates: March 2, March 23, April 7, June 16 and June 19, 1989.

The tunnel excavation began on November 7, 1988 with a scheduled completion
date of March 7, 1989. The TBM holed-through into the iniet shaft at 06:05
p.m. on July 13, 1989. This was Thursday evening; the contractor worked a
partial crew the next day, but no one worked on Saturday or Sunday.

Therefore, completion was four days later on Monday, July 17 when the TBM had
passed to the back of the shaft (excavating the lower 3.6 feet) and all of the
tunnel liner had been set.

See Appendix B for tunneling progress charts.
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PART VI

CHARACTER OF FOUNDATION OR TUNNELING MEDIUM

6-01. General. As anticipated, the Taylor Formation proved to be a
relatively stable tunneling medium. It was the only rock formation
encountered, and it’s generally massive character persisted throughout the
excavations. The rock was soft enough to readily excavate without blasting,
and yet firm enough to stand well in vertical cuts. Minor crown fallout or
block settlement occurred in the softer strata due to excessive exposure
before the rock was fully supported; however, these were indeed minor and of
little construction consequence. Some inevitable stress relief fracturing
occurred, but joints and fractures were generally sparse. In short, the San
Pedro Creek Tunnel and Shafts were constructed in impermeable, massive,
structurally competent, but variably expansive clay based rock.

The following paragraphs summarize the ground conditions encountered in the
tunnel and in each shaft.

6-02. Tunnel Foundation or Medium, The Taylor Formation provided a massive,
competent, stable rock medium throughout the tunnel, however, the material
varied somewhat along the alignment. As the tunnel was excavated upstream
from cutlet to inlet it passed through successively older strata within the
formation. This was due to the .002 upstream grade, a 2 degree southeastward
dip of the bedding, and 32 feet of down-to-the-south faulting at about Station
171+50. These strata were identified from youngest to oldest as M-1 through
M-5, and as previously discussed in Part III, the stratigraphically lower and
older beds increase in carbonate content. The result is that the M-1 and M-2
materials are more clayey and not as strong as the better indurated limy
materiels of the M-3 through M-5 strata. Therefore, the first 2,892 feet of
tunnel, which was on the downthrown side of the fault, encountered
lithologically weaker M-1 and M-2 materials, whereas the 2,951 feet of tunnel
upstream of the fault encountered the stronger M-3 and M-4 materials.

These stratigraphic changes in the clay to calcium carbonate ratio presented a
pronounced material contrast across the fault at Station 171+50, which roughly
divides the tunnel length in half. The M-1 and M-2 strata in the downstream
half is dark gray, unctuous, massive, soft to moderately sott, variably
calcareous, geologically consolidated or slightly indurated clay based rock
which with fissility forms a clay shale or otherwise, where nonfissile, could
be classified a claystone. This is the weaker material of the formation
having an unconfined compressive strength as low as 5 tsf, but normally around
25 tsf. In the upstream half, the M-3 and M-4 strata (also M-5, though it 1is
below the tunnel elevation) is gray to light gray, earthy, massive, moderately
soft to moderately hard with occasional hard lenses, very calcareous or limy,
well indurated clay based rock which can be called a clay shale where fissile
or claystone where nonfissile. Actually, much of this lower portion of the
formation has the high carbonate/clay mixture of an indurated marl and could
be classified as a marlstone, or an argillaceous limestone where the calcium
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carbonate predominates. This is the strongest material of the foraation
having unconfined compressive strengths normally azound 70 tsf.

These material descriptions give the precdominant characteristics of the
strata. However, it should be noted thal stringers of lixy shale occur
occasionally in the upper strata, and occasional clayey shale layers occur in
the lower strata.

The downstream ¥-1 and ¥-2 clayey materials tended to deteriorate when
subjected to extensive unsupported exposure by slow tuaneling progress. Some
crown fallout and block settlement occurred, but nothing large or of long temm
detriment. As tunneling began the TBM moved only 36 fee: In the first 8 days
with the result that fzllout developed to 2 feet above the crown for the first
7 feet along the aligoment. Further, the generally slow progress in much of
the downstream tunnel caused the tummel bore to be unsupported around the TBM
for as much as 5 or 6 days before a cut-section would progress back to the
tail shield where the liner could be installed. The material was thus exposed
for an extended time to desiccation, air-slaking, and the opening of stress
relief fractures. Nevertheiess, no major fallouts developed. Some block
settlement was noted in places on the TBY shield and over the crown of the
liner, but no blocks ever fell around the shield into the invert. Although
there was some concern that block settlement at times was warping or
deflecting the crown of the tail shield downward, the tightness of the shield
against the material! could also be attributed to the undulatory maneuvering of
the 134. In addition, a thin 1/4 to 1/2-inch layer of compressed ravelings
was sometimes noted at the tail shield cut-sut section, which indicated that
muck cuttings and/or slaking material was falling around the TBY

The massive character of the formation was slways obvious in the cut-out
section of the tail shield, and it is doubtful that any exceptionaliy large
blecks ever settled out of the crown. The fact that only 15 of 56 borescope
holes in this section of tunnel had fractures is indicative oi the persistent
massiveness of the formation. Also, all but 2 of the borings with fractures
were above springline which suggests that these few fractures were stress
relief development in the crown through several days of unsupported exposure.
(Borescope observations were conducted in 3-foot deep borings, 7 holes per
station spaced 45 deagrees apart around the tunnel bore, at Staticns 143463,
143471, 143479, 142487, 143+95, 158+39, 153+47, and 158+55 )

A concern derived from fallout behind the liner was in the pea gravel and
grout backpacking operatiorn  Chunks and ravelings of deteriorated material
fallen around the cutside of the liner obstructed the thorough placement of
pea gravel throughout the annular space Voids left by the fallout and cpen
joints required a determined effort to insure that all emply space surrounding
the liner was filled with pea gravel and/or grout However, though some
secondary grouting was required, final test borings through the liner to 5
feet within the rock indicated that there was guod grout penetration and
complete rock consolidation about the liner This was imperative to maintain
the longterm integrity of the surrounding ground, and to prevent differential
pressures from developing against the tunnel liner
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Both the material strength and the tumneling rate improved in the upstream
half of the tunnel. The berter indurated limy -3 and -4 materials vere more.
resistant to detericration, and the unsupported exposure time decreased froz
several days to a day or less as the tunneling operation improved. As a
result, there was no fallout or block settlement upstream from the fault at
Station 171+450.

6-03. Outlet Shaft Foundation, The outlet shaft was excavated through 27
feet of alluvial overburden, 13 feet of weathered Taylor Formation, and 111
feet of unweathered Taylor Formation. The alluvial overburden included, from
the ground surface downward, 4 feet of clay fill, 3 feet of clay, 2 feet of
silt, 10 feet of gravelly clay, 2.5 feet of sand, and 5.5 feet of gravel.
Ground water at 200 gpm occurred between the top of the sand layer at the
19-foot depth and the weathered clay shale at the 27-foot depth. The
weathered clay shale of the Taylor was tan with gray mcttling, soft, generally
wmassive with occasional fractures. The unweathered Taylor was gray to dark
gray clay shale, predominantly soft to moderately hard in places, massive,
variably calcareous, and occasionally jointed or fractured.

Though the Taylor at the outlet shaft was the younger and cofter portion of
the formation, it was a sound, firm foundation rock. The top of the M-1
stratigraphic marker bed was at about elevation 524; this was at the 115-foot
depth or about 10 feet below the crown of the shaft-to-tunnel transition.
Nevertheless, all of the rock formation throughout the shaft was the uppermost
Taylor, and essentiaily the same characteristic material. This was the more
clayey and less limy material of the downstream tunnel alignment, which
excavated easily while standing very well in vertical cuts. There were a
couple of fallout slabs from the crown of the horizontal transition section;
the dimensions of one was 6 feet by 4 feet by 2 feet and the other was 6 feet
by 3 feet by 1/2 foot. These fallouts were derived from stress relief
partings along bedding planes due to a delay in shotcrete applications.
Normally, excavation surfaces were smooth showing little disturbance to the in
situ character of the material.

The formation was typically massive with only occasional fractures or joints.
A few Irregular discontinuous fractures were noted in the weathered clay shale
in the northern half of the shaft. One nearly horizontal, relatively tight
joint striking east and dipping 1 degree north was mapped at elevation 578,
the 61-foot depth. Several nearly horizontal bedding plane partings were
noted around the 100-foot depth, between elevations 539 and 535. Another
essentially horizontzl joint opened at the top of a l-inch thick, white
bentonite seam at the 107.5-foot depth, elevation 531.5. Several fractures
developed in the lower 12 feet of the transition with apparent dips to the
northeast and southwest at 1 to 10 degrees.

6-04. Inlet Shaft Foundation, Being on the upthrown side of the tunnel
fault, the inlet shaft extended through four of the stratigraphic units
identified within the Taylor Formation. The excavation began in the M-1
material at elevaticn 623, and the M-2 bed was 16 feet lower at elevation 607
The M-3 and -4 beds began at elevations 583 and 514 ,re<pectively, the 40-and
109-footr depths. 1t is noteworthy that a moderately hard to hard limy shale
layer was located at the top of each of these stratigraphic units, these are

35




the marker beds which are distinguishable on electric logs. Throughout the
shaft the material was true to the character of each stratigraphic unit,
progressing downward from soft clayey rock in the upper strata to harder,
limy, well indurated rock at depth.

The entire inlet shaft is constructed within unweathered Taylor Formation,
since the overlying weathered and alluvial materials were removed previously
during the approach chammel work. The upper 62 feet of the shaft is in mostly
soft strata which excavated smoothly with little disturbance to the in situ
formation. However, the harder rock in the lower 57 feet of the shaft
required percussion excavation by hydraulic ram. Although the excavation was
controlied somewhat by indistinct horizontal bedding, the material tended to
break in conchoidal, angular patterns giving a slightly rough texture to the
excavated surface. Tight, thin, discontinuous, and apparertly shallow
fractures developed along the nearly horizontal bedding planes between
elevations 532 and 525, the 91-to 98-foot depths. The formation stood well
throughout the shaft excavation, and the well indurated rock in the lower
shaft stood extremely well in both vertical and horizontal cuts. The
increased carbonate to clay ratio of these lower strata made the rock harder
and more brittle, but also less susceptible to desiccation, air slaking and
sloughing.

The formation was,persistently massive. There were relatively few fractures,
and no major joints that extended completely through the shaft. A few
1rregular discontinuous fractures were located in the upper 3 feet of the
southern half of the shaft. Some nearly horizontal discontinuous fracturing
was noted at elevation 608, the 15-foot depth. A nearly horizontal, calcite
healed joint was noted at elevation 584, the 39-foot depth, but did not extend
through the N-NE quadrant of the shaft. In the shaft’s S-SW quadrant, between
elevations 539 and 536, there were two discontinuous joints with apparent dips
of 2 degrees and 3 degrees SE. The few other fractures were thin, tight,
short, and probably shallow breakage planes caused by the percussion
excavation.

6-05. Maintepance Shaft Foundation. The maintenance shaft being located at
tunnel Station 181477 is on the upthrown side of the fault at Station 171+50.
Therefore, like the inlet shaft, it extends from the softer, clayey M-1 strata
near the surface into the harder, more limy, and better indurated materials at
depth. The maintenance shaft, however, does not extend beyond the M-3 strata,
since it is structurally dovn-dip from the inlet The top of the M-2 strata
is at elevation 582.5, the 60-foot depth, and the top of the M-3 is at
elevation 562.5, the 80-foot depth. The top of the M-4 strata is correlated
at elevation 501, which would be 19.5 feet below the shaft

The raintenance shaft is constructed through 16.0 feet of overburden and 106
feet of Taylor Formation. From surface elevation 642 5, it extends
progressively downward through 7.3 feet of clay fill, 8.7 feet of clay, 17 8
feet of weathered clay shale, 8 7 feet of partially weathered clay shale, and
79.5 feet of unweathered clay shale Due to the impermeable character of both
the overburden and the primary formation, there is no observable ground water
otner than sparse wetness in the overburden. The upper 44 feet of weathered
and unweathered clay shale is soft, clayey M-1 materral Below the 60-foot
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depth, the M-2 strata becomes interbedded with moderately hard limy layers of
several inches thickness. A 6-foot thick limy bed occurs at the 70-foot
depth. Below the M-3 contact at the 80-foot depth the material is generally
moderately soft to moderately hard, more limy, and well indurated. A
moderately hard, very limy zone extends between the 90 and 95-foot depths.

The Taylor Formation at the maintenance shaft was massive below the 42-foot
depth. The weathered and partially +reathered material of the upper shaft was

ractured with an average spacing of about 5 feet, although it varied from
less than 1 foot to 12 feet. Except for nearly horizontal joints at the 40
and 42-foot depths, the fractures were mostly high angle. Those which
occurred in the largely unweathered material below the 33.8-foot depth were
channels for chemical weathering; weathering had oxidized the shale from gray
to reddish tan in 1 to 2-inch wide bands along the fractures. Since the shaft
was excavated by drilling and reaming, the scraping of the reaming blades
along the shaft walls may have obscured occasional tight fractures or joints
in the lower shaft. However, the formation appeared unfractured below the
42-foot depth, and no sloughing occurred.

6-06. Vent Shaft Foundatjons, The two vent shafts for San Pedro Creek Tunnel
were drilled on each side of the fault at Station 171+50. The vent shaft near
Durango Street is located at Station 158+14 on the downthrown side of the
fault, and in the soft, clayey Upper Taylor Formation. The top of the M-1
strata is at elevation 529.3, the 110-foot depth or 11 feet above the bottom
of the shaft. The vent shaft near Salinas Street is located at Station 185+74
on the upthrown side of the fault, and extends from the softer, clayey M-1
strata into the harder limy M-3 materials. The top of the M-2 strata is at
elevation 601, the 42-foot depth, and the top of the M-3 is at elevation 578,
the 65-foot depth. The top of the M-4 strata is correlated at elevation 510,
the 133-foot depth or 16 feet below the bottom of the shaft.

The Durango Street vent shaft at Station 158+14 extends through 23.0 feet of
overburden, 16.8 feet of weathered Taylor Formation, and 81.2 feet of
unweathered Taylor Formation. Progressively downward, the overburden includes
1.5 feet of sand fill, 10.5 feet of gravelly clay, and 11.0 feet of clayey
gravel. Free water vas encountered between the 16.0 and 23.0-foot depths when
the shaft was drilled in May 1988. The weathered Taylor consists of soft,
fractured clay shale. The unweathered Taylor is soft, massive, variably
calcareous clay shale. The formation stood well with no sloughing during the
shaft sinking.

The Salinas Street vent shaft at Station 185+74 extends through 13.58 feet of
overburdet., 17.42 feet of weathered Taylor Formation, and 86.0 feet of
unweathered Taylor Formation. The overburden consists of 2 5 feet of gravelly
clay fill overlying 11.08 feet of clay. During the chaft sinking in May 1988,
only a small amount of ground water flowed along a joint at the 13.0-foot
depth and along the formation contact at the 13 58-foot depth. The weathered
Taylor is soft, fractured clay shale at this shaft also. The unweathered
Taylor begins in the soft, clayey M-1 strata, but is increasingly moderately
soft and more calcareous in the M-2 below the 42-foot depth. Below the
65-foot depth, the M-3 strata is moderately soft to moderately hard with
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highly calcareous or limy layers. The formation was massive and stood well;
no sloughing occurred during construction.

6-07. Hydraulic Instrugentation Shaft Foundations, Like the vent shafts, the
two hydraulic instrumentation shafts were drilled on each side of the fault at
Station 171+50. One of the shafts is located near the outlet at Station
143+00. It is on the downthrown side of the fault, and is in the soft, clayey
Upper Taylor Formation. The top of the M-1 strata is at elevation 522, the
116-foot depth, or 3.2 feet above the bottom of the shaft. The other shaft is
at Station 199481 near the inlet, and is on the upthrown side of the fault.

It begins in the soft, clayey M-1 strata, and extends well into the harder,
limy M-3 strata. The top of the M-2 strata is at elevation 605, the 30.8-foot
depth, and the top of the M-3 is at elevation 580.8, the 55.0-foot depth. The
M-4 is correlated at elevation 512, the 123.8-foot depth, or 16.8 feet below
the bottom of this shaft.

The hydraulic instrumentation shaft near the outlet extends through 27.0 feet
of overburden, 12.6 feet of weathered Taylor Formation, and 79.6 feet of
unweathered Taylor Formation. From the ground surface downward, the
overburden consists of 2 feet of clay fill, 1C¢ feet of clay, 8 feet of
gravelly clay, and 7 feet of clayey gravel. The lower 7 feet of clayey gravel
contained free water during construction in April 1988. The weathered Taylor
Formation is soft, fractured clay shale. The unweathered Taylor is soft,
massive, variably calcareous clay shale, but has occasional thin, moderately
soft to moderately hard, highly calcareous layers. The formation stood well
without sloughing during construction.

The hydraulic instrumentation shaft near the inlet extends through 0.3 feet of
concrete channel liner in San Pedro Creek, 11 feet of weathered Taylor
Formation, and 95.2 feet of unweathered Taylor Formation. There is no
alluvial overburden at this site since chan-el improvements to the creek have
placed concrete liner directly on weathered clay shale of the Taylor
Formation. The weathered clay shale is soft and somewhat blocky, but with
little indication of fracturing. During the drilling in April 1988, a trace
of free water was observed at the 5-foot depth; this could have been seepage
around the 3-foot deep surface caisson or ground water flow along a formation
fracture. The unweathered Taylor Formation is soft, clayey M-1 and M-2 strata
in the upper 55.0 feet of the shaft. Moderately soft to moderately hard, limy
zones increase with depth through the underlying M-3 strata The formation
was massive and stable with no sloughing during construction.
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PART VII

FOUNDATION TREATMENT

7-01. Geperal. There was no major foundation treatment required for the
tunnel or shafts. However, two of the support procedures may also be
considered methods of foundation treatment. These two operations were the
rock anchor installations in the shafts and the grouting of the tunnel liner.
Although both the rock anchors and the grouting were required as part of the
excavation support, they may also be considered foundation treatment in that
they enhanced the in situ stability of the rock formation. These operations
have been described as support procedures in Part V, but will be further
discussed in this section.

7-02. PRock Anchors, There were three general types of rock anchors used on
the San Pedro Creek project. Type I and Type II rock anchors were used in the
outlet shaft. Type I and Type III rock anchors were used in the inlet shaft.
The type differences consisted of variations in length and corresponding
bonding capacities. The rock anchors were normally stressed to design loads
and then locked off at 80¢ of that load, which varied with the length of the
rock anchor. Type I rock anchors were 18 feet long, had a design load of 90
kips, and a lock-aff load of 72 kips. Type II rock anchors were 21 feet long,
had a design load of 110 kips, and a lock-off load of 88 kips. Type III rock
anchors were 15 feet long, had a design load of 100 kips, and a lock-off load
of 80 kips. The Type III anchors were used exclusively in the better
indurated rock at the inlet shaft, and thus had a higher bonding capacity for
the shorter length of anchor.

All three types of rock anchors were similar in materials and construction.
They were all 1.25-inch diameter, No. 10 Dywidag threadbars, and were cement
grouted into 5-inch diameter holes. The anchor grout was a non-corrosive
expansive admixture with a minimum 28 day compressive strength of 3000 psi
The recommended pumping pressure for the grout was 30 psi. PVC spacers were
used at equal distances along thke boring to keep the anchor in the center of
the hole. A 2-inch thick, 5-inch diameter styrofoam donut was placed around
the anchors at the 1.0 to 1.5-foot depth to act as a grout barrier; the
styrofoam was also supposed to provide a compressible cushion which would
allow the anchor bar to move if the bonding capacity was exceeded during the
stress loading. The outer foot or so of hole beyond the styrofoam donut was
backfilled with dry-pack cement around a PVC bond breaker covering the anchor
bar An 8 to 10 inch square, 1.5-inch thick Dywidag bearing plate was
installed against the shotcreted shaft surface at the outer end ot the anchor
bar.

The design of these rock anchors provided a support effect similar in
principal to "soil nails" rather than typical rock bolts Soil nails are
normally relatively short steel bars of a fully bonded length installed as
reinforcing inclusions to the in situ ground. Usually closely spaced, they
produce a zone of reinforced ground which performs in a manner similar to a
retaining wall. Soil nails are not stressed although it is common to apply a
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small seating load. Unlike soil nails, rock bolts are stressed after
installation with the load transferred along a distal, fixed anchorage length;
this distal anchorage binds the unbonded outer rock to the more stable ground
mass at depth. The rock anchors in the outlet and inlet shafts were stressed
like rock bolts, and yet, like soil nails, they were bonded for nearly their
entire length. Only the outer 1.0 to 1.5 feet of bar lergth was unbonded.
Considering the thickness of shotcrete on the shaft wall, this left only the *
outer few inches to 1.0 foot of rock unbonded, and the stressing load was
distributed along the rest of the bar. Therefore, the rock anchors acted as
stress loaded soil nails rather than bolts anchored at depth. !

Although this type of rock anchor appeared to work satisfactorily in the '
massive rock of the San Pedro Creek shafts, there is some doubt that the
anchors could actually sustain their submitted design load. Load tests on
instrumentation rock bolts in the soft clayey rock at San Pedro Creek Qutlet
Shaft had difficulty in achieving a required 20 kips test load. It was
therefore questionable that 90 to 110 kips were achieved on support rock
anchors at this same shaft.

The contractor’s method of stressing the support rock anchors was somewhat
dubious. The method of stressing placed the jacking frame against the bearing
plate which covered the grouted anchor hole and rested on the shotcreted shaft
wall, When a load was applied to the jacking frame, the bearing plate
restrained the grout column from moving. Thus, the bond between the grout and
rock could not break if its normal load capacity was exceeded. 1f failure
occurred it would have been at the relatively strong bond between the anchor
bar and the grout column. It was intended that the 2-inch thick styrofoam
donut would collapse enough to allow failure of the grout-to-rock bond
However, this was rather speculative since the strength of the styrofoam under

complete confinement was unknown.

In any case, these rock anchor "nails" apparently provided an effective
reinforcement in the massive rock at the San Pedro Creek shafts, and no
support problems developed. However, in jointed, more thinly stratified,
blocky ground as at the San Antonio River Outlet Shaft these anchor nails
would be less effective than the longer typical rock bolts having a distal
anchorage at depth. This is more relative to the forthcoming foundation
report on the San Antonio River Tunnel. Nevertheless, it is significant to
mention that random failure and creep tests performed on Type I rock anchors
at that outlet revealed load capacities of only 16 to 38 kips in similar soft,
clayey rock. As a result, the anchor loading procedure was eventually changed
to use a jacking frame large enough to straddle the bearing plate. This left
the grout column free to move if the anchor failed.

Although three general types of rock anchors were used for the most part 1in
the San Pedro Creek shafts, there was actually a fourth type This fourth
type of anchor was used in only two places at the inlet shaft, and was not a
major design requirement There were 24 of these resin grouted, 8-foot long,
3/4-inch diameter anchors installed at elevacions 617 and 612 in the upper 21
feet of the shaft. These small anchors were only a precautionary measure
auded to the support design, which required only 3 inches of shotcrete for the
upper shaft
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7-03. Tumnel Liner Grouting, Grouting of the annular space between the
tunnel liner and the surrounding rock was primarily to establish a solid
contact between the liner and the rock, but it also consolidated the
surrounding rock by filling open fractures, joints, and occasional elongated
voids left by minor block settlements in the crown. Grouting behind tunnel
liners is usually called backpack grouting, and is largely for support. The
grouting of fissures and voids in the loosened rock surrounding tunnels is
referred to as consolidation grouting, and is predominantly a stabilization
treatment. Consolidation grouting often requires the drilling of grout holes
to the depth of formation disturbance to provide a full distribution of the
grout. However, the zone of disturbance in the massive material surrounding
the San Pedro Creek Tumnel was only several feet thick. Therefore, backpack
grouting and consolidation grouting were effectively accomplished in the same
operation as the grout pumped behind the liner also penetrated well into the
relatively shallow fractures.

The grouting procedure proved to be reasonably thorough although it was done
in a patchwork fashion. The procedure was to grout in horizontal strips at
various locations with a general upward progression from the invert holes.
Two 2-inch diameter grout holes were constructed in each liner segment which
allowed the upper holes to provide venting and observation ports. Injection
holes were moved vertically and horizontally beyond holes which were plugged
due to previous grout flows. Adjoining grout sections would overlap previous
grouting, or upstream grouting sections wouid merge with advancing downstream
sections. Grouting at the crown required sustained pumping at gravity flow
until pressure could be obtained or a secondary grouting which could maintain
pressure. This method eventually produced a forward slope of grout from a
downstream injection point in the crown to an upstream edge in the invert,
covering approximately 200 feet of alignment. The grout was a 1:1 cement to
water ratio by volume, and was pumped at a maximum pressure of 28 psi.

Quantitative data on the pea gravel and grout placement shows that the primary
backfilling extended well around the liner into the crown annular space (See
Appendix C). The volume of the 3.5-inch wide annular space was calculated to
be 98 cubic feet per 4-foot liner ring; however, it should te noted that part
of this void was no doubt filled with rock cuttings or rubble in places. A
pea gravel density of 95 pounds per cubic foot was used to compute the amount
of pea gravel backfilled behind the rings, which averaged 46 cubic feet per
ring. The average placement of grout per ring was estimated at 55 cubic feet.
The pea gravel wvolume included approximately 40% voids which would consume
part of the grout placement. Therefore, of the 98 cubic feet of annulus
behind each ring, 46 cubic feet was filled with pea gravel and 37 cubic feet
was fille¢ with grout. This gave an average of 83 cubic feet of backfilled
pea gravel and grout which was 85% of the annular space. Since much of the
invert liner was placed directly on the excavated surface, most of the void
was in the crown rather than arranged concentrically into a 3.5-inch wide
annular space. Thus, the 85% backfill would extend well into the crown area
after the primary pass of grouting.

The 85% backfill estimate may be considered a best case scenario since it is
based on bulk placement quantities and ignores material wastage On the other
hand, this wastage would be partially offset or possibly exceeded in places by

41

— o p



the volume of rock settlement and ravelings. Also the amount of grout
required to fill the pea gravel voids is somewhat speculative and subject to
variables such as the pr of extr. moisture and granular fines. In
any case, the remaining annular space was filled by secondary pressure
grouting conducted in crown borings spaced on 50-foot centers along the tunnel
alignment.

A core sampling investigation by the Govermnment determined that the grouting
operation had effectively accomplished both the backpacking of the tunnel
annular space and the consolidation of the surrounding rock. Three 100-foot
long test sections were established at Stations 148+94 to 149494, 169+98 to
170498, and 189+82 to 190482. Core sampling was conducted through the liner
grout holes at every fifth ring in each test section. Four core samples were
taken at each test ring, one in each quadrant, with a rotational sequence from
ring to ring so that all 12 grout hole positions were sampled in each 100-foot
test section. Core sampling was extended to the depth of solid, undisturbed
rock in each hole, which was generally within 5 feet of the tunnel bore.

Also, to determine the effectiveness of consolidation grouting in a reach of
known rock settlement, core samples were taken every 50 feet in the crovm
between Stations 142487 and 148+55. Eight other borings sampled beneath the
invert liner between Stations 166+22 and 179+482. The findings of all 93 core
borings indicated that grout had penetrated well into all fractures
surrounding the tunnel bore and, except where liner segments rested directly
on the excavated surface, the annular space had been completely filled.

See Appendix C for grouting data.
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PART VIII

CONSTRUGTIION MATERTALS

The earth materials used in the Phase II tunnel construction consisted of pea
gravel and concrete aggregate. These materials were obtained from local San
Antonio suppliers. The pea gravel used as tunnel liner backfill was supplied
by Capitol Aggregates, Inc. at 11551 Nacogdoches. Cast-in-place and backfill
concrete was obtained from Pioneer Concrete of Texas, Inc. at 15080 Tradesmen,
and contained aggregate supplied by Redland Worth Corporation located at 17910
IH-10 West. The concrete for the precast liner segments, manufactured by
Sehulster Corporation at 7386 Grissom Road, was suppliaed by Meader
Construction Company, Inc., whose plant was nearby at 7510 Grissom Road.
Aggregate for the Meader concrete was provided at first by Redland Worth
Corporation, but later by Vulcan Materials Company. The Vulcan Materials
Office was at 800 Isom Road, however the aggregate came from a limestone
quarry on Huebner Road relatively close to the precast plant. Concrete
aggregate analyses were included in the mix design submittals which were
reviewed and approved by the Government.
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PART IX

GEOTECHNICAL INSTRUMENTATION

9-01. General., The contract specifications provided for a geotechnical
instrumentation program to monitor ground behavior at the outlet shaft and at
two designated stations in San Pedro Creek Tunnel. The Contractor, Ohbayashi
Corporation, retained the services of Woodward-Clyde Consultants to implement
the program, and their Final Instrumentation Report is included as Appendix G
of this report. The instrumentation was designed to monitor any ground
movements and/or stress developments around the excavations with the intent to
provide data for safety observations, design verification, and future design
applications. Immediate notification of the Government was required during
construction when ground movements exceeded 0.25 inches, or when stresses
exceeded 5 kips (34.7 psi) in the outlet shaft, or when stresses greater than
5 tsf (69.4 psi) were indicated in the tunnel. These parameters were not
exceeded in the outlet shaft. However, they were exceeded to some extent in
the tunnel, but this was considered the localized effects of the tunneling
operations. A detailed discussion and interpretation of the instrumentation
data can be found in Appendix G. The following paragraphs will describe each
instrument installation.

9-02. Qutlet Shaft Instrumentation, The outlet shaft instrumentation
consisted of 3-position extensometers, rockbolt load cells, and total pressure
load cells designatec for installation at three elevations -- 604 (35-foot
depth), 575 (64-foot depth), and 550 (89-foot depth). However, since bonding
rock anchors would be difficult in the clay-like weathered shale at elevation
604, the rockbolt load cells planned for that elevation were installed in
unweathered clay shale at elevation 596. Also, to accommodate concrete pours
for the permanent shaft liner, the total pressure load cells planned for
installation in pairs at elevations 604, 575, and 550 were actually all
installed at elevation 564.

Four, 26-foot long, multiple position borehole extensometers (MPBX) were
installed horizontally and 90 degrees apart at each of the three designated
elevations -- 604, 575, and 550. These were 3-position MPBXs having three
measurement rods anchored successively at depths of 3 feet, 11 feet, and 26
feet. The rods were cement grouted into a 27-foot deep, 3-inch diameter
borehole. The outer ends of the rods were encased in an electrical sensor
head installed in a l-foot diameter by 2-foot long blockout in the shaft wall.
These instruments were designed to measure any horizontal movements in the
surrounding ground.

Four, l-inch diameter, 39.5-foot long rockbolts with load cells (RBLC) were
installed horizontally and 90 degrees apart at each of three elevations --
596, 575, 550. These installations were offset 45 degrees from the MPBX
locations. The back 19 feet of the rockbolt was anchored with a two-component
resin grout in a 1 5/8-inch diameter hole. The outer 20 feet of the bolt was
unbonded in a 3-inch diameter section of the boring, this part of the bolt was
wrapped with two layers of bituminous tape and covered for 18 fee: with 2-inch
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diameter PVC pipe. The outer 6 inches of the bolt extended through a l-inch
thick steel bearing plate into a 1-foot diameter blockout cut into the outer
foot of the shaft wall. This outer end of the bolt was mounted with a load
cell which was wired for electronic readings and secured with an outer seating
nut. Ihe purpose of the RBLCs was to detect rock loads or stresses developing
in the shaft walls.

In addition to the MPBXs and RBLCs installed in the surrounding rock , total
pressure load cells were installed at the outer edge of the permanent concrete
liner. Whereas the other instruments detected movements and loads within the
ground, the total pressure load cells were designed to determine stress
developments on and within the permanent liner. There were 6 total pressure
load cells installed at elevation 564 (75-foot depth) on 60 degree spacings.

9-03. Tunnel Instrumeptatjon, The tunnel instrumentation was designated for
installation at Station 143+75 and Station 158+47. The instrumentation
specified for each station consisted of a 6-position MPBX, one RBLC, three
total pressure load cells, three reinforced concrete strain meters, and eight
tape extensometer eye bolts In addition, 18 survey reference/displacement
markers were installed on the ground surface between Stations 143+00 and
145+00. Also included with the instrumentation program were 56, 8 foot deep
borescope observation holes drilled adjacent to the instrument stations.

]
A 6-position MPBX was installed in a surface boring above the tunnel at each
of the two instrument stations. These MPBXs had six measurement rods cement
grouted into 3-inch diameter borings which extended to within three feet of
the tunnel crown. The rods were anchored at depths of 60, 80, 89, 99, 107,
and 111 feet in a 113-foot deep boring at Station 143475, and at depths of 64,
84, 94, 104, 111, and 116 feet in a 117-foot deep boring at Station 158+47.
The upper ends of the rods were encased in an electrical sensor head installed
in a 10-inch diameter by 3.0-foot deep manhole. The purpose of these MPBXs
were to measure any vertical movements over the tunnel excavation.

A l-inch diameter, 39.5-foot long rockbolt with load cell was specified for
both tunnel instrumentation stations. These RBLCs were constructed in the
same manner as those described for the outlet shaft except for a few changes
at the Station 158+47 installation. This RBLC was 45 feet long, and had a
5-inch diameter boring with 25 feet of cement grout anchorage. Both RBLCs
were installed through the tunnel liner at about 15 degrees west of the crown
center line. Like those in the outlet shaft, these instruments were intended
to detect rock lcads or stresses developing in the tunnel wall.

Three total pressure load cells and three reinforced concrete strain meters
wvere installed at each instrumentation station. These instruments were
installed on a 120 degree spacing around the tunnel liner with a 2-foot offset
from the center line. At each location a total pressure load cell was
installed in a blockeut at the back of the liner with a reinforced concrete
strain meter embedded within the liner concrete at the same position. The
purpose of these instruments was to detect load distributions and stress
developments on and within the liner.
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Tape extensometer eye bolts were installed at both instrumentation stations
for liner convergence measurements between opposing reference points. There
were 8 reference points at each station spaced from (he center line at 45
degree intervals. At Station 143475 an eye bolt was installed at each of the
8 reference points; however, only 6 eye bolts were installed at Station
158+47, since the fan line and muck hauling tracks blocked the crown and
invert points respectively.

Although no measurable surface movements were anticipated or actually
occurred, survey reference points were established on the ground surface above
the tunnel to document that such expectations were valid. There were 18
survey reference points established between tunnel Stations 143400 and Station
145400, The top of the hydraulic instrumentation shaft at Station 143+00 and
the top of the MPBX at Station 143+75 were established as two of the points.
Monument snikes having 3/8-inch square shanks were used for 6 of the points
which were located on an asphalt paved driveway. The remaining 10 survey
points were in unpaved areas and consisted of a 3/4-inch bar, 4 feet long,
driven to flush with the ground surface.

Borescope observations were made in seven 8-foot deep by 3-inch diameter
borings cored at each of eight stations along the tumnel alignment. The first
set of 35 borings were drilled at Stations 143+63, 143471, 143479, 143+87, and
143495, The second set of 21 borings were drilled at Station 158+39, 158+47,
and 158+55. The borings were cored by a Watson drilling rig mounted on the
liner erector arm at the back of the tail shield. The erector arm rotated the
drill to each of the seven circumferential locations which were on 45 degree
spacings with the centerline invert position omitted. The borings were
drilled through holes cut in the tail shield and in the cut away shield
section below springline. The tunnel face was about 37 feet upstream from the
borescope holes during the investigations. Both sets of borings were viewed
by Woodward-Clyde and Government representatives with a borescope, and
phocographs were taken of fractures with a 35 mm camera attached to the
borescope. The second set of borings near instrument Station 158+47 was
viewed by the Government with a down-hole video camera.

The first set of 35 borings between Station 143463 and 143495 wexe drilled and
investigated between December 23, 1988 and January 5, 1989. Fractures were
found in 10 of the 35 borings. The fractures ranged in width from 0.02 inches
to 1.6 inches and were mostly along the nearly horizontal bedding planes. All
fractures but one were above springline.

The second set of 21 borings between Stations 158+43 and 158+59 were drilled
and investigated from March 20 through March 22, 1989 Fractures were
observed in 5 of the 21 borings. The fractures ranged in thickness from 0 025
to 1.5 inches, and were mostly along the nearly horizontal bedding planes.
Fractures were observed in all three crown borings, in one springline boring,
and in only one boring below springline.

See Woodward-Clyde'’'s illustrations, data plots, and detailed evaluation of
this instrumentation program in Appendix G.
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PART X

FOURDATION PROBLENM ARFAS

R —— |

The Taylor Formation proved to be a competent tunneling mediwe, and should
cause no future problems. The clay shale was soft enough to excavate easily,
and yet, stood well throughout most of the excavations. There were some minor
crown fallouts or block settlements in the Gownstream half of the alignment,
particularly in the first 700 feet from the outlet where the tummeling rate
was slow. However, the surrounding rock and annular pea gravel have been well
consolicated by grouting. This gives a solid, uniform radial contact between
the ground and the tunnel liner to insure that no differential pressures
develop. The tunnel liner has been designed for potentially high radial swell
pressures, and no probleams are anticipated.

Due to the expansive nature of the clay shale in places, an effort was made to
keep the excavated surfaces dry to prevent moisture induced swelling.
However, it was inevitable that some of the rock would be exposed to water
from grout bleed-off or unforeseen spillage. There were two particular places
along the alignzent where the formation was notably wetted, Station 166+22 to
179482 and in the vicinity of Station 178+49.

i
The section of tunnel rock between Stations 166+22 and 179+82 was not
subjected to a large quantity of water, but remained damp or wet through most
of the construction period. The night shift crew during excavation reported
that the TBY seemed to hit scmething hard in this area, and it was speculated
that the cutterhead may have clipped an artesian water well that barely
intersected the tunnel bore. However, no sign of a well was observed in the
tail shield cut-away section below springline. It is rather plausible that
the wetness observed in this area was bleed-off water from the grouting
operation. Seepage never flowed at any appreciable rate, but wetness would
ooze from small water accumulations in the liner grout holes. This slow
seepage could well have been grout bleed-off water trapped behind the liner in
a pea gravel pocket between grouting zones. The area was grouted twice to
insure that all formation fractures were sealed; there was no grout take in
the second attempt which indicated that the rock and liner annular space were
tight. Although this reach of tunnel rock was wetted for an extended time,
the ultimate development of swelling pressure will depend on the expansive
clay content at this particular location and the amount of swell dissipation
into availeble openings. In any case, the tunnel liner is designed to support
the anticipated swell pressures.

another section where the tunnel rock was subjected to notable wetting was a
reach extending approximately 200 feet to each side of Station 178+49. An

abandoned artesian water well was severed by the TBY at Station 178+49  The
ground was exposed to well leakage unt.. the liner arnular space was grouted
past the site after the TBM had proceeded 200 feet beyond it This delay was
necessary to allow the TBM trailing gear to pass. The partially sealed well
leaked only about 2 gallons per minute, but proved quite difficult for the

contractor to plug (see Section 3-02, e ). When the liner annular space was
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grouted, a hole was left in the liner for a well outler. Therefore, the well
continued to leak inside the tumnel liner for about 5 months, and scze seepage
no doubt migrated along rock fractures behind the liner. The well was
eventually plugged and the surrounding ground grouted, but the rock formation
in this area had been subjected to considerable wetting. Nevertheless, little
or no swelling is expected in this section because it is in the lower more
calcareous portion of the formation; this usually means a correspondingly
lower clay fraction with less significant amounts of expansive clay minerals.
Also, as stated above, the tumnel liner is designed to support anticipated
swell pressures.

There were no serious problems with the geologic conditions enccuntered by the
tunnel and shaft excavations. The notable occurrences mentioned above are
documented herein only as information which may have some unforeseen
significance at a2 later date. No future foundation problems are anticipated.
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PART XI

RECORD OF FOURDATION INSPECTIONS
ARD GEOLOGIC DOCUMENTATION

Rock exposures in all shaft excavations were inspected, mapped or logged, and
photographed by a geologist. The excavated tunnel bore was observed
periodically by the geologist at the tail shield cut-away section below
springline. However, mo attempt was made to map the tunnel rock due to
incomplete exposure, congested working area, and the generally massive,
largzly featureless character of the rock in this area.
generally soft to moderately hard, massive rock that excavated smoothly and
presented few difficulties. The following is a list of mapping and logging

dates during the excavation of each shaft:

The formation was

Depth Interval
Feature Date Mapped or Logged Geologist

Hydraulic Inst. 25 APR 88 Logged to 119.2 R. Burns

Shaft SP-1

Hydraulic Inst. 28 AFR 88 Logged to 107.0 R. Burns

Shaft SP-5

Vent Shaft 2-4 MAY 88 Logged to 117 0 R. Crutchfield

SP-4

Vent Shaft 11-13 MAY 88 Logged to 121.0 R. Crutchfield

SP-2

Maintenance 9 MAY-11 AUG 88 Logged to 122.0 Burns-Crutchfield

Shaft SP-3

Outlet Shaft 29 JAN 88 0.0 to 12.0 R. Crutchfield

(Mapped) 9 FEB 88 12.0 to 16.0 R. Crutchfield
12 FEB 88 16.0 to 20.0 R. Crutchfield
16 FEB 88 20.0 to 24.0 R. Crutchfield
19 FEB 88 24.0 to 28.0 Burns-Crutchfield
23 FEB 88 28.0 to 32.0 Burns-Crutchfield
29 FEB 88 320 to 37.0 Burns-Crutchfield
2 MAR 88 370 to 41.0 Burns-Crutchfield
16 MAR 88 41.0 to 45.0 Burns-Crutchfield
25 MAR 88 45.0 to 50.0 Burns-Crutchfield
29 MAR 88 500 to 55.0 Burns-Crutchfield
1 APR 88 55.0 to 6V.0 Burns-Crutchfield
S5 APR 88 60.0 to 630 Burns-Crutchfield
8 APR 88 63.0 to 670 Burns-Crutchfield
13 APR 88 67.0 to 725 Burns-Crutchfield
15 APR 88 72,5 to 770 Burns-Crutchfield
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Depth Interval

Feature Date Mapped or Logged Ceologist
Outlet Shaft 20 APR 88 77.0 to 82.0 Burns-Crutchfield
(mapped) cont. 22 APR 88 82.0 to 85.0 Burns-Crutchfield
S5 MAY 88 85.0 to 91.0 Burns-Crutchfield
11 MAY 88 91.0 to 95.0 Burns-Crutchfield
17 MAY 88 95.0 to 99.0 R. Crutchfield
26 MAY 88 99.0 to 107.0 R. Burns
6 JUN 88 107.0 to 111.0 Burns-Crutchfield
13 JUN 88 111.0 to 117.0 Burns-Crutchfield
1 JUL 88 117.0 tc 122.0 R. Burnms
8 JUL 88 122.0 to 126.0 R. Crutchfield
23 JUL 88 126.0 to 131.0 R. Crutchfield
29 JUL 88 131.0 to 135.0 R. Crutchfield
4 AUG 88 135.0 to 140.0 R. Crutchfield
8 AUG 88 140.0 to 146.0 R. Crutchfield
Inlet Shaft 11 OCT 88 0.0 to 4.0 R Crutchfield
(mapped) 13 OCT 88 4.0 to 13.0 R. Crutchfield
15 OCT 88 13.0 to 17.0 R. Crutchfield
18 OCT 88 17.0 to 21.0 R. Crutchfield
6 JAN 89 21.0 to 25.0 R Crutchfield
17 JAN 88 25.0 to 30.0 R. Crutchfield
20 JAN 88 30.0 to 34.0 R. Crutchfield
25 JAN 89 34.0 to 40.0 R. Crutchfield
2 FEB 89 40.0 to 45.0 R. Crutchfield
9 FEB 89 45.0 to 53.0 R. Crutchfield
15 FEB 89 53.0 to 62.0 R. Crutchfield
23 FEB 89 62.0 to 67.0 R. Crutchfield
7 MAR 89 67.0 to 71.0 R Crutchfield
23 MAR 89 71.0 to 79.0 R. Crutchfield
31 MAR 89 79.0 to 87.0 R Crutchfield
20 APR 89 87.0 to 92.0 R. Crutchfield
2 MAY 89 92.0 to 96.0 R. Crutchfield
16 MAY 89 96.0 to 100.0 R. Crutchfield
31 MAY 89 100.0 to 103.0 R. Crutchfield
19 JUN 89 103.0 to 115 0 R Crutchfield
TBM Hole-through 13 JUL 89 115.0 to 118.6 R. Crutchfield
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APPENDIX A

Photographs
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View northeast across initial 12-foot deep excavation of

San Pedro Creek Outlet Shaft. Rib and lagging collar in
left background.

29 Jan 88 San Pedro Crk Tunnel Photo No. 1

View northeast into initial excavation for San Pedro Creek
Outlet Shaft.

29 Jan 88 San Pedro Crk Tunnel Photo No. 2

EXHIBIT 1
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View southwest into San Pedro Crk Outlet Shaft to elevation
622, 17-foot depth.

9 Feb 88 San Pedro Crk Tunnel Photo No. 3

View southwest into San Pedro Cck Outlet Shaft to
618. 21-foot depth.
elevation 620.

elevation
Alluvial ground-water inflow began at

12 Feb 88 San Pedro Crk Tunnel Photo No. 4

EXUIBIT 2
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View northeast showing weathered clay shale between
elevations 611 and 607 (32-foot depth) in San Pedro
Crk Outlet Shaft.

23 Feb 88 San Pedro Crk Tunnel Photo No. 5

-
View southeast in San Pedro Crk Outlet Shaft showing the
contact between weathered and unweathered clay shale at
elevation 599, 40-foot depth.

2 Mar 88 San Pedro Crk Tunnel Photo No. 6

EXHIBIT 3

i SRR

&

St e A

e e s




P

-t

“ - eean

CORPS OF ENGINEERS

U. S. ARMY

e - ——

T iy

TR

)

ol

LN
W

{

3-position extensometer, MPBX, installed at elevétion 604,
35-foot depth, in San Pedro Creek Outlet Shaft.

3 Mar 88 San Pedro Crk Tunnel Photo No. 7

Drilling hole for installation of rock bolt load cell. RBLC,
at elevation 596, 43-foot depth in San Pedro Creek Outlet
Shaft.

18 Mar 88 San Pedro Crk Tunnel Photo No. 8

EXHIBIT 4
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3-position extensometer, MPBX, installed at elevation 604,
35-foot depth, in San Pedro Creek Outlet Shaft.

3 Mar 88 San Pedro Crk Tumnnel Photo No. 7

Drilling hole for installation of rock bolt load cell. RBLC,
at elevation 596, 43-foot depth in San Pedro Creek Outlet
Shaft,

18 Mar 88 San Pedro Crk Tunnel Photo No. 8

EXHIBIT 4
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10-Ton pull-out test on rock bolt for load cell at elevation
596, 43-foot depth, in San Pedro Creek Outlet Shaft. Test by
Woodward-Clyde Consultants.
18 Mar 88 San Pedro Crk Tunnel Photo No. 9
)
Close-up view of gauge to measure rock bolt movement in 10-Ton
pull-out test shown above.
( 18 Mar 88 San Pedro Crk Tunnel Photo No. 10
EXHIBIT 5
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Gf;uting alluvial aquifer through ldgging in San Pedro Creek
Outlet Shaft. Bottom of shaft at elevation 598, 41-foot depth.
9 Mar 88 San Pedro Crk Tunnel Photo No. 11

View northeast in San Pedro Creek Outlet Shaft showing soft,
massive, unweathered clay shale between elevation 598 and
{' 594, 41- to 45-foot depths.

L. 16 Mar 88 San Pedro Crk Tunnel Photo No. 12

EXHMIBIT 6
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Man-cage being lowered by crane into San Pedro Creek Outlet
Shaft, bottom of 49-foot depth.

25 Mar 88 San Pedro Crk Tunnel Photo No. 13

Geologist examining soft,; massive, unctuous clay shale 1n
the outlet shaft betwen elevation 594 and 590, 45- to 49-
foot depths.

s

25 Mar 88 San Pedro Crk Tunnel Photo No. 14

EXHIBIT 7
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Concrete delivered for shotcreting in San Pedro Creek Out-
let Shaft.

25 Mar 88 San Pedro Crk Tunnel Photo No. 15

Application of 8 inches of shotcrete over two layers of
wire mesh as primary support at elevation 5%V, 49-foot
depth in outlet shaft.

25 Mar 88 San Pedro Crk Tunnel Photo No. 16

EXHIBIT 8
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View of backhoe being hoisted out of outlet shaft from
elzvation 576, 63-foot depth.

S Apr 88 San Pedro Crk Tunnel Photo No. 18

EXHIBIT 9
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View southwes: into cutlet shaft showing Lackhoe excavation
at elevation 585, 54-foot depth.

29 Mar 88 San Pedro Crk Tunncl Photo Ne. 17

View of backhoe being hoisted out of outlet shaft from
elevation 576, 63-foot dJepth.

5 Apr 88 San Padro Crk Tunnel Photo No. 18 e

EXHIBIT 9 !
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View southeast in outlet shaft showing soft, massive,
unctuous clay shale between elevation 585 and 581, 54- to
58-foot depths.
1 Apr 88 San Pedro Crk Tunnel Photo No. 19
4 .
View northeast along southeast wall of outlet shaft showing
close-up of the clay shale at tbe 54- to 58-foot depth.
1 Apr 88 San Pedro Crk Tunnel Photo No. 20
EXHIBIT 10
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Testing support rock bolts at elevation 557 on east side of
San Pedro Creek Outlet Shaft.

5 Jun 88 San Pedro Crk Tunnel Photo No. 21

B RS
Roadheader beginning excavation of horizontal tranmsition

trom outlet shaft to tunnel at elevation 533 to 522, 106~ to
117-foot depth.

13 Jun 88 San Pedro Crk Tunnel Photo No. 22

EXHIBIT 11
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View upstream of transition crown excavation in outlet shaft,
showing Ribs E to P.

23 Jun 88 San Pedro Cr!’ Tunnel Photo No. 23

Upstream view of crown excavation in outlet shaft transition,
showing Ribs D to P.

23 Jun 88 San Pedro Crk Tunnel Photo No. 24

EXHIBIT 12
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View of west side of crown excavation in outlet shaft
transition, showing Ribs E to J.

23 Jun 88 San Pedro Crk Tunnel Photo No. 25

Cribbing support above Ribs I and J where 6x3&.5/slab of
rock fell from crown.

23 Jun 83 San Pedio Crk Tunnel Photo No. 26

EXHIBIT 13
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View of steel rib and shotcrete supported crown of outlet
shaft transition after vertical shaft excavated another
5 feet to elevation 517.

1 Jul 88 San Pedro Crk Tunnel Photo No. 27

View of backhoe center notch excavation to springline 1in
outlet shaft transition.

11 Jul 88 San Pedro Crk Tunnel Photo No. 28

EXHIBIT 14
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Roadheader in San Pedro Creek Outlet Shaft in preparation

to excavate for setting transition ribs to springline,
elevation 511.6.

12 Jul 88 San Pedro Crk Tunnel Photo No. 29

Roadheader excavation to springline at Rib F on west side
of outlet transition.

; 12 Jul 88 San Pedro Crk Tunnel Photo No. 30

EXHIBIT 15
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View northwest of outlet shaft transition excavated to
springline, elevation 5il.6

12 Jul 88 San Pedro Crk Tunnel Photo No. 31

View of roadheader cut to springline at Rib F on west side

of outlet transition. Note shallow desiccation fractures
. in center photo.

12 Jul 88 San Pedro Crk Tunnel Photo No. 32

EXHIBIT 16
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View northeast of outlet shaft transi_ion excavated to
springline, showing Ribs K to P. Excavation in soft
to moderately soft, massive clay shale.
20 Jul 88 San Pedro Crk Tunnel Photo No. 33
to springline, elevation 511.6.
20 Jul 88 San Pedro Crk Tunnel Photo No. 34
EXHIBIT 17
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View north of outlet shaft transition excavated to invert,
elevation 490. Some fracturing in lower 10 feet of
excavation.

10 Aug 88 San Pedro Crk Tunnel Photo No. 35

View upstream along fully excavated outlet shaft transition,
60 feet in length.

12 Aug 88 San Pedro Crk Tunnel Photo No. 36

EXHIBIT 18
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View southwest of drilling of vent shaft at Station 158+14
near Durango Street.

13 May 88 San Pedro Crk Tunnel Photo No. 37

View northeast of grouting of anchor rods for 6-position
extensometer at Station 158+47 near Durango Street.

19 Jul 88 San Pedro Crk Tunnel Photo No. 38

EXHIBIT 19
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View south of Beck Foundation Company drilling maintenance
shaft through upper ring of concrete soldier piers.

14 Jul 88 San Pedro Crk Tunnel Photo No. 39

Drilling of maintenance shaft with 6-foot diameter pilot bore
and reaming blades to full drameter of 22 feet, & inches.

14 Jul 88 San Pedro Crk tinnel Photo No. 40

EXHIBIT 20
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Modified Robbins Model 243-217 tunnel boring machine, TBM,
at Boretec, Inc. work yard, 5797 Dietrich Road, San Antonio,
TX.

27 Sep 88 San Pedro Crk Tunnel Photo No. 41

TBM as modified by Boretec from hard rock machine to soft
rock machine (26' 11" dia).

27 Sep 88 San Pedro Crk Tunnel Photo No. 42

EXHIBIT 21
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View of back of TBM showing gripper pad on right side and
liner erector to the right of the ladder.

27 Sep 88 San Pedro Crk Tunnel Photo No. 43
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Rearview of TBM being renovated and modified after shipment
from the Kerckhoff 2 Tunnel near Fresno, Califormia.

27 Sep 88 San Pedro Crk Tunnel Photo No. 44

EXHIBIT 22
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View of TBM being reassembled in San Pedro Creek Outlet
Shaft.

2 Nov 88 San Pedro Crk Tunnel Photo No. 45

TBM parts were transported from Boretec yard and re-
assembled 1n outlet shaft.

2 Nov 88 San Pedro Crk Tunnel Photo No. 46

EXHIBIT 23
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Installation of supporting frame for muck elevator in
San Pedro Creek Outlet Shaft.

3 Jan 89 San Pedro Crk Tunnel Photo No. 47

View upstream into first curve from about Station 144+50
1n San Pedro Creek Tunnel.

9 Feb 89 San Pedro Crk Tunnel Photo No. 48

EXHIBIT 24
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Grout batching in outlet shaft for backpack grouting of
tunnel liner.

1 Mar 89 San Pedro Crk Tunnel Phote No. 49

Batching of neat cement grout at a 1:1 water to cement
ratio by volume.

1 Mar 89 San Pedro Crk Tunnel Photo No. 50

EXHIBIT 25
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View upstream at grouting jumbo at about tunnel Station
145+00.

1 Mar 89 San Pedro Crk Tunnel Photo No. 51

View downstrean toward outlet shaft from top of grouting
Jjumbo at about Station 145+00.

1 Mar 89 San Pedro Crk Tunnel Photo No. 52

EXHIBIT 26
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Drilling borescope hole B-5 through TBM tail shield at

tunnel Station 143+71.
28 Dec 88 San Pedro Crk Tunmel Photo No. 53

Core sample of clay shale taken from borescope hole B-6

at tunnel Station 143+71. Borescope holes were drilled to

a depth of about 8 feet.

28 Dec 88 San Pedro Crk Tunnel Photo No. 54

EXHIBIT 27
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Borescope observation for stress relief fractures in hole
B~5 at tunnel Station 143+71.

28 Dec 88 San Pedro Crk Tunmel Photo No. 55

. .

Down-~hole video taping borescope holes at tunnel Station
158+39.

22 Mar 89 San Pedro Crk Tunnel Photo No. 56

EXHIBIT 28
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View of precast liner segments prepared for erection at back
of TBM a* Station 157+38.

16 Mar 89 San Pedro Crk Tunnel Photo No. 57

View downstream along TBM trailing gear. Muck car being
loaded in background.

16 Mar 89 San Pedro Crk Tunne! Phoco No. 58

EXHIBIT 29
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Upward view through TBM trailing gear at Station 158+14
vent shaft intersection in tunnel crown.

20 Mar 89 San Pedro Crk Tunnel Photo No. 59

Wood lagging and W6x20 steel sets in tunnel crown at
Station 158+14 vent shaft intersection.

20 Mar 89 San Pedro Crk Tunnel Photo No. 60

EXHIBIT 30
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Abandoned water well intersected by TBM at tunnel Station

178+49. Well was partially plugged but produced a steady
flow of 2 gpm.

17 May 89 San Pedro Crk Tunnel Photo No. 61

Abandoned water well at Station 178+49 prepared for grouting.

17 Oct 89 San Pedro Crk Tunnel Photo No. 62

EXHIBIT 31
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View upstream toward grout batching plant at Station
158+14, vent shaft location.

17 May 89 San Pedro Crk Tunnel Photo No. 63

View downstream toward outlet shaft in background.

17 May 89 San Pedro Crk Tunnel Photo No. 64

EXHIBIT 32
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View south at construction of water protection cell to
prevent flooding of inlet shaft excavation.

3 Oct 88 San Pedro Crk Tunnel Photo No. 65

View southeast at San Pedro Creek Inlet Shaft surrounded
by water protection cell.

2 Nov 88 San Pedro Crk Tunnel Photo No. 66

EXHIBIT 33
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Excavation of upper 21 feet of inlet shaft and reinforcement
for rhombus shaped concrete temporary surface structure.

2 Nov 88 San Pedro Crk Tunnel Photo No. 67

View into inlet shaft from northeast wall. Bottom of
excavation at elevation 583, 40-foot depth.

2> Jan 89 San Pedro Crk Tunnel Photo No. 68

EXHIBIT 34
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View northwest in inlet shaft showing very limy, moderately
hard to hard, clay shale of the M-3 Stratigraphic Marker Bed

The bottom of the concrete is at the top of the M-3 bed,
elevation 583.

2 Feb 89 San Pedro Crk Tunnel Photo No. 69

View northwest in inlet shaft showing moderately hard to

hard, massive, very limy clay shale between elevations
556 and 552, 67- to 71-foot depth.

7 Mar 89 San Pedro Crk Turnel Photo No. 70

EXHIBIT 35
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View southwest in inlet shaft excavated to elevation 536,
87-foot depth. Upper rock is very limy and harder than
the less limy rock in the lower photo.

31 Mar 89 San Pedro Crk Tunnel Photo No. 71
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View southeast toward inlet shaft undercut for tunnel
intersection. Shaft excavated to elevation 527, 96-foot
depth,

2 May 89 San Pedro Crk Tuanel Photo No. 72

EXHIBIT 36
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TBM hole-through in San Pedro Creek Inlet
Shaft.

13 Jul 89 San Pedro Crk Tunnel Photo No. 73
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- —— = e e ———— —— =




T e . -

SAN PEDRO CREEK ‘TUNMNEL

i PROGRESS CHART AS AT 17 _ JULY_ 69
SBOO0OY
r
 s000t
| et
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[
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=
[ s mooot
=
=
=2 Z;OOoOOT
oo J
1 OO0t “’//ff
o 4 + f f 1 + 1
o PO =IO OO AP £330 GO 7O
D OWS IR CO 1T IIC». ==
{ Notes: 1. Pay 490 was 7 Mar 89 - Scheduled Completion Date.
2. The San Pedro Creek Tunnel is 5843 feet long.
3. Hole through was at 1805 hours on 13 Jul 89.
4. Tunnel excavation was completed on 17 Jul 89,
MACHINE_ DATA PROGRESS
Manufactured By: ROBBINS. Average: 30 ft per working day.
Model: 243-217/Modified. Target : 60 ft per working day.

Weight: 550 tons.

Length: 38 feet.

Thrust: 2, 640,000 lbs.

Cutters: 57 Discs, 2 Bi-Discs in Centre. Pick option.
Rotation By: Ten 200 HP, 460 V AC Motors.

Guidance: Laser Beam.

Waste Disposal: Trailing Conveyor & Train.

CON DA

Contractor ¢ OHBAYASHI CORPORATION
South San Francisco

Contract No ¢ DACW63-87-C-0109

)

Bid :  $47,750,000.40

Acknowledged: 3 Nov 87
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APPENDIX C

Tunnel Liner Grouting Data
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e ,.gg "~ " PEA GRAVEL AND GHOUT COXSUMFIION ~ Siv FUSNEL

% Pea Gravel Great
Week End|Rings | Delivered | Delivered Per Ring | Ie-liveréd Per Hing
- Placed tons cn 1 Jou 1 /rine Jbacezen 01 Joen 1120 ins
Dec 4 9 1] " n o "
Dec 11] : 9 109 291 255 o "
Dec” 18 0 v o M
Dec -26f : 8 39 821 103 o 3]
Jam "1 -. 5 [}] [} o 0 )
Jan ;" 8] : -8 42 881 i [} "
Jan - 15§+ 21 64 1347 61 ] [
: 19 63 1326 0 v "
2. 19 42 881 47 1 0
. 37 81 1705 H3 [} 0
& 84 1768 61 Joo 19
41 863 216 4168 116
42 881 18 583 12
201 4231 !y 779 15
191 4021 GR 63y 2
65 1368 20 966 [N}
0 0 [} 2159 191
Apr 2] ' 41 124 2610 61 1430 106
Apr 91 - 101 123 2589 26 1811 1®
Apr 16}- 231 1] (1] [} 1286 138
Apr 23 69 131 2754 10 1772 55
Apr 30] - 55 4] 0 0 /12 15
May 7" 719 138 2905 47 Ziny 253
Hay 14 80 231 1863 61 K] i
May 21 63 216 1526 T2 1201 KR
May 28 46 61 1281 2K fton 2
Jun 4 10 0 ] [ u 0
Jun 11 73 214 1505 6H 07Ty 13
Jun 18 69 130 2737 10 16 ¢ 2
Jun 25 102 21 a071 (1] 156 21
TABLE 1 & WEEKLY DAIA
Pea Gravel Groul
Month Rings Delivered Per Ring Dl pvered et Ring
- Placed cu ft Jeu Ft/rine {basszen (U feu TH/ving
27 Nov =% 1 Jan 31 3115 100 0 0
2 Jan -~ 29 lan 67 1442 (14 8 0
30 Jan -°'26 Feb 118 65220 K] 1450 11
27 Feb ~ 2 Apr 2217 12230 54 10211 15
3 Apr - 30 Apr 256 5317 21 10711 [
1 May ~:28 May 268 13577 (] 10717 10
29 May ~ 25 Jun 254 12311 18 7066 28
TOTALS: 1221 66218 It 40007 Ao

TABLE 2 = MONTHLY DATA

NOTE: 1. The average grout ligure assumes 1100 pine

c-1

follc craouled,

g
&
i
%

PERTLEFRURNS

_-——-—————-—-“..-I

e s egll

-,




INSPEGTION OF LINER GROUTNG

€3S 1300w 72w g1ey g,
107 I

Iy P is
2 Grant @ peastoer 1
§ : Sreal » 8¢ geastaee 1 ;i £
§ : Sale - [Eeid bl
68 = Srevt [ shale 2ix 1 1
LN
t:inlt ni e
¢ = Styretsae )4 %

LER: RN
£ 2 Thin Jayer of gxt

us | gwmew g ML M X

;
PP, [P Lo _ . 1
T T T T Ty T
1::..-[ ] s l;lsplss l.-' I oo s
2 tra I L ili’ﬁ l s Ii; 18 }
r . 11 T
33 trom l lx [ {: ¢ l- I ls-l‘; [ HI nwe
it | T o: ‘_' s W e
e 3 3 AREENL| “ H _I._I
r M l
£5 Zrows i i;:s[- 134 i;i ie o —‘
7 trose [ ]z—f we |
crene | bl 3¢ ] [
sscm | is| : | ¥ ]
{ HIM
12 Cronn L l o K3 l:r] %5 !
| S
111 Ceown { ;::s[ss[g s Islsl nsrl
!
mc-ml l 106 lss I-:sl::s["J
137 trovs I lslgl s l. 3 s|. cl. .8 I' g |, 'S ]
150 Croea l ‘ ¥y l S]xsl-s‘- s lt 65 H ne J




ues :

%z

St & pragiae

§ T 5132t ¥ 20 pessiiee 1 AL 4

gz

s

Sale - [E 2t

¢ Sraxs [ stale ox ” :

¥t

Cult n i AT ]
Sterrafazs it ?
Peiris = grewt

¥ 7 Thit lager of grazt

s

15

159

152

5

1t

3

1[3]

18y

14

mi I Seporet 1 17
1tesg:

I'.‘
AR EES EN TN AR E

1§
! I

‘|

"

a3
¢ Lefs ]
' ‘:’: Grout § loose peastone fa
9rout hols
1H l < pipe w Jule IG LS I
c-3

s o

Ty

"
1



Ui

€ = Gegzl woprasisre H
4 = Crest w ac peastone

3: Sale ]
5 : Sraet [ shale sin -
¥ Sood n

¢ Cxit

0 = Styrefom 1
2 Dedris v grost

x = Ihis layer of gront
75 : Feastoas [ shale mix

—

n o I

1 l'[
l

178




etz 1

€ = Grout » peastoss s

9 3 Gioot afe prastese

£S5 = Srowt [ shale mix 1 e

$ : Sle . LOCATION
Jr = 19 layer gromt 1

¥z wed

0z Caelk "/ \
© = Styrofoas 1L} .
X : Detris w groal

t 2 icteal eessered cesth of core hele

DEFIN I8 IaCRES
e P U LA R PR P |

NN R

1t

P O P

0

o lgpg

i

w o 1

HE

[ R l l 133 J I s

D

w0 IEEN
w E

[/ ] l l 91 H IHGSI

1875

)

o s | 1]
w o o Jr ]

o T ]

oo | o]
o [T+
oo I

l 6] 68 l?q] 108

]




L6t 3o
€ = Grosl w peastone 2 I
§ = 6rout ufe peastose
¢ = rout / shale »ix 1 Lt ‘
$ : Shale - [ O]
fx = haw Layer groet 12 7
¥z ¥ood
0= Calt 1/ 18
o = Stysofoas 19 L]
= Debris » groot
= actual seasared depth of core bole

DEPIN IN TNCNES

AN NUE Segeent = 127

0 1 [ 0 I ] I b I
9
0 4|L IIIMSF us 1'
-

I KN

w10 ' ]: Srout hole esply arzept for 37 plug
Ne grovt

T }
|. s :l 0°s 1'
H

H

105 2'[

0

08

105

m

e

n

n

c-6

—




€ = Grout » peastone A
§ = Gront w/o pesstons
€5 = Growt [ shale max 1

$ = Sle

Jr = Thi fayer growt 1

¥z bood

0:Calt u/

0 = Styrofese [ ]

N = Debris v groat
= pcteal seasured depth of core bele

EN T
| S

[y

DEOIN T [rongs
2t

P P O V. P

S I U OO .

nm L ]GW

T

Core fall agart

un

U Evidence of grout & 2 shale

nu:L lcls_l

ns s

e 9

Peastone 1n grout hole

1
U Incosplete core (10 oniy}
|

3

u ¢

1 s

1 n

-




Lesen
€ = Srowt v prastose
¢ = Grost ofo peastene
€5 = Grost [ shale mx

0= {alk

0 = Styretosa

Kz Debris w qrowt

$ = Actes] seasered depth of core hole

| st R,

RSN

[ O IO

Lo M

o | 1)

11% 10 Core fell apart Evidence of groot wfo peastors

200§

—

Crout 12 grout hole

1 n

w s [ T+

1206 4

¢ Ve -y
1200 9 E: Segaent only

A grovt

x Segueal only Frarss of grout

1201 8 :] Core included seguent only

c-8

rive S

2R
L
o

R T
o wu\\ﬂlm\



APPENDIX D

Drilled Shaft Logs
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San Pedro Creek Tunnel Texas 'r's"sl'm YI5H $ASER (VPN = S
= 63
Station 143400 (near outletshaft) | o R pe:
T ORRLIVE ABEWCTY
Beck Founations e e
g:':g_;;’-n—-- wie] Hydraulic Instr ____g‘:l_‘l'_”'!_"‘ _Ncme___gNone
RS T OF GRILLER 18 TOTAL NUMDER CORE SOXFS ) /8
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3 807-12.0' .
= Clav: tan to buff, weathered clay shale. -
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] ity, stiff and demp. ® 24" dia flight auger to |-
] b4 a depth of 119.2 f. <
- - 1 . N
— 12,0°-20.0° . E-; cased 119 2 ft bore —
3 ;_—:%Z—:;li—lxbr—g‘l,—:y—mz::u:’ .8 hole with schedule 40, |Z
= ’ @ n . z
- to high plasticity, with 34 127 dia. vell casing -
— numerous calcareous con- s Filled shaft with 2 z
-] ¢reations, sand seams "::N feet of clay fill, N
- '
-1 and damp wH grout nnnylar spaces .
-3 around 12" dia. casing -
— g%l'_—_ﬂ(-}_o_' 1 N to pround level and -
= Clayey Gravel® grayis capped casing. Withdrew |-
—] brown, well graded 25 &% casing and -
b rounded gravel with clay Q®l bac)’tfilled Jith grout -
- and rounded calcareous -
618.2 20,64 concreations, saturated. 3 Geolopic Units: -
] - Q1)-unconsolidated =
3 %Ch Shale alluvial deposits of -
-] Neathered Clay share’ h d, |
- {an and grey, medium to the Quaternary Perio -
3 high plasticity, soft, Kt-Tavlor Shale, clay z
T blocky fn places, iron shale of the Cretaceous }=-
- staining along frequent Al lpariod. -
-t fractures and Jjoints, -
e calcareous. -
— Taylor Shale (Kt) of z
— Cretaceous Period. X —— -
611.2 {27.04 z
E Ke .
. l ho. oA L - :
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Tunnels Resaident Offjce lor 3 sneers
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See Remark 2

GRENE
Northwest 5045 (45 ton)

TioW oF BhiLT -

el Hydraulic Instr

I 10YAL 1O, OF GVFR.
= hUnDEd SAI T Tinen

——
I8 TOTAL HuuDEn Cont BORES ) sa

Ca ity [Tt -t
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1S ELEVATION GROUND RATE

" 618.2 El.

FARTFD Toan FIFRT
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o it w373 L/ S
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. ' . . J “"il weailriing, .lr" H atgnttivard

598.2" ] 40.04

! 67119 2*

Clay Shale: gray
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but becomes more so with
depth, massive, moderate
petroleum odor, fossils
observed in places,
occasional pyrite.
Taylor Shale (Kt) of
Cretaccous Period

578.2 (60
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12" dia. casing
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8. DATE wOLE ITARIYIO !:wl.'l'n
o e ae. rrou vear. 9 My 93 i11 August 88
o DeE o venmietn 16 5t o come et oo
OR BORING _ ..‘
o otrvH omLLED WO mOcK 106 ft. B SRATURE OF IRSPECTon A _
[2_TOTAL OCPYH OF moLE 1220 rt, RuA. Burns & Boy rmm-m.\.‘
o oerrn jLece: chlvlo-:ruuvuuu Casing{Ceol.
[ 13 < 4 Unit
6k2.5 | 0.0} 0.0' to 0.2* 1. Water Level: No free
. Asphalt- parking lot water observed while
_:1 surface. drillins soldier prers.
= 1 After piers were installe
-] 0.2' to 7.3" a truce of wvetness
_( Clay Fill: brown, LN developed between two
e medium plasticity, mod. stiff of the piers on the SW
— sandy to pravelly with ! side of the shaft.
- angular to rounded grains,
3 contains brick and metal 2. Excavation Procedure
- debris, dry. Initially a ring of 27
s drillrd, concrete soldier|
- 7.3' to 16.0' piers were constructed
= Clay: tan to buff with to Just within the top
| some gray mottling, medium of unweathered shale,
- to high plasticity, fine to to depths from 36' to L2'
= coarse gravel in places, slso The piers were 36" dia.
T 1" to 2" dta. limestone @ 1 1! Jand formed an inside
- concretions in the upper foot g shaft dia. of 21'6".
- numerous scattered lime a The interior of the ring
- pockets, damp below 12' 5 vas exenvated with a
_ﬂ depth. = bacrhoe and crane w/skip
= ° box. This method of
e 16 0' to 33 8' @ excavation continued
626.5 1670 Weathered Clay Shale g below the pler bottoms
-1 tan and gray, high plasticity,] F B 44 to the 50' depth, with
= compact, soft, blocky, g 6" of shotcrete support
— occaional fossils. ] helow the plers  The
3 Taylor Shale (Kt) of the remuinder of the shaft
7 Cretaceous Period. = was diilled and reamed
— o to a dia of 22'4" ang
g 33.8' to 42.5° o to n total depth of
Clay Shale = 122.0 rt,
—] Unwveathered except along
b fractures and joints, Sodier piers were
- dark gray with reddish constructed by Cato
] tan 1" to 2" oxidized Electric and Drilling.
j seams along fractures
= and Joints, massive,
-1 sof't, cont ains nearly
- horizontal joints at 40'
- and 42’ depths with
-1 several high angle
—_] Joints and irregular
-1 fractures.
- Kt
.
'
02,5 .1 50,07 R —
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602.5 |L40.04 - -
3. Geologic Units: N
t2.5 to 122.0: Qal-Unconsolidated

Clay Shale: 1ight gray
to dark gray, soft to
moderately hard in limy
zones, massive, breaks
predominantly with conchoidal Kt
fracture, calcareous to verv
calcareous or limy, occasional
fossils, scattered pyrite
erystals, petroleum odor.
Taylor Shale {Kt) of
Cretaceous Period.

alluvial deposits of -
Quaternary Period.

Ill'lll

Kt-Taylor Shale, -
clay shale of Cretaceous
Period.

i

T

582.5 |60 60.0 to 70.0: occasional 4" to

5" thick, mod. hard, limy layerg.

i

6" of shotcrete support

70.0 to 76.0: 1t. gray, massive
lense, well indurated, limy, Kt
berasional fossils, and strong
petroleun odor.
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WSTALLATION San AnNCOnio . N
W'-mlm Louthvestern-cor Tonnels Resident otfsce ! 3 wress
- San Antonxo ». sa7e ‘-o'vlv«.-v See Reémar
San Pedro Creek Tunnel Texas i1 GATOR FOR ELESAYRR wdein (il BIT—— ~—°
I COTATION (Comvursios o Tiewions MSL
Camaron & sa.linas St.,5t3.185+73.90 |i7 S3NGrAETORER:S oL U7 RAT tiav oF BRAT = -

Heck Poundation Northwest 5045 {45 ton).

r— 3 yaiaL wo of avre finsiomars
{As o= dosoing wite] N SANPLTS TARTS S

X ORILLIwS ABEWC
A. H.

‘None
Maskudamndi ‘ventilation sha 1 m tm,"", raers N/A i /, -
Al Mann r® 630.0 El. . i
OWRECTION OF WOLE [ i e Yoo er o
EDventicaL [YwcLero_________ bee raow veay : _ 12 May 88 ,4 May 88
7 TwcRwess or ovensonoes  13.58 Ft. : FLrvATION YOr OF :':"' 643.0_E1.
vt n ‘l G -
o oot OMLLEO MTORICx 103,42 ft. 3 RATURE OF .,:\(,‘,‘,,. " N/A
o vovaL oteru oF note 117.00 ft. Roy Crut-hfield o —
@ oerTH LECE CLANITICATION OF MATERIALS Casing|Gcol. et ap
N . R . tnit
643.0 | 0.0 o5
3 3 g 0'-2 3% - aro{1 Water Level:
-] Graxelly Clay EQ11. gra; Some f t
- lov to medium plastlcit(y, i :g::rvzgerrgu:;g"?:m =
b gravelly with chert nodules, red oxidized, Jointed
= some brick, ceramjcs ard @l | clay at 13.0° to 13.58"
— other debris scattered depth -
- throughout ’ °
. 2 Clay lrajp Tile
- [
= zéia;'g;rk gray boraged €' dia. drain |
- = ’ t . t) -
- lov plasticity, soft, thin tle & ft. depth
- soft caliche layer
bu near basal contact. K3
— 5.0'-13.58' g1 z
-1 Clay tan and gray mottled, . .
] high plasticity, soft, blocky| & | -
= moist, with red iron stajns [ o @ -
= along healed joints, contains|:z 3 Drilline MHethod: -
629,42 13.58 small scattered limy pockets. 8 Aupered a 78" dia. boring"_
] to 17 ft., reamed to
- 13.58'-31.0 96" dia. and set
o Weathered Clay Shale dia. M“::
- Yellowish tan and gray Continued with a 78"
626.0 |17.04 mottled, soft, blocky, dia full flight auger |2
i highly Jcinted and fractured to the 117 ft depth -
- :;;:rred t::,:, staining along ht Rackmupdfo llhrtn,h .
-4 corn’ . <ot caning to -
= Taylor Shale (Kt) of [t , f1lled the re- |
623.0 ZQ—E Cretaceous Perfod. maining annular space |
- with concrete, pulled j
3 96" dia. casing, -
= sealed off shaft openming|-
- vith metal plate (refer |_
3 1o remarks 5k6 to explaip
— thicker concrete shaft {0
4 w vall ) -
3 =
— ©w
=1 a
- v
= o N
] ] -
- u -
- 31.0°~117.0' 5
pu {Clay Shale: 2
- lightgray to dark gray, -
612.0 |31.07 soft to moderately hard,
- assive, has mild to
- strong petroleum odor,
- lcontains occasional fossils
= prd pyrite crystals,
b calcareous to very calcarecus
I pecomes moderately hard
- fin limy zones.
-] faylor Shale (Kt) of
- fretaceous Period.
= Kt
(03.0 | 0.6 K [P
FROMCY M s oty
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. n AntoniOfw s 0 TYPE Sce Remar
X3
Camaron & Salinas St.,Sta.185473.90 {57 wancracionens ocu PFORIL
i Beck Poundation Northwest 5045 (45 ton)
[ WOLE MO. (44 ctonn an arowing wrie| """""‘"‘,’,,’,&, N SITUNAFD
ond e mmdved 1 s = INone
jventil o e
NAGE OF DRILLER ntilation shas " vovumznmr no-n N/A
Al Mann T8, €LEVATION GROUND wATER  §30. 0 El—.-——
(6. DIMECTION OF WOLE [s7amvro (ol"l Fito
Lvanvican [Jrwcimee oes Prou vemy, | "¢ DATE HOLE |2 May 88 _ 4 May 88
7 Ymckwess oF ovemsumnew  13.58 Lt. & Tievarion o7 or wone 6430 EL. . N
e oteTn onLEo mrowocx  103.42 £t. ts_totaL Conr mccovrne ronnomwe N/A %
" ilcl‘l'lllc OF INSPECTOR
ls ToTAL DEPTH OF HILE 117.00 ft. Roy Crutchficld
[ oerrh |LecE umn:‘n"ou:r‘-:nmmu Casing Jceol. g ’h:IE:IA:r;" eeonot
e 13 ¢ Fl Unit g ofc If asguiiteace
2
603.0 |40.0% L. Geologic Units
t Qql - Uncensolidated
601.0 | k2.0 h2,0'-k5.0': Light gray, alluvial deposits of
= massive, moderately soft, the Quaternary Period.
- very calcareous or limy.
— Kt - Taylor Shale,
= clay shale of Cretaceous
= Perfod.
= Kt
b o
—] -4
— -
p= )
- 8
583.0 | 60.0% .
= <
m 1
p o
s EY
- =]
= Kt
578.0 | 65.0% 65.0'-70.0': Light gray,
-1 massive, moderately soft to
o moderstely hard, highly
- calcarecus, with occasional
- fossils, pyrite crystals,
~ and mild petroleun odor
= vhen broken. “
563.0 | 80.0Y
ENI?A:?IR“ 1836 raevious cormons ane ossoLete ""%San Antonfo Tunnels ]” ! tSl;‘gh
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DIVISION WSTALLATION n wecy
DRILLING LOG Louth"estem-cog Tunnels Resident Office !o, 4 s
- i ~ . San ANCONLO]w, it o Tvre or st e€ Remarc
San Pedro Creek Tunnel Texas _T"?;mmmﬂmmn—‘——
- TOTATION (Comdimater ov
Camax'o & Salinas St.,S5ta.185+73.90 % Xy
Northwest 5045 (45 tonl e
1" SRS T e ';,'_:,'n";":_ o No:,"e"
15 vora wuwnce com xfs N/A
15 €LEVATION GRoVND wATER  630.0 El. T
6. OIRECTION OF HOLE 3TAnTrD Tcomw wFoin
Kveavicar OIwesmeo ______ ose emouvear | OATEMYE 12 May 88 4 May 88
17_geevation oror woLr  643.0 ‘El.
7 THICKNESS OF OvEABuaDEN  13.58 ft. -
t9 TOPAL CON ¥ TOn foRING NfA - -
o oErTH CALLED mYomock 103,42 ft. 5 SCHATURE jon -
9 _TOTAL OEPTH OF WOLE 117.00 ft. Roy Crutchfield
N LecEmt CLASSIFICATION OF MATERIALS tieol, . REUARY S e
. vertu |Leoewo Beseowires (aston ool g e oo s
. 3 < J _
563.0 |80.0 =
558.0 {85.07] 85.0'-117.00': Light gray, 5 85 0'-117 0' Clay
1 massive, mod. soft to ht |shale becume harder, o
- mod. hard, very driller exchanged flat -
- calcareous, with many aurer teeth for pointed |-
— fossils, large pyrite "Tiper Tecth", and -
- crystals and mild pet-oleum pumped water from creek _
= odor when broken into shaft to assist -
by sinking operation -
55 907 -
p 6. 90 0'-117.0" Shaft Z
7 hrpan to plunpr towards s
- the weet {Can Fedro Creek|-
= 24" dia and 36" dia <
— pilot holes were bored .
- w to help re-alipn shaft -
= b and puide 72" dia  auger |
- 4 The hole was then reamed §
] ° out to the 78" dia -
= 5 Alignmrnt rechecked and =
. n found to be within -
- E_t': contract tolerances. z
543.0 {1000} bt
= Kt -
529.0 1ligy
- Clay
- Fill
b26.0 117, Shaft bottom -
TROJCCT W TR -
EN“C’.:??“ 1836 snevious koiTions ARE oDsoLeTE San Antonio Tunnels P-4
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WA AToN San antonio metl oy
DRILLING LOG I Southwestern—COE Tunnels Resident Office _lor 3 sirces
ﬁwv "San AREONAG, i sire wid Tvreor o1 See Remark 2.
San Pedro Creek Tunnel _Texas $TRRTGE TARECETRIG s 775 oot
el T ronrm $1'"near Inlet Shaft) [MSL . - GRFRETT AR 0 T
T ORILUWG AGEWEY Northwest 5045 {45 ton} .
A. H. Beck Foundation S . . e T r Cmel
TG 5 Tas hein s 4 e THFAERGTLE Instrd '35:""5‘°:L_3""""No,,e . None
AE O BRICCER u._Shaft 14 TO1AL NUMER CONE Ravee N/A____
AL Mann 630.8 El.
[ OmecTion oF woLE - ~ A TestRL PR
Lvenvicar Jweimen Bre rrom yeny |10 CATFINLE izn April 88,28 April 88
- 17 FLEVATION '0' 0' LIl . E] -—
1 _TWiCKMESS OF ovensumoen  11.8 ft. . - reovrny v 33‘,5", & N/A .
o oerThomLLEo Mo moex 95.0 Et. — ~ |® wERseE o wsRFETAR
s ToTAL OLRTH OF HOLE 107.0 ft. Robert A. Burns =~
ELEVATION! DEPTH [LEGEND) CLA”I!IC‘:'V‘:?:":L:‘"""“ sy Send v ;::'.‘,:.'f«-; s
Unit
. . < ‘4 B PRN L P —. .}
635.8 [0.0'] 0.0'-0.83' c8 ] 1 ater Level
J | Seorearo creex concrese Sl ke | fme offree water ;
3 Liner: 10" thick, reinforce | 2 observed at 5 ft. dep ‘
= vith £3 bars. | 2. Drilling Method-
— . Bored through San Pedro .
— 0.83'-11.8" :
He:thered Clay Shale: ‘ Creek liner with 5"
: !
630.8 S.O‘ﬁ tan and gray mottled, high ! 3:,:;.,-::? b;:ﬁe;‘;
—_ plasticity, soft, somewhat ‘ ! casing 3 ;t belo:'
. blocky, moist. Taylor Shale | 2 ? te liner
- (Xt} of Cretaceous Period. . wop of concrete lin
_ i to divert Creek water
- 11 8'-107.0' 1 around shaft.
3 v e 0
- Clay Shale. & "
—] gray, soft, massive, vith > §§2:222312t 32$°éi:°re
624.0 |[11.g87 1t. gray moderately soft, 8 full flight auger
o lmy zones increasing with . Bored ?Ogrt aﬁd ;e‘
. depth, contains fossils 2 36" dla cnetn within
3 and pyrite crystals, emits d Xt th é 15 el
~ & strong petroleum odor. % unveathered clay shale.
-1 ~™
- g‘:zl:r S'}:alg x("i(:; of Continued shaft sinking
- ceous Pe; . using a 24" dia full
— flipht auvger to 107 0 ft
- depth, cased full length
-1 of shaft with 12" dia.
n casing, and seated it
v . on backfilled clay from
- ; 105 0' to 107.0'. -
pu - ,
hre Backfilled annular space R
615.3 0.0 around 12" dia. casing
put with grout.
= Hemoved 30" dia
p ecasing.
E 2
= 7
z s Set, a 24" dia. CMP in
- Kt grout to stand 2 ft.
-1 s alove the creek.
- o
- ~N When grout had hardened,
e - removed 54" dia. casing
by and capped 12" dia,
_ casing.
595.86 |40.0" PO NN IV R — |
- CDRTENE] A H
ENG TORM 1836 rnrvious £oinions ane ome ree San Antonio Tunnels SP-5
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Tivion = CFITITRRSE Son antonio E 2
DRILLING LOG isouthwestcrn-coﬁ 1“nncls Rezrdent Office o surres
Jtc' San” Antonio, W vy WD tYFEOr M1 San Remark .

“Pedko_Creck Tunnel Texas_ 17 GATIE TARELPVRTION Thinsil (166 « B -

st%aéi‘é'ﬁ“ T3 near Inlet shage) ML . cor o
i OMILCWG AGERCTY Nortlwest 5:0
A."H. Beck Foundation ¥ ToiAL v, BE BYE
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Plates (maps)
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Boring Logs (design investigations)
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APPENDIX G

Geotechnical Instrumentation Report



OBAFT

FINAL INSTRUMENTATION REPORT
FOR THE SAN PEDRO CREEK TUNNEL AND OUTLET SHAFT

S8AN ANTONIO RIVER AND SAN PEDRO CREEK TUNNELS PROJECT
SAN ANTONIO, TEXAS

1.0 INTRODUCTION AND AUTHORIZATION

The San Antonio River and San Pedro Creek tunnels and associated
shafts are currently being constructed by Ohbayashi Corporation
(Ohbayashi) under the Phase II contract of the San Antonio
Channel Improvements Project. Phase II design and construction
contract administration are being performed by the U. S. Army
Corps of Engineers (COE). Local sponsors of the project are the
San Antonio River Authority (SARA) and the City of San Antonio,
Texas.

The San Pedro Creek Tunnel (SPCT) is approximately 6,000 ft
long. It extends from a 24-ft finished diameter inlet shaft
located in the San Pedro Creek channel near Quincy Street to a
35-ft finished diameter outlet shaft located on the west bank of
the San Pedro Creek channel at Guadalupe Street. The tunnel was
excavated from the outlet shaft to the inlet shaft with a tunnel
boring machine (TBM), and it has a "one-pass" lining of precast
concrete segments. It has an approximate 27-ft excavated
diameter and a 24-ft 4-inch finished diameter.

The San Antonio River Tunnel (SART) is approximately 16,000 ft
long. It extends from a 24-ft finished diameter inlet shaft
located near U. S. Highway 281 (McAllister Freeway) at
Brackenridge Park to a 35-ft finished diameter outlet shaft
located in a bend of the San Antonio River near Roosevelt Park.

G-1
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The SART is currently under construction, and it is planned to
be lined with precast concrete segments. When cozpleted, it
will also have a 24-ft 4-inch finished diameter.

The SPCT and the SART were designed to bypass floodwaters
beneath the City of fan Antonio, Texas. Figure 1 shows the SPCT
and SART plan alignments through the city, and Figtr e 2 shows
the tunnel profiles.

Woodward--Clyde Consultants (WCC) had a subcontract with
Ohbayashi to provide specified geotechnicali instrumentation
services during construction of the Phase II tunnels and shafis.
The purpose of the instrurentation program was to cbtain data
that would be used by Ohbayashi and the COF for design
verification and future design applications.

This report on the instrumentation installed in the SPCT and
outlet shaft has been prepared in accordance with Section 2C,
Paragraph 2.3(11) of the project specifications, and COZ Letter
CW~0896, dated 17 November 1989. It is organized into two
velumes: Volume I contains the text, tables, and figures of the
report, and Volume II contains the report appendices.

Following this introductory Section 1.0, Section 2.0 describes
the types of instruments installed, and Section 3.0 discusses
the instrumentation locations and installation procedures.
Section 4.0 presents the instrumentation data and Section 5.0

provides summary interpretations of the data.

The appendices contained in Volume II are as follows:

Appendix A: Manufacturer’s Brochures for Selected
Instrumentation
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Appendix B: Results of Pull-Tests Performed on
Instruzented Non-Structural Rock Bolts

Appendix C: Records of Data from Borescope Observations
and Measurenents

Appendix D: Tabulations of Raw and Reduced Instrumentation
Data

Appendix E: Plots of Reduced Instrumentation Data

2.0 TYPES OF YNSTRUMENTATION

Instrupmentation installed for the SPCT and outlet shaft consists
of multi-position borehole extensometers, rock bolt load cells,
total pressure cells, reinforced concrete strain meters,
convergence reference points, and displacement markers. 1In
addition, as part of the tunnel instrumentation progra:z,
berescope observations were made in borings drilled for that
purpose in the rock mass surrounding the SPCT excavation.

With the exception of the displacement markers and the
borescope, all of the instrumentation installed for the SPCT and
outlet shaft was supplied by Geokon, Inc. (Geokon), of Lebarnon,
New Hampshire. Copies of Geokon’s brochures describing the
instruments that were installed are contained in Appendix A.
1ne displacement markers were procured from Alamo Iron Works in
San Antonio, Texas, and the borescope was purchased from Hocker
Inc., of Houston, Texas. Summary listings of instrument types
and installation locations are provideu in Tables 1 and 2. The
following paragraphs br:iefly describe the different types of
instruments.
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Multi-position borehole extensometers are used to monitor ground
deformations at different distances (positions) from an assumed
fixed reference position. For the SPCT project, six-position
borehole extensometers were used to monitor vertical
deformations of the rock mass overlying the tunnel, and three-

==

o~

2.1 MPultj-posjtiop Borehole Extensometers

position borehole extensometers were used to monitor horizontal
deformations of the rock mass surrounding the outlet shaft.

The borehole extensometers that were installed in the SPCT and
cutlet shaft were Geokon’s model A-3-1500 borehole extensometers
(see Appendix A). These are tensioned rod-type extensometers
with groutable anchors. The reference heads are equipped with
linear potentiometers for electronic monitoring of the anchor
movements. The movements were also occasionally manually
monitored using a digital depth micrometer. The potentiometers
had a range of 4 inches, and the electrical read-out box
provided a resolution of 0.001 inch. The resolution of the
digital depth micrometer was also 0.001 inches, but the readings
were only accurate to within about 0.005 inches under the most
favorable monitoring conditions. -

2.2 Rock Bolt Load Cells

The load cells installed for the SPCT project were 'donut'-
shaped, or hollow-centered, for installation on the end< of non-
structural rock bolts. The load cells utilized for the project
were Geokon’s model 4900-50-1.0 50-ton capacity vibrating wire

load cells (see Appendix A). The sensing element of these load
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cells consisted of four vibrating wire strain gages. Load
development measured by the load cells was monitored
electronically.

2.3 Total Pressure Cells

Total pressure cells were installed on the outside of selected
precast concrete liner segments for monitoring the development
of stresses in the segments as a result of rock mass loadings.
They were also cast into the final concrete liner of the outlet
shaft to monitor stresses developing in the liner. The pressure
cells utilized for the SPCT project were Geokon’s model 4800E
total pressure cells (see Appendix A). These cells consisted of
two circular stainless steel plates welded together at their
periphery, and spaced apart by a narrow cavity filled with an
antifreeze soiution. Pressures acting on a cell forces the
fluid against a diaphragm, which acts against a vibrating wire
pressure transducer that converts the pressure to an electrical
signal.

2.4 Reinforced Concrete Strain Meters

Reinforced concrete strain meters were embedded in selected
precast concrete liner segments to measure the stresses
developing in the ~einforcing steel of the segments. The strain
meters used were Geokon’s model 4911 "Sister Bars" (see Appendix
A). These instruments were essentially vibrating wire strain
gages fixed to short lengths cf reinforcing steel. For
installation, the instruments were tie-wired to the reinforcing
steel "cage" of the selected liner segments.
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2.5 Convergence Reference Points

Convergence reference points function as the end points for tape
extensometer readings. The tape extensometer readings were used
to monitor changes in chord lengths inside the tunnel, and
hence, closure and deformation of the tunnel section. For the
SPCT project, stainless steel eye-bolts attached to groutable
rebar anchors were used for the reference points, and the tape
extensometer was Geokon’s model 1600-1 tape extensometer (see
Appendix A). The tape extensometer had a resolution of 0.001
inch, and the readings were repeatable to 0,005 inch.

2.6 Surface Displacement Markers

Surface displacement markers were installed along the SPCT
alignment to monitor the amount of surface displacement, if any,
due to tunnel construction approximately 120 ft below the ground
surface. The specified surface displacement markers consisted
of 4~ft long lengths of No. 6 reinforcing steel driven
vertically into the ground, with the top of the rod flush with
the ground surface. The elevations of the tops of the rods were
monitored using optical surveying techniques. Measurements were
made to the nearest 0.001 ft, and the readings were considered
accurate to 0.01 ft.

2.7 Borescope Observations

An Instrument Technology, Inc. model 122500 battery-powered
extendable borescope was procured for the SPCT instrumentation
program. It was fitted with a right-angle viewing head that
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provided a 2-inch relatively undistorted field of view, and an
attachment was available for mounting a 35 mm camera at the
viewing end. The eye-piece was inscribed with 0.025 inch
graduations.

The borescope was used to observe, photograph, and measure
fracture openings, including joints and bedding planes, in the
rock mass surrounding the tunnel excavation. The observations
and measurements were made in seven 8-ft long 3-inch diameter
boreholes drilled at various angles from the inside of the TBM
at approximately equal spacing, excluding the invert, around the
periphery of the tunnel at COE-specified tunnel stations.
Centering devices were attached to the borescope to keep it
aligned in the boreholes.

3.0 INSTRUMENTATION LOCATIONS AND INSTALLATION PROCEDURES

Tables 1 and 2 list the instrumentation that has been installed
in the SPCT and outlet shaft, including the quantities
installed, the installation locations, and the dates of
installation and latest readings. Table 2 also shows the status
of the different instruments as of the dates of the latest
readings. Figure ** shows the instrumentation locations
relative to the SPCT alignment, and Figures ** through ** are
schematic sketches nf typical instrumentation installations.

The following paragraphs provida selected details of the
instrumentation installation procedures. Except as noted, the
instrumentation installations generally conformed with the
project plans and specifications.
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3.1 Outlet shaft Instrumentation

Instrumentation installed in the SPCT outlet shaft consists of
12 three-position borehole extensometers, 12 rock bolt load
cells, and six total pressure cells. Four extensometers were
installed at each of three elevations, namely approximate
elevations 604 ft, 575 ft, and 550 ft (Project Datum, PD), four
rock bolt load cells were installed at each of approximate
elevations 596 ft, 575 ft, and 550 ft PD, and the six total
pressure cells were installed at approximate elevation 562 ft
PD. The installation configurations of the outlet shaft
instruments are shown on Figures #** and **, and the installation

procedures are discussed in the following paragraphs.

3.1.1 Borehole Extensometers. Figure ** shows a typical
borehole extensometer installation in the outlet shaft. The
extensometer anchors were at depths of approximately 3 ft, 11
ft, and 26 ft from the shaft wall. The reference head was
recessed 24 inches in the wall to protect it from damage.

At each of the three instrumentation elevations, the electrical
read-out cables from all four extensometers were routed along
the circumference of the shaft through PVC conduit to a common
point, where they were spliced to a multi-pair junction cable.
The junction cable was then routed vertically through PVC
conduit to the ground surface, where it terminates in a lockable
watertight terminal box. At the time of this writing, the
location of the extensometer terminal boxes is considered
temporary; however, each terminal box is labeled, and
identification for future monitoring is not expected to be
problematical.
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Complete installation of four extensometers at one elevation was
generally a two- to three-day effort, including time to drill
the boreholes. After a borehole was drilled, the extensometer
rods and standpipe were inserted, and a cement-based grout was
pumped through the standpipe into the borehole. The grout was
given 12 hours to cure, at which time the rods were tensioned
and the reference head was installed. Electronic readings were
typically erratic up to 24 hours after grout placement, but
manual readings were taken immediately following installation.

3.1.2 Rock Bolt lLoad Cells. Figure ** shows a typical rock
bolt load cell installation in the outlet shaft. The load cells
were installed on 39-ft long No. 8 steel reinforcing bars, 19 ft
of which were anchored with a 2~part fast-setting resin grout.
The 20~-ft long free length was double-wrapped with asphaltic
tape and cased with 2-inch diameter PVC pipe to mitigate any
anchoring effects that might occur on the free length as a
result of closure of the borehole. The rock bolts installed for
purposes of load cell instrumentation were not considered to be

structural members.

Following installation of the rock bolt¥, and prior to placing
the load cells, the bolts were pull-tested for verification of
anchor reliability. The pull-tasts consisted of loading and
unloading the bolts in 1-ton increments (or decrements) while
monitoring bolt movements. The maximum load applied during the
pull-tests was 10 tons. In all except one case, bolt anchorage
appeared satisfactory, with the load-deformation behavior of the
bolt installations being approximately linear. The exceptional
case was a bolt installed at approximate elevation $96 ft, the
anchorage of which appeared to fail at an approximate load of **
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performed for the non-structural rock bolt installations in the
SPCT outlet shaft.

The load cells were mounted on the rock bolts immediately
following completion of the pull-tests. Each load cell was
seated on 1-inch thick steel bearing plate, and was held in
place by a was“2r and nut assembly. In some cases, dry-pack
(hydraulic) concrete was placed beneath the bearing plate,
between the plate and the underlying rock mass, to improve the
contact between the bearing plate and the rock mass, and to
orient the bearing plate as nearly perpendicular to the bolt as
possible. The end of the rock bolt was recessed approximately 6
inches in the shaft wall to protect the load cell from damage.
There were no loads applied to the lcad cell at the time of
installation other than the "snugging" load applied by the
washer and nut assembly.

At each of the three instrumentation elevations, the electrical
read-out cables from all four rock bolt load cells were routed
to the ground surface in the same manner as the cables for the
three-position borehole extensometers.,

Complete installation of four rock bolt load cells at one
elevation was generally a one- to two-day effort, including time
to drill the boreholes and perform the pull~tests. After a
borehole was drilled, the resin grout cartridges and the bolt
were inserted into the borehole, and the bolt was spun to mix
the cartridge ingredients. Approximately 15 minutes later, the E
bolt was pull-tested. The load cell was installed after |
completion of the pull-test. Electronic readings were typically '
erratic up to about 12 hours after load cell installation.
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The installation procedure for the instrumented rock bolts

described herein represents a significant deviation from the
project plans and specifications. As installed, the rock bolts
have approximately 19-ft long by 1-5/8-inch diameter resin-
encapsulated anchors instead of the specified 1C0-ft long by 3-
inch diameter resin-encapsulated anchors. This change was
necessary because the specifications were inconsistent with
industry standard products and procedures.

3.1.3 Total Pressure Cells. Figure ** shows a typical total
pressure cell installation in the outlet shaft. The pressure
cells were attacaned with tie wires to reinforcing bars, then
cast in tne final concrete shaft liner.,

Approximately 28 days after the pressure cells were installed,
the cells were '"repressurized" using a crimping tube mechanism
designed for that purpose. Repressurization causes the cells to
expand against the surrounding the concrete, and thereby fill
any voids between the cells and the concrete resulting from
contraction of the concrete as it cured.

The electrical read-out cables from all six total pressure cells
were routed along the circumference of the shaft to a common
point, then routed to the ground surface in a tied bundle. At
the time of this writing, the cables terminated at individual
spools temporarily located near the collar of the shaft. Within
the shaft, the cables were cast in the final concrete shaft
liner.




3.2 e nst entatio

Instrumentation was installed at two stations of the SPCT,
namely Station 143+75 and Station 158+47. The instrumentation
that was installed at each station consisted of the following:

One six-position borehole extensometer:;

One rock bolt load cell:;

Three total pressure cells;

Three reinforced concrete strain meters; and

0O 0 0 o o

Six convergence reference points.

In addition, borescope observations, photographs, and
measurements were made at both instrumentation stations, and
surface displacement markers were installed in the vicinity of
Station 143+75,

The six-position borehole extensometers and the displacement
markers were installed at least 200 ft in advance of the TBM
excavation. The total pressure cells and the reinforced
concrete strain meters were installed with the precast concrete
liner segments, approximately 67 ft behind the TBM cutter head,
and the rock bolt load cells were installed and the borescope
observations made immediately after installation of the
instrumented segments. The convergence reference points were
installed as soon as practicable after installation of the
precast segments, but it was not possible to make tape
extensometer measurements until the TBM trailing gear had passed
the instrumentation station, approximately 400 ft behind the
cutter head.
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The installation configurations of the tunnel instruments are
shown on Figures ** and **, and the installation procedures are
discussed in the following paragraphs.

3.2.1 pBorehole Extensometers. Figure ** shows a typical six-
position borehole extensometer installation at a tunnel

instrumentation station. The deepest extensometer anchor was
located approximately 3 ft above the crown of the tunnel
excavation, or approximately 115 ft below the ground surface,
and the other 5 anchors were spaced between the deepest anchor
and the weathered/unweathered shale interface. The reference
head was located at the ground surtace, but recessed
approximately 3 ft so tha% its protective cover was installed
flush with the surface.

The electrical read-out cable from the extensometer was routed
through conduit to a watertight terminal box. For the
extensometer at Station 143+75, the terminal box was temporarily
located in a lockable utility shed placed on the project site
for that purpose. For the extensometer at Station 154+47, the
terminal box was placed in a recessed lockable rectangular valve
box installed near the extensometer.

Complete installation of a six-position borehole extensometer
was generally a four~ to five-day effort. On the first day, 12-
inch diameter PVC casing was drilled through the overburden
soils and weathered shale at the extensometer location, and
grouted in place. Approximately 12 hours later, after the grout
had set, the boring was advanced through the unweathered shale
to total depth. Rock cores were recovered from the boring, and
logged for geologic characteristics. After the borehole was
drilled, the extensometer rods and standpipe were inserted, and
a cement~based grout was pumped through the standpipe into the




borehole.
rods were tensioned and the reference head was installed.
Electronic readings were typically erratic up to 24 hours after

The grout cured at least 24 hours, at which time the

grout was placed, but manual readings were taken immediately
following installation.

3.2.2 Rogk Bolt load Cellis. The rock bolt icad cell
installations varied between the two SPCT instrumentation
stations. Therefore, the inpstallations will be discussed

separately.

(a) Instrumentation Station 143+75. Figure ** shows the rock
bolt load cell installation at Station 143+75% of the SPCT. It
is similar to the load cell installations in the outlet shaft.
The rock bolt was installed vertically in the roof of the tunnel
from the top of the TBM main beam through a 12-inch diameter
"block~out" that had been cast for that purpose in the liner
segment. The bolt was installed vertically rather than radially
because the configuration of the TBM machinery did not
accommodate a radial drill rig set-up in the roof of the tunnel.
The vertical installation took a significantly longer period of
time than the horizontal installations in the outlet shaft due
to difficulties experienced in placing the resin grout
cartridgas in the borehole. Grout dripped from the borehole
after it was mixed until sufficient time had passed for it to
completely secct.

Following installation, and prior to mounting the load cell, the
rock bolt was pull-tested in the manner described previously for
the bolts installed in the outlet shaft. The maximum load
applied during the pull-test was 8.5 tons. Although the bolt
anchorage appeared to slip at an approximate 5-ton load, it




successfully held the maximum 8.S5-ton load. Appendix B contains
the results of the pull-test performed for the bolt installed at
Station 143+75.

The load cell was mounted on the rock bolt immediately following
completion of the pull-test in the manner described previously
for the bolts installed in the outlet shaft. The load cell
installation was recessed in the block~out cast in the 12-inch
thick precast liner segment. The instrumented roc. bolt was
stressed with an approximate l-ton tensile load at the time of
installation.

The electrical read-out cable for the load cell was spliced to a
junction cable that ran along the outer surface of the liner to
the hydraulic instrumentation shaft located at approximate
Station 143+00. The junction cable was then routed to the
ground surface through the hydraulic instrumentation shaft to a
watertight terminal box temporarily located in a lockable
utility shed placed near the collar of the shaft for that
purpose.

(b) Instrumentation Station 158+47. Partially due to the
difficulty experienced at Station 143475 in placing the resin
grout cartridges, the decision was made to change to a cement-
based grout anchorage for the rock bolt installation at Station
158+47. The anchor length was increased from 20 to 25 ft, and
the grout cured for 90 hours before the bolt was pull-tested.
However, in all other respects, the installation was the same as
the Station 143475 installation. The bolt was successfully
pull-tested to a maximum load of 8 tons, and it was stressed
with an approximate 1-ton tensile load at the time of
installation. Appendix B contains the results of the pull-test
performed for the bolt installed at Station 158+47.

"



The electrical read-out cable for the load cell was spliced to a
junction cakle that was routed to the ground surface through
steel conduit attached to the inside wall of the ventilation
shaft located at approxiemate Station 158+14. It was necessary
to place the junction cable in a conduit to avoid damaging it

when the ventilation shaft was subsequently used by Ohbayashi as
a temporary pea gravel hopper. At the ground surface, the cable
was routed through conduit to a terminal box located in the sare
recessed valve box previously described for the Station 158+47

six~position borehole extensometer.

3.2.3 Total Pressure Cells. Figure ** shows a typical total
pressure cell installation on a precast concrete liner segment.
The total pressure cells were epoxied in block-outs cast in the
outer surface of the segments for that purpose.

At each instrumentation station, the electrical read-out cables

from the pressure cells were routed around the outside of the

segment ring to the crown of the tunnel where they were spliced

to the same rulti-pair junction cable as the rock bolt load

cell. The terminal box for the total pressure cells installed

at Station 143+00 was temporarily located in the lockable

utility shed placed on the project site for that purpose, and

the cerminal box for the total pressure cells installed at i
Station 158+47 was located in the same enclosure as the terminal

box for the six-position borehole extensometer.

3.2.4 Reinforced Concrete Strain Meters. Figure *#* shcws a
typical reinforced concrete strain meter installation in a
precast concrete liner segment. The reinforced concrete strain
meters were embedded in the precast segments when the segments

were manufactured.
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At each instrumentation station, the electrical read-out cables
from the strain meters were routed around the outside of the
segment ring in the same manner as the total pressure cells, and
spliced to the same junction cable as the rock bolt load cell
and the pressure cell cables. The terminal boxes for the
reinforced concrete strain meters are the same as for the total
pressure cells. The terminal boxes have labeled switches for
the different types of instrumentation, so future monitoring is
not expected to be problematical.

3.2.5 Convergence Reference Points. Figure *#* shows a typical
convergence reference point installation in the SPCT. The
reference points were not installed in the tunnel crown or
invert because the presence of the ventilation duct in the roof
and the muck train tracks in the invert made it impossible to
access the points for monitoring and maintenance. A 2-part
resin grout was used to anchor the reference points in holes
drilled in the precast concrete liner segment for that purpose.

It was not possible to make the tape extensometer measurements
within about 400 ft of the TBM cutter head because the tunnel

section was blocked with the TBM trailing gear and transformer
jumbo. After the TBM equipment had passed the station, accecs
to the convergence points was only available with a "man-li1ft",

use of which blocked passage of the muck trains.

3.2.6 B8urface Displacement Markers. Figure ** shows the
locations of the surface displacement mackers installed along
the SPCT alignment. The marker rods were hammered 1into place
with a sledge. Surveys of the marker elevations were made when
the markers were accessible; however, because the markers were
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located in one of Ohbayashi’s storage areas, they were

frequently covered with stored equipment or materials, and
hence, were inaccessible.

3.2.7 Borescope Observations and Measurements. Figure ** shows

the locations and orientations of the boreholes drilled at COE-
specified stations for the borescope observations and
neasurements. As indicated in the project plans and
specifications, it was intended that the boreholes be drilled
radially. However, the configuration of the TBM machinery did
not accomnodate a radial drill rig set-uj: in the tunnel at every
boring location. The drill rig was mounted on the erector ring
of the TBM.

Each boring was observed with four passes of the borescope, each
pass being offset from the previous by 90 degrees. If a
fracture was observed during any of the passes, its location 1in
the boring was noted, its aperture was measured, and it was
photographed. Appendix C contains the records of the borescope
observations and measurements. It is noted that the borescope
observations and measurements were made at only one time for
each instrumentation station.

4.0 INSTRUMENTATION DATA

4.1 Monitoring Program

Duriny construction of the SPCT and outlet shaft, an automatic
data acquisition system (ADAS) was utilized to obtain electronic
instrumentation data on a daily basis. However, the data were
only reported to Ohbayashi and the COE when there were
significant changes, but at least once a month. The data
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reports consisted of tabulations of the raw and reduced data,
and plots of the reduced data versus time elapsed since
instrumentation installaticn. In general, data reports were
submitted daily for 14 to 28 days following installation, weekly
for the next 28 days, and monthly thereafter through November
1989.

The instrumentation that was not monitored with the ADAS
included certain three-position borehole extensometers in the
outlet shaft that had become electronically non-functional (see
Table 2), the convergence reference points in the tunnel, and
the displacement markers. When accessible, these instruments
were monitored on a daily basis for 14 to 28 days following
installation, weekly for the next 28 days, and monthly
thereafter through November 1989.

Appendix D contains reports of the raw and reduced data obtained
from the SPCT and outlet shaft instrumentation, and Appendix E
contains plots of the reduced data vs. elapsed time since
instrument installation. It is noted that some of the data
presented in Appendices D and E have been edited to eliminate
anomalous data from the data records, and hence, the records may
differ from reports that have been previously submitted.

4.2 Summary of Data

The following paragraphs contain brief summaries of the SPCT and
outlet shaft instrumentation data. The data are summarized on
the basis of sha<t elevation or tunnel station. Because the

different types of instruments were designed for monitoring
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different ground behavior parameters, the data summaries, and
subsequent data interpretations (Section 5.0) focus on the
trends of the data rather than on the actual data values.

4.2.1 oOutlet Shaft.

(a) Elevation 604. The rock mass at approximate elevation 604
at the outlet shaft site was identified by the COE as weathered

Taylor Shale.
touch.

Data from the
elevation 604
increasing in

It had a soft consistency, and was damp to the

borehole extensometers installed at approximate
showed the somewhat unusual trend of initially
value (indicating extension of the instrument

rods, or closure of the shaft section), then decreasing for a
net reading on the order of +/-0.01 inch. The maximum extension
measured by the elevation 604 extensometers was +/-0.05 inch.

(b) Elevation 596. The rock mass at approximate elevation 596
was identified by the COE as unweathered Taylor Shale bedrock.
In the SPCT outlet shaft, it was logged as being primarily soft
to moderately soft, with some limy zones.

As with the extensometers installed at approximate elevation
604, data from the rock bolt load cells installed at approximate
elevation 596 showed the unusual trend of initially increasing
in value (indicating tensile loading of the bolt), then
decreasing. However, data from the load cells installed at
positions 1, 2, and 4 indicated subsequent reloading of the
bolts. At the time of the last reading, the tensile loads
acting on the position 2 and 4 bolts were continuing to increase

with time, although at a decreasing rate.
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The maximum loads measured by the rock bolt load cells installed
at approximate elevation 596 were as follows:

Total Load Date of
Position (kips tension) Reading
1 2.1 21 Nov. 1989
2 4.6 24 Aug. 1990
3 0.4 24 Aug. 1990
4 3.8 24 Aug. 1990

(c) Elevation 575. The majority of the displacements measured
by the borehole extensometers installed at approximate elevation
575 occurred over a relatively short period of time, 20 to 30
days, followed by relatively minor to negligible additional
displacements occurring over a long-term period. The maximum
displacements measured by the borehole extensometers installed
at approximate elevation 575 were as follows:

Max.
Cisplacement Date of
Position (inches extension) Reading
A 0.086 24 Oct. 1989
B 0.102 24 Aug. 1990
C 0.104 24 Aug. 1990
D 0.098 24 Aug. 1990

The trend of the elevation 575 rock bolt load cell data was
similar to the trend of the elevation 575 extensometer data,
namely, the majority of the measured load development occurred
over a relatively short period of time, 20 to 30 days, followed
by relatively minor additional load development occurring over a
long~-term period. As of the last reading of the load cell data,
it appeared that the tensile loads were continuing to develop on
all four bolts. The maximum measured loads were as follows:




Total Load Date of

ositjo. {kips tension) Reading
1 3.2 24 Aug. 1990
2 3.0 24 Aug. 1990
3 3.9 24 Aug. 1990
4 2.7 24 Aug. 1990

{d) Elevation 550. The trend of the data from the borehole
extensometers installed at approximate elevation 550 was
gererally the same as the trend observed for the elevation 575
extensometer data. It is noted that the elevation 550
extensometer located at position A had been monitored manually.
Therefore, there was more variation between consecutive data
values than was observed for the extensometer data obtained
electronically.

The maximum displacements measured by the borehole extensometers
installed at approximate elevation 550 were as follows:

Max.
Displacement Date of
Pogsition (inches extension) Reading
A 0,092 12 Oct. 1989
B 0.084 21 Nov. 1989
C 0.063 24 Aug. 1990
D 0.064 24 Aug. 1990

The trend of the data from three of the elevation 550 rock bolt
load cells was similar to the trend observed for the elevation
575 load cells, with the exception that tensile load development
appears to be continuing only for the position 3 bolt. The bolt
at position 1 was disturbed by construction activities, and
appeared to develop a compressive loading that the load cell
installation was not designed to monitor.
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The maximum bolt loads measured by the elevation 550 rock bolt
load cells were as follows:

Total Load Date of
Position (kips tension) Reading
1 Disturbed 24 Aug. 1990
2 2.9 24 Aug. 1990
3 4.7 24 Aug. 1990
4 3.0 24 Aug. 1990

4.1.2 Instrumentation Station 143+7S.

(a) Bix-Position Borehole Extensometer. Data from the six-
position borehole extensometer installed at approximate Station
143+75 indicate that significant ground movements above the
crown of the tunnel did not occur in response to the tunnel
excavation until the TBM was directly below the instrument
installation. Ground movements apparently continued to occur
for the next approximately 50 days, at which time the TBM had
advanced 443 feet beyond the instrument installation, which
approximately coincides with the time at which Ohbayashi began
placing pea gravel and grout in the annular space between the
precast concrete liner segments and the surrounding rock mass.

Data from the six-position borehole extensometer installed at
approximate Station 143+75 were anomalous in that the shallower
anchors 2, 3, and 4 showed greater movements than the deeper
anchor 5. Furthermore, gross movement of anchor & did not occur
until the TBM had advanced 443 feet beyond the instrument
installation.
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Maximum relative movements measured by the six anchors of the
borehole extensometer installed at approximate Station 143+75
were as follows:

Max.
Rel. Movement

Anchor {(inches extenzion)

0.0
0.081
0.105
0.137
0.029
0.555

[« 06, I X I S e

(b) s8urface Displacement Markers. Survey data for the surface
displacement markers installed in the vicinity of Station 143+75
indicate ground surface movements ranging from about 0.028 inch
"heave" to 0.040 inch "subsidence", with no apparent consistent
trend and with no apparent relationship to tunneling operations.

{¢) Rock Bolt Lead Cell. Data from the rock bolt load cell

installed at approximate Station 143+75 showed a reduction in
load below the approximate 1-ton tensile pre-load. The most

feasible explanation for these data are-that the bolt anchor

failed immediately upon instrumentation installation (if not

socner).

(d) Total Pressure Cells and Reinforced Concrete 8train Meters.
The total pressure cells and reinforced concrete strain meters
installed at approximate Station 143+75 had erratic readings
until the annular space between the precast concrete liner
segments and the surrounding rock mass was filled with pea
gravel and the invert was grouted. After that time, the data
indicate nearly symmetrical stress development in the arch
segments of the tunnel lining. Furthermore, the trends of
stress development appear nearly identical as measured by the

G-24




total pressure cells and the reinforced concrete strain meters,

namely initially increasing to a maximum value, then decreasing.
The maximum total pressure cell measurements were on the order
of 40 to 60 psi, and the maximum reinforced concrete strain
meter measurements were on the order of 3200 psi.

(e) Convergence Reference Points. The convergence reference
points installed at approximate Station 143+75 were not
monitored until the TBM cutter head had advanced approximately
1000 feet (in 76 days) beyond the instrurentation station.
Nonetheless, the ccnvergence measurements indicate that the
precast concrete segmental tunnel lining deformed from circular,
with the diameter at the springline increasing in length, and
the diameters at the quarter-points decreasing in length. The
naximum measured increase of the springline diameter was 0.21
inch, and the maximum measured decrease of the quarter-point
diameter was 0.07 inch.

(f) Borescope Observations and Measurements. Very few
fractures were observed with the borescope at Station 143+75,
and all of the fracture observatinns were in borings located
akove the springline of the tunnel. The general orientation of
the fractures appeared to be horizontal, and along bedding
planes of the Taylor Shale. The observed apertures ranged from
0.02 inch to 1.6 inches wide (see Appendix C).

4.1.3 Instrumentation Station 158+47.

(a) 8ix-Position Borehole Extensometer. As at Station 143475,
data from the six-position borehole extensometer installed at
approximate Station 158+47 indicate that significant ground
rovements above the crown of the tunnel did not occur in




response to the tunnel excavation until the TBM was directly
below the instrument installation. Ground movements apparently
continued to occur for the next approximately 14 days, at which
time the TBM had advanced 43 feet beyond the instrument
installation, which approximately coincides with the time at
which Ohbayashi began placing pea gravel in the annular space
between the precast concrete liner segments and the surrounding
rock mass.

Data from the six-position borehole extensometer installed at
approximate Station 158+47 were anomalous in that the shallower
anchors 3, 4 and 5 showed greater movements than the deeper

anchor 6.

Maximum relative movements measured by the six anchors of the
borehole extensometer installed at approximate Station 158+47
were as follows:

Max.
Rel. Movement

Anchor {inches extension)

0.0
0.054
0.098
0.089
0.153
0.086
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(b) Rock Bolt Load Cell. As with the rock bolt load cell
installed at approximate Station 143+75, data from the rock bolt
load cell installed at approximate Station 158+47 showed a
reduction in locad below the approximate l-ton tensile pre-load.
The most feasible explanation fcr these data are that the bolt
anchor failed immediately upon instrumentation installation (if

not sooner).




(c) Total Pressure Cells and Reinforced Concrete Strain Meters.
The total pressure cells and reinforced concrete strain meters
installed at approximate Station 158+47 had erratic readings
until the annular space between the precast concrete liner
segments and the surrounding rock mass was filled with pea
gravel and the invert was grouted. After that time, the
reinforced concrete strain meter data indicate nearly
symmetrical stress development in the arch segments of the
tunnel lining. Furthermore, the trends of stress development
appear nearly identical as measured by the total pressure cells
and the reinforced concrete strain meters.

The maximum total pressure cell measurement was 113 psi, and the
maximum reinforced concrete strain meter measurements were on
the order of 4500 psi.

(d) Convergence Reference Points. The convergence reference
points installed at approximate Station 158+47 were not
monitored until the TBM cutter head had advanced approximately
400 feet (in 20 days) beyond the instrumentation station. The
convergence measurements indicate that the diameter of the
precast concrete segmental tunnel lining increased at the
springline and at the quarter-points. The maximum measured
increase of the springline diameter was 0.13 inch, and the
maximum measured increases of the gquarter-point diameters were
0.04 inch and 0.12 inch.

(e) Borescope Observations and Measurements. Very few
fractures were observed with the borescope at approximate
Station 158+47, and all of the fracture observations except two
were in borings located above the springline of the tunnel. The
general orientation of the fractures appeared to be horizontal,




and along the bedding planes of the Taylor Shale. The observed
apertures ranged from 0.025 inch to 1.5 inches wide (see
Appendix C).

5.0 INTERPRETIVE GROUND PERFORMANCE

In general, as of the dates of the latest instrumentation
readings, the instrumentation data have not indicated the
development of any alarming trends in rock mass behavior that
would threaten the integrity of the constructed San Pedro Creek
Tunnel and outlet shaft. However, it is noted that some of the
instrumentation data continue to show increasin deformations,
loads, and stresses. It is anticipated that the rock mass B
surrounding the tunnel and shaft may undergo swelling
deformation when exposed to water seeping through the lining
during system operation, and thereby causee additional
deformation or stress development in the tunnel and shaft
linings.

The following specific conclusions are made relative to the
behavior of the ground during excavation of the SPCT and outlet
shaft, as indicated by the instrumentation data:

o The initial peaking and subsequent decrease of deformations
and load development measured by the extensometers and rock
bolt load cells installed at approximate elevations 604 and
596, respectively, in the outlet shaft may be accounted for
by one, or a combination, of the following scenarios: 1)
desiccation and shrinkags of the rock mass on which the

.tensometer heads and the load cell bearing plates are




bearing; 2) the rock mass surrounding the grouted anchors
of these instruments has undergone creep at the depth of
the instrumentation anchors, or the anchors have failed;

and/or 3) a transfer of rock loads to the shotcrete lining
of the shaft. 1In the case of potential scenarios (1) and
(2), the distance between the anchors and the extensometer
head or the load cell would decrease, and the
instrumentation measurements would decrease. In the case
of potential scenario (3), the later increase in loads
developing in the rock bolts may then be indicating that
the shotcrete lining became loaded and began acting as a
compression ring. Data from strain gages installed per
Ohbayashi on one ring beam in the shaft excavation indicate
that most stress development in the beam occurred within
120 days of placement of the beam.

The instrumented rock bolt installations are not compatible
with either the shaft construction support system or the
tunnel lining system. Therefore, the stresses calculated
as being either bolt stresses or rock mass stresses are not
considered to be representative of the stresses developing
in the shaft and tunnel linings. Mowever, the trend of the
stress development in the bolts may be indicative ot the
development of stresses in the linings; that is, the
ongoing bolt stress development being measured by 10 of the
12 rock bolt load cell installations in the shaft may
indicate continuing stress development in the shaft lining.

The three-position borehole extensometer measuiements in
the shaft appear to indicate that rock mass deformations
are relatively uniform in a two~dimensional horizontal

plane at a give elevation. At the tvime of this writing,
the maximum decrease in shaft diameter indicated by the




extensometer measurements is on the order of 0.15 to 0.2
inch. However, six of the 12 extensometer installations
indicate that shaft rock wall xovements are continuing to
occur, whach trend is consistent with the trend of the data
frem some of the rock bolt load cell installations in the
shaft.

Data i1rom the re: .orced concrete strain meters instalied
at approximate Stations 143+75 and 158447 in the tunnel
indicate a relatively unifomm pressure developing in the
arch segments of the tunnel lining at t :se stations on the
order of 25 psi. Data from the total pressure cells
installed at the same stations indicate reilatively unifern
pressures developing in the arch segments ofon the tunnel
lining on the crder of 15 psi and 40 psi, respectively.

There appears to be a good correlation between the trends
of lining stress development as indicated by the <otal
pressure cell and the reinforced concrete strain meter
measurements at approximate Station i43+75 and Station
158+47. However, during the course of construction, the
magnitudes of the stresses indicated by the total pressure
cell measurements indicated significantly greater railial
pressure on the tunnel lining than did the reinforced
concrete strain meter measurements. This difference may
reflect the greater sensitivity of the total pressure cell
measurements to relatively locali-ed tunnel lining
deformations than the reinforced concrete strain gage
measurerents. Such localized tunnel lining deformations
cculd have been caused by the loads of the mining equipment
operating inside the tunnel and/or differential confinement

of Lhe liner segments by the 1n situ rock and/or the pea ;

gravel and grout backfill.




o A comparison of data from the six-position borehole

extensoneters installed at approximate Stations 143+75 and
158+47 along the tunnel alignment with survey data froz the
surface displacement markers installed between Stations
143+00 and 145+00 indicates that rock mass settlements
above the tunnel excavatiorn attenuate with distance above
the excavation to become practically negligible at the
ground surface. It is considered that the survey data fronm
the surface displacement markers are related to surface
activities in Ohbayashi’s storage area, for which there arce
no accurate records, and/or apparent shrink and swell
activity of the overburden soils in the vicinity of Station
143+475. These effects appear to be sufficient to mask
excavation-induced ground surface settlements.

There does not appear to be a correlation between the
borescope observations of fracture frequency and
orientation and other instrumentation data or observed rock
mass behavior. The relatively few fractures observed with
the borescope in the vicinity of Stations 143475 and 158+47
of the tunnel would indicate that less rock mass movement
should be anticipated above the tunnel excavation than was
actually measured by the six-position borehole
extensometers installed to within 3 ft of the tunnel crown.
This finding may be due to the relatively short period of
time from tunnel advance to borescope okservations compared
to the months-long period of time over which the
extensometer data were obtained. Furthermore, the
borescope observations were made through the shield of the
TBM whereas most of the ground movements measured by the
extensometers occurred after the shield had been advanced
beyond the instrumentation station.
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TABLE 1

San Antonio Riyer and San Pedro Creek Tunnels Projsct

GEOTECHNICAL INSTRUMENTATION INSTALLED IN SAN PEDRO CREEK OUTLET SHA;

or
DETRMENTATION DTRMENT \ pRE-DSTMLATION | DSTAUATION | DNSTALATIG | fEEwWT 1 SBMIFIML INSTRIENT i
AEWIIN | CGAITIES & TWES  §  SeMTTALS) ! WE T ORPIRIS) ) DA RBIRTS ! RENNE t STATS -
(approx.)  § H H H H H (see note 1) I (see note 2) !
n
Elev. 604 4 - 3 posataon borehole 22 Dec. ‘% I%r, ‘8 By, ®  Bwar,’w  2tand Vdov. '8 Pos. Awust be -
extensoseters 2 Jan, 'R o4 Mar. '8 % oy '8 read manially 1,
 Mar. ‘B 27 June ‘%
28 Nar, ‘B 16 fug. ‘8 ;,
20 Sep. ‘% .
2 5ep. '8
21 0ct. '® {
A 7 Feb, B 2,
8 June ' '
5 hg. D t
Elev. 5% 4 - rock polt 22 Dec. ‘97 1822 Har. %8 Bar. B B Mar, B 21 v, ‘89 !
1024 cells 2 Jan. '8 Hwr. ® % Yay '8
1 Feb. ‘B8 o har, '8 27 Jue ‘% ({
19 Feb, ‘%8 28 Mar. ‘B 16 fug. ‘88
& Feb. '8 8 June '8 20 Sep, ‘98 “\U\ \{ D?\P‘
 Feb., '8 21 Oct, ' ?RE\,\N\ \
7 Feb, '8
8 June ‘89
S Ay, ‘D R
Elev. 575 4 03, = 3 pos. borehole 2 . ‘9 g-11 fpr. '8 14 fpr. 8 % May '8 2t and 30 Nov. ‘89 Pos. 4 exten-
extensoseters, 2 Jan. ‘8 20 tor. ‘W 27 June ‘S8 soaeter aust be
rock bolt 1 Feb. ‘88 8 hune ‘88 16 fug, '8 read sanually
10ad cells 19 Feb. ‘88 20 Sep. ‘R
25 Feb, ‘88 21 Gct, ‘B8 !
29 Feb, ‘88 7F, B
8 Jure ‘83
% fg. B9
Elev. 5% 4 w3, = 3 pos. borehole 22 Dec. ‘97 6 Nay ‘88 B My ‘B % May ‘8 M0t ‘Pand  Pos, A exten
extensoseters, % Jan, '83 26 My '8 16 June ‘83 21 Nov. ‘89 soseter must be
rock bolt 1 Feb. ‘88 8 June ‘88 21 Jure ‘8 read sanuaily
load cells 19 Feb. 88 15 fug. ‘88
25 Feb, '8 2050, '8
29 Feb, ‘8 21 Gct, ‘8
20 fr. ‘8 7 Fab, B
8 June ‘8
%5 fug, Y




SHM

TABLE 1

? San Antonio River and San Pedro Creek Tunnels Project

t
I OTECHNICAL INSTRUMENTATION INSTALLED IN SAN PEDRO CREEK OUTLET SHAFT

1

© DGTUTION | DSTALATIN  REEVAT 1 SBOFIML 1 INSTUEN
L ME ! ORPRT | DARBPRTS ¢ NENDG t o sms
r’ : ! : y lsemsteD) 1 lseemted
L -
' WTES:
* 3N, 8 Blr.®  BWr. @ A Dlov. '8 Pos. Amstbe
, % r. ‘B % May ‘B read sanuaily 1. FINLL" READINES MILL BE THKEN
' ; :: ': fz ::! ’: mm T0 PREPARATION OF FINL
. - PEIRD CREEX TUNNEL A0 QUTLET
| 0 5. ‘B ST DISTRIENTATION RPN,
2 : 3' ,: PEIDING MVAILANLE AOCESS.
Tfes. B | o emen sunse 15 ericaE
8 Jure ‘89 15 (F THE DATE OF THE SDMI-FINAL
! & g B FEADINES .
BRNr, W Bhr® BB 21 Nev. ‘89
y Ml B BMy B
)N\ Alr,® e B ﬂ
BB 16 A, B
r Swe® N5 B “\\M{‘{ DRA
2l (et 8 ?\)\E\_\N\
7 Feb, '8
b 8 Jure ‘8
& . %
8-11 fpr. '8 14 for. ‘B XMy '® a0 Mov, '8 Pos, Aextenr
Dfer. B 2 Jue B soseter aust be
| She'® 16 A B read samatly
2 Sen. ‘%
21 oct. %
7Feb, B9
8 Juwe ‘8
= . W
§ My ‘B Bry'®  Hky® MKt Bt Pos Aeder
Hlay'® 16w B A Nov, B someler mst be
8 June '8 27 Jure ‘38 read manally
16 A, '8
2 Sep. '8
21 Oct. '8
)
8 ue @
% A, ‘D




TABLE 2

San Antonio River and San Pedro Creek Tunnels Project
GEOTECHNICAL INSTRUMENTATION INSTALLED IN SAN PEDRO CREEK TUNNEL

INSTALPENTATION | INSTRIENT | PRE-DSTALLATION | DSTALATION | DSTAULATION | RELEWWE @ SERL-FINL ¢ DETReNT
STATION | QUWTITIES k TVPES |  SUBMITTALIS) H DATE ! REPORTIS) | DATA REPORTS ! NG ! STANS
Gapprox.) !} H H H H H {see note 2} 1 (seenote 3)

Sta, 14075 &1 - 6 pos, borshole 22 Dec, ‘87 13 July ‘88 Vg B8 21 Dec, ‘08 21 Nov. ‘89

extensometer 5 Feo, 88 21 Feb, ‘0
6 June ‘38 8 Jure ‘83
S July '8 25 g, ‘89
# 18 displaceasnt 1 19 hay ‘88 9 fug. '88(% 11 A, '8 21 Dec, '8 10 Jan, ‘% 8 sarkers have
sarkers 21 Feb, ‘89 been disturbed or
2 Aug. ‘83 destroyed
# 1 = rock bolt load 13 My '8 30 Dec. ‘% 7 Feb, ‘89 21 Feb, ‘89 21 Nov, ‘89 and Pos, B stran
cells 3 - total press- 8 Jue ‘83 15 Mar, ‘89 9 Jan, ‘% seter cavot be
ure cuils; 3 - reanf, 6 uly 88 12 fpr. ‘83 Tead
concrete strain e 9 Ay, ‘8B 8 Jure ‘89
ters; 8 comvergence & ug. '8
points
 Jorescope obser- 2hy. '8 Jan.feb, ‘89 9Feb, ‘B9 and Mot applrcable Not applicable Not applicable
vations 12 Oct. '8 & tar, 89
Sta. 150447 1 - 6 pos, borshote S Fab, 83 18 July ‘88 4y, '8 2 hpr. ‘89 21 hov, 89
extensoseter 6 Jure ‘38 8 June ‘89
S July "8 % . 89
£ 1 = rock bott load 13 My '8 2127 War. ‘D) oer. 89 26 her, B 21 Nov, ‘8 and  Pos. A press, cell
cell; 3 ~ total press- 2 Jure ‘88 8 June ‘89 9 Jan. ‘R cannot be read
ure celis; 3 - rent, 8 June ‘88 25 Aug, ‘8%
concrete strain se- 6 July ‘8
ters; 6 convergence 12 July '8
ponts 9 fyg. '8
+ Dorescope obser- 2 fug, ‘8 Mr. ‘89 14 fpr. 89 Mot applacable Not applicable Not applicable
vations 12 Oct. '8

©0 g5 w0 0 60w

B ®




TABLE 2

San Antonio River and San Pedro Creek Tunnels Project

GEOTECHNICAL INSTRUMENTATION INSTALLED IN SAN PEDRO CREEK TUNNEL

| OWIN ¢ DSTALATION ¢ DSTAUATION @ RELEWANT ! BUFIM. ! DETRBNT
9 ! WE | REPORTIS) ¢ DATA REPORTS RIS ! STANS
H H | H {see note 2) 3 {see note 3)

T NOTES:
8 12 July '8 g B 2 Dec. ‘B8 21 Nov, 8%

1. nl 2t Feb, '8 1. FINL® READINGS NILL JE TAKEN
o8 3 Jue '8 PRIOR TO PREPAMTION (F FINLL
3 2 fug. 9 Al e o L N oUnET
’ SUFT INSTROENTATION AEPORT,

'8 9 fug, B 1 Ag, 8 210, ‘B 10 Jan. ‘R 8 warkers have PEDDE MAILALE ACXESS,
. 2 Fab, ‘D been disturbed or

2 . 2 Ay, 89 desiroysd 2. *INGTAMENT STATS® 1S APPLICAILE
R #5 OF THE DATE OF THE SEMI-FINAL
8 30 Dec, ‘% 7 Feb, ' 21 Feb, 89 21 Nov, ‘B9 and  Pos. B stran FENDINES,

8 15 Mar, ‘39 9 Jan, ‘% seter caot be
8 12 for. ‘% read
8 8 June ‘89

5 fug. ‘9
8 Jan.-Feb. '89  9Feb. ‘BYand Mot applicable Not applicable Not applicable
: B ARY DRAFT
E\_e BRy'E  dhg B %A D 2 dov. 'B PRE\_“‘MN
8 8 Jue ‘89
8 % A, '
8 2127 ar, ‘89 Wher, ' Ar, B 21 Nov. ‘B and  Pos, A press, cell
8 8 June ‘89 9 Jan, ‘% canrot be read
8 2 g, ‘89
8
8
8
Har, 89 184 dpr. ‘89 Mot applicable Not applicable Mot applicable

B e




IABLE 3

San Antonio River and San Pedro Creek Tunnels Project

GEOTECHNICAL INSTRUMENTATION INSTALLED
IN SAN PEDRO CREEK TUNNEL AND OUTLET SHAFT

INSTRUMENTATION

INSTRUMENT

INSTRAMENT

TYPE 1 MDeL ! QUANTS. &k LOCATIONS ! NOTES
i (seenotel) ! (see note 2) H
Three-pos1tion A-3-1500 Dutlet Shaft: May be read elec-
Borehole Extensoseter £ 4 at Elev, 604 {romcally or
€4 at Elev. 55 sanually
£ 4 at Elev. 50
Rock Bolt Load Cell 4900-50-1.0 Outlet Shaft: Load cell has
t 4 at Elev. 5% S50~ton capacity
¥ 4 at Elev, 575
#4al Elev. S5
Tunnel:
1 at Sta. 143475
1 at Sta. 158447
Six-Position A-3-1500 Tunrel: May be read elec-
Borehole Extensoseter €1 at Sta. 1475 trormcally or
+1 at Sta, 15847 manually
Total Pressure Cell 4800E Tunnel:

Reinforced Concrete
Strain Meter

Convergence Reference

4911 Sister Bar

Points: N/A

+ 3 at Sta, 143+75
+ 3 at Sta. 158447

Tunnel:
+ 3 at Sta. 143475
€ 3 at Sta. 15847

Tunnel:

Pos. A cetl cannot
be read

Pos. B seter cannot
be read

Points Tape Extensoseter: + 8 at Sta, 14375 {nvert point has
1600~1 been destroyed
¢ 6 at Sta. 158447 Crown and 1nvert
points were not
1nstatled
Displacesent Markers N/A 18 between Tunnel 8 markers have been
Stations 143400 and disturbed or
145+00 destroyed
Barescope Instrusent Tech- 7 boreholes x § ft. long ‘\\AR\( DRP\“
nology, Inc. sodel at Tunnel Stations ?RE\_\M\
122500 (extend- 143463, 143¢71, 14379,
able) 143487, 143495, 158+39,
158447, and 138+55
NOTES:

1. ALL INSTRUMENTS WERE WAMLFACTURED BY, AMD PURCHASED FROM, GEOKON, INC., EXCEPT

THE BOREYIPE,

G-39

2. LISTED ELEVATIONS AND STATIONS ARE APPROXIMATE,




APPENDIX A

REPORTS OF RAW AND REDUCED INSTRUMENTATION DATA

(NOT INCLUDED)

DRAFT FINAL INSTRUMENTATION REPORT FOR THE
SAN PEDRO CRLEK TUNNEL AND OUTLET SHAFT

SAN ANTONIO RIVER AND SAN PEDRO CREEK TUNNELS PROJECT
WCC PROJECT NO. 87H249C




APTZRDIX B

FLOTS OF REDUCED INSTRIMENTATION DATA

DRAFT FINAL INSTRUMENTATION REPORT FOR THE
SAN PEDRO CREEK TUNNEL AND OUTLET SHAFT

SAN ANTONIO RIVER AND SAN PEDRO CREEK TUNNELS PROJECT
WCC PROJECT NO. 87H249C
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